MANUAL MORA INTERFACE

Installation Information

Note: This interface is not available in the PC-DMIS 64-bit version (x64).
Interface.dll - manmora.dll

PCDLRN.INI Section header title - [MANMORA]
Machine Specific Options:

1) CommPort = COM1 9600 N,8,2 – Specifies the comm port setting.
Additional Notes:

General Information

This machine has a GEMODEK type MR01 counter box with XYZ readout with some control/setup/send options.

The box has the following RS232 and send options:

7 or 8 bit data

1 or 2 stopbits

N-mode = No communication, nothing sent.

P-mode = Box only sends coordinates when probe is triggered.

C-mode = Continuous mode, box sends coordinates continuously and changes a status string to indicate that the coordinate was generated when triggering the probe.

Baud rate from 240 to 9600.

The cable between the PC and the MR01 is a standard 9 to 25 pin (2-3, 3-2) RS232.

If you are not sure if the unit is sending anything or if you have a good cable, start Windows hyperterminal, set up comm.parameters, and see if you get any coordinates.

Miscellaneous Info

The machine must be homed using the MR01 and set to C mode before starting PC_DMIS.

The following is the procedure used to set up C mode:

       a) Setup is accessed by pressing '5' followed by 'enter'.

       b) Press 'SEL' to step through different setup items.

       c) Use the 'DATA' button to change a setting.

       d) Finish selection by pressing 'enter'.

It is important to set up the cmm as a right hand coordinate system using the MR01, or change PCDMIS setting to adjust this (a left-hand system does not match PC-DMIS CAD functions)

To enable probing, press the left button on the MR01 front panel (this toggles the probe on/off).
Updates

  Version  
Description
  -------  
-----------

1.05   

Changed default value for volMethod to "0"


1.04   

Added driver_add_entries()


1.03   

Converted to use the volcompclass


1.02   

Convert to Unicode


1.01   

Convert to V3 format
           
Force INI SaveDefaults if newer version

  
1.0    

Initial version


