MITUTOYO MANUAL-GPIB INTERFACE

Installation Information

Note: This  interface is not available in the PC-DMIS 64-bit version (x64).
Interface.dll - manmiti.dll

PCDLRN.INI Section header title - [MANMITI]
This machine has a MAG-1, MAG-2 or MAG-3 controller that connects to the scales. This is a GPIB interface. See the section on GPIB settings at the end of this manual for the correct settings for this interface.

Interface Specific Options:

The following options exist for the PCDLRN.INI file:

VectorDistance= 0.001  The minimum distance considered to calculate the approach vector of the taken point.

IgnoreStatus=TRUE Ignore line error status during the readouts mode.

ChangeStateDelay=50 The minimum time interval (in milliseconds) to take time to the controller to change the internal status or to send position request .

UseSRQ=TRUE Serial Line Request used to determine whether there is a hit or position readout.

This is set by dip switches in the controller. A picture of these settings is included at the end of this document. 

TimeInterval=50 Time period (in milliseconds) of querying the controller status. 
Additional Notes

If the option USESRQ=TRUE than this machine is not capable of readouts while in takehit mode. The user has the ability to toggle these two modes using the icons on the tool bar [image: image1.png]
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SWITCH | FAGTORY
pOSITION | 'SETTING FUNCTION
1 oFF X-DIREGTION CONTROL
2 oFF Y-DIRECTION CONTROL
s OFF Z-DIRECTION CONTROL
458 SEE TABLE | TO ACCOMMODATE DIFFERENT SCALES,
AND TO GENERATE DIFFERENT
RESOLUTIONS
7 oFF IN/MM MODE CONTROL
8 x oN SRQ (QP-IB) DISABLED (0K
SRQ (QP-1B) ENABLED (OFF)
DSW2
TOH | FAGTORY
T FUNCTION
1% oN LEAST SIGNIFICANT BT
2 & DEVICE (ap-12)
ax oN
S N 'ADDRESS
5 o MOST SIGNIFICANT BIT
e OFF UNUSED
7% OFF GR-LF (GP-IB) ENABLED (OFF)
CR-LF (GP-IB) DISABLED (ON)
8% OFF EOI (@P-iB) ENABLED (OFF)
EOI (GP-1B) DISABLED (ON)
DSW3
Wi FAGTORY
i SEfTING UNGEION
e OFF SX-AXIS MACHINE ERROR COMPENSATION
OFF 3Y-AXIS MACHINE ERROR COMPENSATION.
OFF 42-AXIS MACHINE ERROR COMPENSATION|
ON ASBIGNED.
OFF UNUSED
ey FUNCTION. |
oN LEAST SIGNIFICANT BIT
2x ON
3% oN ARALLEL
A ON :ou. (@P-1B)
5+ o ADDRESS
6x oN
7% ON
8x ON | HOST SIGNIFIGANT &IT

* - USER PROGRAMMABLE TO SUIT APPLICATION.
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