PC-DMIS for WINDOWS

Installation

OF EUROPAC INTERFACE

EUROPAC Interface

Installation Information

Interface dll – Europac.dll

Options section title - [Europac]

Europac makes controller electronics (called Rosebud), and packages them into a cabinet as the “Black Box”.  It is used for retrofits of machines including the Poli.

The Europac handbox include buttons “ENTER (for END), “Delete Point”, and “Link Point” (for Insert Move).

The Rosebud controller connects to the PC via USB.  A USB driver is available from Europac.  The PC must also have Europac’s interface DLL file on it  It is called Rosebud.dll.  Place it in the main PC- MIS directory.

You also need Rosebud.ini in the main PC-DMIS directory, which is output by Europac’s tuning utility (Ep_Tuning.exe).  The utility allows testing and diagnosis of the controller and machine without running PC-DMIS.

To run anything at all, you must have a dongle from Europac and have installed their dongle driver.

All the Europac software files come from them on a single CD.

The Europac company is based in Crewe, UK (near Manchester).  (Poli was an Italian CMM maker that is now out of business.)

Options Settings

The following options exist (see chapter on volcomp for those settings):

DebugLog=FALSE

DebugFile=”debug.txt”

DebugPosReport=0

DebugCPU=3"

DebugCMM=3"

DebugWindow=FALSE

DebugTitle=”Interface”

DebugLogReset=FALSE

Version=

AllowForcedHits=TRUE

AxisX=0

AxisY=2

AxisZ=4

BufferedMoves=FALSE

MinRotabMove=0.5

ReadoutInterval=500  Note: lowering this can cause problems.

PH9CommPort=   Wrist communications parameters.

PH9ManualMode=1

limit_x_min=-99999.99

limit_x_max=99999.99

limit_y_min=-99999.99

limit_y_max=99999.99

limit_z_min=-99999.99

limit_z_max=99999.99

limit_movespeed_min=0.2

limit_movespeed_max=600.0

limit_touchspeed_min=0.2

limit_touchspeed_max=41.0

limit_rotabspeed_min=0

limit_rotabspeed_max=999.99

limit_backoff_min=-99999.99

limit_backoff_max=99999.99

limit_search_min=-99999.99

limit_search_max=99999.99

limit_prehit_min=-99999.99

limit_prehit_max=99999.99

Simulate=FALSE

PH9CommType=”PH9_RS232"   Alternative is “PH9_NONE”.

HomeWristBeforeArm=FALSE

HomeWristAfterArm=FALSE

DevelopmentSwitches=0  Leave this at 0.

Usage Information

Updates

    Version  Description

    -------  -----------

1.0 Initial release.



















