REFLEX INTERFACE

Installation Information

Interface dll – Reflex.dll

PCDLRN.INI Section header title – [REFLEX]

Machine Specific Options:

1) Controller = COM1 9600 N,8,1 – This sets the communication protocols for the controller, default is comm port 1, 9600 baud, No parity, 8 data bits and 1 stop bit. It is highly unlikely that you will need to change anything other than the comm port.

Additional Notes:

This interface is intended for use on a manual Gage 2000 machine with the Reflex box in Pass Through Mode. There are 2 “smart cards” that are inserted in the controller. The lower one is the storage card, where the programs are stored. After turning on the Reflex Controller, you will notice the following screens:

· Copyright screen

· Language screen

· Volcomp screen

· Home screen

Click on “Service Utilities”

Go through the probe qualifications until you arrive at the “Startup Options” screen.

Enter “Pass Through Mode”

Updates

  Version  
Description
  -------  
-----------

1.10   

Added support for autotrigger


1.09   

Converted driver_get_version to unicode


1.08   

Fixed Volcomp Again. PR# 213580


1.07   

Fixed Volcomp. PR# 213580


1.06   

Changed default value for volMethod to "0"


1.05   

Added driver_add_entries()


1.04   

Converted to use the volcompclass


1.03   

Unicode Version


1.02   

Watch for ERR response and display message if received


1.01   

Initial version


