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1. Information about this document   
All rights, including translation in foreign languages, are reserved. It is not 
allowed to reproduce any part of this document in any way without written 
permission of Hexagon.  

This document applies to version 2026.1 of the Operator Interface. 

1.1.  Document history 

 
  Version Date Author(s) Modifications / Remarks 

1.0 12.02.2024 SR Initial release 

1.2  02.09.2024 SR 
Adaptation to software 
version 2024.2.11 

1.3  12.11.2024 SR  
Adaptation to software 
version 2024.2.31 

2.1  03.02.2025 SR  
Adaptation to software 
version 2025.1 

2.2  06.11.2025 SR  
Adaptation to software 
version 2025.2 (e.g.: 
Multiple pallet) 

3.1  22.01.2026 SR  
Adaptation to software 
version 2026.1  

3.2 05.05.2026 SR Minor corrections 
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2. General 

2.1. Introduction 

The aim of this manual is to support you in dealing with the PC-DMIS 
Operator Interface (referred to below as ñOperator Interfaceò).  

We have tried to describe all options of this software as best as possible and 
in a way that is understandable. However, we ask for youôre understanding 
that all features may possibly not be described. This may be due among 
other things to technical innovations, new options or similar influences. 

PC-DMIS Operator is used among other things for the control of top-quality 
measurement technology. Settings in this software have a direct influence on 
the measurement routine sequence and therefore must be selected carefully.  

For this reason we point out by way of precaution that this manual cannot 
replace training. Should you be interested in a course in this respect, we look 
forward to hearing from you. You can find the corresponding data at the end 
of this text. 

Even after careful checking, errors in this user manual cannot be ruled out. 

For this reason we reserve the right to make typographical errors and 
mistakes.  

Irrespective of this, we are thankful for suggestions, tips and proposals for 
improvements resulting from daily dealings with PC-DMIS Operator Interface. 

Please contact us: 

https://nexus.hexagon.com/community/public/pc-dmis/pc-dmis-solution-
modules/i/solution_modules_idea-center 

If you have any suggestions for improving this user manual, please send an 
e-mail to: 

DE DGU WET Customer Solutions  

 

 
 
 
  

https://nexus.hexagon.com/community/public/pc-dmis/pc-dmis-solution-modules/i/solution_modules_idea-center
https://nexus.hexagon.com/community/public/pc-dmis/pc-dmis-solution-modules/i/solution_modules_idea-center
mailto:DE%20DGU%20WET%20Customer%20Solutions%20%3cdl.software.de.mi@hexagon.com%3e
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2.2. Notes on the use of this user manual 

¶ Find terms or functions that are not listed in the table of  
contents 

The terms used in this user manual for functions etc. are identical to those 
used in the software. If certain functions cannot be found via the table of 
contents, use the search function in the PDF. To do this, enter the desired 
term in the notation in which it is used in the user interface. 

¶ Use links 

If text passages are related to other chapters, they are linked to each other. 
These links can be recognized by the underlined and blue colored text. 
Clicking on this text jumps to the corresponding passage. 

In order to be able to find these passages in a printed operator's manual, the 
complete outline is preferably given. 

Example: 

Chapter: The Tabs, section: Single run, point: Starting a measurement 
routine. 

In principle, the last term will lead to the desired information (in the example 
above: point: Starting a measurement routine). 

The complete structure is not indicated if the linked passage is located in the 
immediate vicinity of the text (example: see Example above). 

If the text passage to which you jumped does not contain a link to the original 
text, you can jump to the source text using the key combination "Alt" + "ē" 
(To-Left).  

¶ Meaning mouse click, click or similar. 

This term is used for the left mouse button. If the right mouse button must be 

clicked, this is explicitly mentioned. 

¶ Meaning scanner 

The term "Scanner" refers to all technical devices that can read a specific 

code (e.g.: Barcode or QR code) and send the result as simulated keyboard 
input. 

¶ Used symbols 

Despite various plausibility checks, it cannot be ruled out that selected 

parameters may lead to probe collisions, for example. This symbol serves as 
a hint to take special care of the selected settings. 
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2.3. Recommended qualification 

¶ Installation of the software 

The software should be installed by personnel who have the following 
knowledge and permissions:  

¶ PC skills PC skills 

¶ Windows skills 

¶ Installation of Windows ï programs 

¶ Extract compressed files 

¶ Changing access permissions in the File System and Registry 

²  Typical: Network administrators 

¶ Using the software as administrator 

The use and configuration of the software in administrator mode (see also 
chapter: Menu option "Extras", section: Safety) should be carried out by 
personnel who have the following knowledge: 

¶ PC skills 

¶ Windows skills 

¶ Detailed training by the Hexagon application engineering department 

¶ PC-DMIS knowledge 

²  Typical: employees in quality assurance or work preparation 

¶ Using the software in operator mode 

The use of the software in operator mode (see also chapter: Menu option 
"Extras", section: Safety) should be carried out by personnel who have the 
following knowledge: 

¶ PC basic skills 

¶ Windows basic skills 

¶ Short instruction in the software - e.g.: in-house by personnel with knowledge in 
administrator mode (see above) 

²  Typical: Employees in production (workers) 
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3. Software licence agreement 
The use of the software is subject to acceptance of all provisions contained in 
the software license agreement. For details, refer to the document 
"EN_EULA.pdf", which you will find in the same folder in which the user manual 
is located. 
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4. Operation 

4.1. Starting the Operator Interface 

If the checkbox at menu option "Extras" ² Settings in the "PC-DMIS" tab ² 
Start automatically is not active, PC-DMIS must be started first. Afterwards, 
the Operator Interface can be started by double-clicking on the shortcut on 
the desktop. Both PC-DMIS and the Operator Interface must have identical 
permissions (see also chapter: Configuration of the software). 

If PC-DMIS is not started (and the checkbox at Start automatically is not 
active), the following note appears: 

 

 

 

 

 

After confirming the message per click on the ñOKò button, the message is 
closed. The Operator Interface can then be started as described above after 
starting PC-DMIS. 

If the checkbox Start automatically is activated, both PC-DMIS and the 
Operator Interface are started. 

4.2. Operator interface in the Windows taskbar 

If the Operator Interface is hidden by an application and can no longer be 
operated, a context menu can be opened by clicking on ñShow hidden iconsò 
in the taskbar and then right-clicking on the Operator Interface icon. 

By selecting ñMaximizeò, the software is displayed as a full screen (always in 
the foreground) and can be reduced in size, as is usual under Windows.  

The software is closed  with ñExitò.  
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4.3. Closing the Operator Interface 

The Operator Interface can be closed using the menu option "File ² Exit". 
Alternatively, you can click on the "X" symbol in the upper right corner. 

If measurement routines were removed or added in the respective tabs 
without saving them, the query appears (here in the example: Single run): 

 
 
 
 
 

 

 

If "Yes" is selected, the view (not the list) is saved. The next start will be with 
this view. Since no list was loaded with the menu option "List", no path and 
name of a list is displayed in the header line 

If "No" is selected, no further action is taken. 
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4.4. User interface (Scanner deactivated) 
 
 
 

1.  Loaded list 

2.  Menu options 

3.  Button for scanner (deactivated:              / activated:             ) 

4.  Tabs 

5.  Sequence number 

6.  Column for image to the measurement routine 

7.  Name of the measurement routine 

8.  Path of the measurement routine 

9.  Start code  

10.  Status bar 
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5. Configuration of the software 
For the configuration of the software, the knowledge and permissions 
recommended in chapter: Operation, section: Recommended Qualification, 
point: Using the software as administrator must be taken into account.  
Before you use the software, it must be adjusted to your environment. Both PC-
DMIS and Operator Interface must be started with administrator rights for this 
purpose. After configuration has been carried out these are no longer required. 

5.1. Language setting 
The operator interface starts in the last language selected. 
In the menu "File ² Language" the language can be changed. 

 

 
 
 
 
 
 

5.2. Setting in PC-DMISÊ 
In order for the measurement routines to run smoothly (especially ñsave after 
executionò) the warning ñDo you want to save an older version of PC-DMIS?ò 
must be deactivated. The checkbox for "Don´t ask me again" must be 
activated and the query answered with "No" (warning message is 
deactivated). 
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6. Menu option ñFileò 

6.1. Start measurement routine 

This function is only available if the tab ñSingle runò is active in the operator 
interface (see chapter: The tabs, section: Single run). Under chapter: Menu 
option ñExtrasò, section: Settings the function: ñDo not allow manual selection 
of the measurement routinesò may not be activated. 

Any measurement routine can be started with 
ñStart measurement routineò. This does not 
have to be integrated into the interface or 
stored in a list (see chapter: The tabs, section: 
Single run, point: Inserting measurement 
routine into a list). 

Under chapter: Menu option ñExtrasò, section: Settings, point: ñGeneralò tab 
and point: Single run tab are to be taken into consideration. 

While the measurement routine is being processed a green bar at the bottom 
of the screen shows the progress and the message ñMeasurement job is 
being executedò appears. 

 

If the measurement routine is available in the list currently loaded, the row is 
shown after the routine is ended as is described in the chapter: The tabs, 
section: Single run, point: Measurement process. 

If the measurement routine is not found in the list, it is not marked in color. 

The execution window is available during the measurement (see chapter: 
The tabs, section: Execution panel). 
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6.2. Close measurement routine 

If a measurement routine is open in PC-DMIS, this function can be used to 
close it. This may be necessary if, for example, a 
measurement routine is open via ñCreate 
configurationò in PC-DMIS (checkbox: ñClose routine 
when finishedò inactive)  or the function ñClose 
measurement routineò was not activated via ñCreate 
configuration" (see chapter: The tabs, section: Single 
run, point: Measurement process ² Close 
measurement routine after end execution).  

If none of these functions has been executed or no measuring routine is 
loaded in PC-DMIS, this function is not available (see picture above). 

6.3. Create configuration 

This function enables variables to be defined and inserted into a PC-DMIS 
measuring routine. If the variables were written into the PC-DMIS routine 
using "Sent variables to routine" (see below), create a CFG file using "Save 
config" (see below) and use the "Show input dialog when starting the 
measurement routine " function (see chapter: Menu optin "Extras", section: 
Settings, point: "Single Run" tab ² Show input dialog when starting the 
measurement routine and point: "Multi run" tab ² Show input dialog when 
starting the measurement routine and point: "Pallet run" tab ² Show input 
dialog when starting the measurement routine active, the variables can be 
displayed and edited at the start of the measurement. 

If no measuring routine is loaded in PC-DMIS, the desired measuring routine 
must be selected. The measuring routine is opened in PC-DMIS and then the 
input mask opens. 

If the display is not in full screen mode, the size of the input mask can be 
changed by dragging the borders or diagonals with the mouse, as is usual 
under Windows. 

Changes made are saved with ñSave configò (see below). 

To create a new file, the 
measurement routine must be 
closed via chapter: Menu option 
ñFileò, section: Close measurement 
routine and a new one opened (as 
described above). Alternatively, by 
activating the checkbox for ñClose 
routine when finishedò, the 
measurement routine is 
automatically closed after closing 
the dialogue window. 

file:///C:/_Hexagon%20Metrologie/_Abteilung%20Costumer%20Solution/PC%20DMIS%20Operator%20Interface/Handbuch%20OI/Bedienerhandbuch/__Final/Version%204/2025.2%20Multipalette/Copy%20User%20Manual%20-%20Kopie.docx%23Close_routine_when_finished
file:///C:/_Hexagon%20Metrologie/_Abteilung%20Costumer%20Solution/PC%20DMIS%20Operator%20Interface/Handbuch%20OI/Bedienerhandbuch/__Final/Version%204/2025.2%20Multipalette/Copy%20User%20Manual%20-%20Kopie.docx%23Close_routine_when_finished
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¶ List of the variables 

 At this point the name for variables can be defined, to which values are to be 
passed in the measurement routine. The 
variables must exist in the measurement 
routine (see below: Send variables to routine) 
and the file (see below: Save config). By single 
click or double click with the mouse button in 
the line the name can be entered. 

If no more rows are available, a new row is created for the next variable. 

Depending on settings in chapter: Menu option ñExtrasò, section: Settings, 
point: ñSingle run" tab ² Show input dialog when starting the measurement 
routine and point: ñMultiple run" tab ² Show input dialog when starting the 
measurement routine as well as point: "Pallet run" tab ² Show input dialog 
when starting the measurement routine done during execution, query the 
variables. If values are entered in the "Comment" area (see below), these are 
queried instead of the variable names. 

If the measurement routine is started with a scanner, the values from the 
scanned code can be transferred to these variables (see chapter: Menu 
option ñExtrasò, section: Scanner, point: By separator and point: "By length"). 

To delete a variable, the line is marked by clicking with the left mouse button 
in the left column with the symbol "4". Then delete the line with the "Del" 
key. 

If the left mouse button is pressed and held, moving the mouse up or down 
can mark several connected lines. 

If the "ĕ" key is held, a block can be marked, and "Ctrl" can be used to mark 

individual rows.  

To change the end line when the block is selected, the "ĕ " key is pressed 

and held. Then click in the desired row. 

To unmark individual lines, press and hold "Ctrl". Then click to deselect the 
relevant row. 

If you want to delete the complete list, left-click in the upper left field (header, 
to the left of the column "List of variables") to highlight all variables. 
Afterwards all variables can be deleted with the "Del" key. 

 

 

 

 

 

 

file:///C:/_Hexagon%20Metrologie/_Abteilung%20Costumer%20Solution/PC%20DMIS%20Operator%20Interface/Handbuch%20OI/Bedienerhandbuch/__Final/Version%204/2025.1%20Multipalette/Variablen_ins_Programm%23_
file:///C:/_Hexagon%20Metrologie/_Abteilung%20Costumer%20Solution/PC%20DMIS%20Operator%20Interface/Handbuch%20OI/Bedienerhandbuch/__Final/Version%204/2025.1%20Multipalette/Variablen_ins_Programm%23_
file:///C:/_Hexagon%20Metrologie/_Abteilung%20Costumer%20Solution/PC%20DMIS%20Operator%20Interface/Handbuch%20OI/Bedienerhandbuch/__Final/Version%204/2025.1%20Multipalette/Variablen_ins_Programm%23_
file:///C:/_Hexagon%20Metrologie/_Abteilung%20Costumer%20Solution/PC%20DMIS%20Operator%20Interface/Handbuch%20OI/Bedienerhandbuch/__Final/Version%204/2025.1%20Multipalette/Variablen_ins_Programm%23_
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¶ Predefined entries 

The values entered here can be selected in the 
context menu after starting the measuring routine in 
the input mask. If more than one value is to be 
selectable, the individual data must be separated by 
character "|". 

If the checkbox under menu option "Extras" ² Settings in the "PC-DMIS" tab 
is activated at Suggest same variable value for each measurement routine, 
the values should be checked again before starting the measuring routine. 

¶ Comment  

After starting the measurement routine, the entry entered here is displayed in 
the input mask instead of the variables (see: List of variables above). In the 
measuring routine, the entered value is passed to the variable in the "List of 
variables" column (see above).The comment is not written into the 
measurement routine using "Send variables to routine" (see below). Thus it is 
possible to display helpful hints to the operator despite short  variable names. 

 

¶ Reset to default 

If the fields in the input mask are to be empty when starting the measuring 
routine, the checkbox must be activated. After starting the 
routine, these can be selected by clicking with the right 
mouse button in the context menu (see also "Predefined 
entries" above). 

If the checkbox is deactivated, the last used value for the 
variable is suggested. 

¶ Column: VP 

This column is only available if the "Pallet run" tab has been selected in the 
user interface.  

If the checkbox is activated, the values defined under "Predefined entries" 
(see above) are transferred to all clamping stations when the measurement 
routine is started.   

If the checkbox at "Reset to default" is activated, the fields in the input mask 
are empty. If a value is defined for a variable, it is passed to all clamping 
stations.  

If the mouse pointer is moved over a checkbox, the tooltip "Equal for all" 
appears.   
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¶ List of variables for value 1 or 0 

At this point variables can be defined which are to assigned ñ1ò or ñ0ò.  

A variable can be defined by double-clicking in the line. After confirming with 
ñEnterò, this is accepted and an empty line is inserted below. 

If the ñShow input dialog when starting the measurement routineò function is 
active in the ñExtrasò menu option in the respective tabs, the variable defined 
here is displayed in the input dialog after the measurement routine is started. 
A variable with the name defined here must exist in the measurement 
routine. By activating the checkbox in this input dialog, the value ñ1ò is 
transferred to this variable in the measurement routine. By deactivating the 
checkbox, the value ñ0ò is transferred. 

¶ ĂComment" column 

A comment can be defined by double-clicking in the line. After confirming 
with ñEnterò, this is accepted and an empty line is inserted below. 

If the ñShow input dialog when starting the measurement routineò function is 
active in the ñExtrasò menu option in the respective tabs, the comment 
defined here is displayed in the input dialog after the measurement routine is 
started instead of the variable defined above. The variable defined above 
must be present in the measurement routine. As described above, the value 
ñ0ò or ñ1ò is transferred to this variable. 

 

¶ Reset to default 

If this checkbox is activated, the checkbox in the input mask is always 
deactivated after the measurement routine is started (ñ0ò 
is transferred to the variable - see above). 

If the checkbox is deactivated, the last selected status 
(checkbox active or inactive) is suggested. 

 

The procedure for deleting variables is identical to the List of the variables at 
the top of the text. 
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Example: 

A variable ñSHOW_COMMENTò was defined. If the measurement routine is 
started, the input mask appears for the variables defined in columns ñList of 
the variablesò and ñList of variables for value 1 or 0ò. 

The values for "Variable ID" can be changed by double-clicking in the "Value" 
column (see also chapter: Menu option ñExtrasò, section: Settings, point: ñPC-
DMISñ tab ² Suggest same variable value for each measurement routine). 

The variable ñSHOW_COMMENTò is listed in the column ñVariables (value 1 
or 0)ò. This can be activated with the check box (value: ñ1ò) or deactivated 
(value: ñ0ò). The variable in the measurement routine can now be used 
further (see example further below). 

Example PC -DMIS (excerpt abbreviated): 
 
 
 
 

 
 
 
The comment can then be shown (checkbox active) or skipped over 
(checkbox inactive). 

¶ Additional files/folders 

If the ñMeasurement with local measurement routines copyò checkbox is 
activated in the ñExtrasò ² ñSettingsò menu option on the ñGeneralò tab, you 
can decide here which files and / or folders are to be copied in addition to the 
measurement routine files. This is helpful if, for example, a batch file is called 
up in the measurement routine that is located in the directory of the 
measurement routine (call up in the measurement routine without specifying 
the path). 

To select files or folders for copying, click on the ñAdd filesò or ñAdd folderò 
button. Then select the file or folder in the Windows file manager. Multiple 
items can also be selected. After clicking on ñOpenò or ñSelect folderò, the 
selected elements are displayed below the ñAdditional files/foldersò column. 

Example (add folder): 
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Alternatively, files and folders can be inserted by ñdrag and dropò as usual in 
Windows. To do this, select the elements and drag them into the ñAdditional 
files/foldersò area with the mouse. After releasing the mouse button, the 
selected elements are displayed below the ñAdditional files/foldersò column. 

Example (add folder): 

To delete elements, they are selected and 
deleted using the ñRemove itemsò button.  

 

¶ Import config 

If a *.cfg file was created with ñSave configò, it can be loaded. This is helpful if 
available variables are to be used for a further 
measurement routine or are to be supplemented. To 
do this left click on the button and select the file.  

¶ Set picture  

To be able to assign the variables to a measurement 
routine more easily, a picture can be set for the *.cfg 
file with this function. The picture is shown in the 
window below the button. 
The image is displayed in the user interface in the 
pallet run in the ñPallet settingsò view if the pallet 
assignment is switched off.  

¶ Search range for existing variables (number of 
commands) 

To avoid variables being written into the routine twice, 
a search range can be defined with this function. If the 
variable is found within the defined number of 
commands (elements, alignments etc. count as one 
command in each case), it is not written into the 
measurement routine. 
If the number of variables in the measurement routine is greater than the 
value of the search range, this must be adjusted accordingly. 
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¶ Close routine when finished 

Activating or deactivating the checkbox determines whether the 
measurement routine in PC-DMIS remains open or is closed after closing the 
dialogue box. If the mouse pointer is moved over the checkbox or the text, a 
tooltip appears with the corresponding note. 

 

 

 

 ̧  Checkbox deactivated 

After closing the dialogue, the measurement routine remains open in PC-DMIS. 

 ̧ Checkbox activated 

Closing the dialogue closes the measurement routine in PC-DMIS. 

¶ Send variables to routine 

The variables are written as a string into a measurement routine (see also: 
"Get variables from routine" below). These are not displayed for the time 
being during the process and cannot be edited. They are only displayed in 
the corresponding mask after a *.cfg file has been created using "Save 
config". 

¶ Get varaibles from routine 

With this function variables can be read from a PC-DMIS measurement 
routine. It does not matter whether or not these variables have been written 
to the routine using the function "Send variables to routine" (see above). 

Regardless of "Search range for existing variables (number of commands)" 
(see above), all variables are read from the routine. 

Variables that are declared as strings (example: ASSIGN/TEST = "0") are 
displayed in the "List of the variables" column (see above). Variables that are 
declared as numbers (example: ASSIGN / TEST = 0) are displayed in the 
column "List of variables for value 1 or 0" (see above). 

The variables can be edited as described above and assigned to the routine 
by "Send variables to routine" (see above) and "Save config" (see below). 
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¶ Save config 

If all variables are defined, a *.cfg file can be created. The file is given the 
name of the measurement routine and is stored in the measurement routine 
directory. 
The prerequisite is that at least one variable, file or folder (see above in each 
case) is defined. If this is not the case, this button is not available. 
This file is, among other things, necessary for displaying the variable at the 
routine start (see also chapter: Menu option ñExtrasñ, section: ñSingle runñtab, 
point: Show input dialog when starting the measurement routine and section: 
òMultiple runò tab, point: Show input dialog when starting the measurement 
routine and section: "Pallet run" tab point: Show input dialog when starting 
the measurement routine). 

¶ Delete file 

The *.cfg file saved under ñSave configò is deleted.  

¶ Close 

Closes the window and opens the main screen of the Operator Interface. 
Depending on the state of the ññClose routine when finishedòò checkbox (see 
above), the measurement routine in PC-DMIS will be closed or not. 

6.4. Language 
The language of the Operator Interface 
can be changed (see also chapter: 
Configuration of the software, section: 
Language setting). 

 

6.5. Exit 
Closes the software (see also chapter: Operation, section: Closing the 
Operator Interface.  

file:///C:/_Hexagon%20Metrologie/_Abteilung%20Costumer%20Solution/PC%20DMIS%20Operator%20Interface/Handbuch%20OI/Bedienerhandbuch/__Final/Version%204/2025.2%20Multipalette/Copy%20User%20Manual%20-%20Kopie.docx%23Close_routine_when_finished
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7. Menu option "List" 
Under this menu item, the following functions are available in the ñSingle runò 
and ñMultiple runò tabs (View: List of measurement routines): 

  

7.1. New 
A new (empty) list is created. 

7.2. Load 

A saved list can be loaded.  

The path defined under chapter: Menu option ñExtrasò, section: Settings, 
point: "List path" will be suggested as a path.  

7.3. Save as... 

A list completed by further or newly created measurement routine can be 
saved.  

The path defined under chapter: Menu option ñExtrasò, section: Settings, 
point: "List path" will be suggested as a path.  
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7.4. Set up list of start commands 

This function is only available in the administrator mode (see chapter: Menu 
option ñExtrasò, section: Safety). 

To load a specific list when the Operator Interface starts, you can use this 
function to define which list shall be loaded. 

If this option is selected, the window "List of start commands ï Set upò 
opens: 

 

If the display is not in full screen mode, the size of the window can be 
changed by dragging the borders or diagonals with the mouse, as is usual in 
Windows. 

The changes made are saved using the "Applyò button. 

¶ Command 

In the column "command" any name for the desired list 
can be assigned. The name can be entered by double 
clicking the row with the left mouse button.  

¶ List 

The list assigned to the name is selected in the "listò column. To select the 
list, right click on the row. If no name has been assigned in the "command" 
column, this feature is not active. 
If the file name is longer than the input field, a tooltip appears with the 
complete path when the mouse pointer is moved into the line.  



 

  
 

5 May 2026 25 

The name of the list, which has been defined under "command", has to be 
entered on the start icon under "Properties ² Linkò in the "To path" field. A 
space followed by the command (in this example ñshortò) is written behind the 
EXE call. The dialog box is closed with ñApplyò and ñOKò. 

This list will now be loaded when Operator Interface is started. 

You can create start icons for different lists by using ñCopyò and ñPasteò. 

 

This feature is available for all tabs.  
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8. Menu option ñExtrasò 
The following functions are available under this menu option. 

 
 
 
 
 

8.1. Settings 

This menu is used for global settings.  

This function is not available in operator mode (see chapter: Menu option 
ñExtrasò, section: Safety).  

If you want to save the changes made in this area permanently, confirm them 
with the "Apply" button. Click ñCancelò to discard the changes. 

The tab from which you switched to the settings in the user interface is 
opened. 

 

 

¶ ñGeneralò tab 

In this area the global settings for the tabs "Single run", ñMultiple run" and 
"Pallet runò can be entered. 
 

 



 

  
 

5 May 2026 27 

¶ Application 

In this area you can make various settings for the main screen and handling 
of the application.  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

¶ Always on top 

If this field is activated, the Operator Interface is always shown on top. Once the 
measurement is complete, the operator interface is maximized again. 

¶ Minimize during execution 

During the execution of a measurement routine the Operator Interface main 
screen is minimized. 

¶ Status (measurement) display  

The prerequisite for this function is that the PC-DMIS Result Converter (from 
version 4.2013.21) is installed and a valid license file is available. A .*bat file 
must have been created. This approach requires training in the use of PC-DMIS 
Result Converter and is not the subject of this manual. The *.bat file must be 
called by an external command at the end of the measuring routine.  

If the checkbox is activated, the ñStatus (measurementò window opens after 
each execution.  
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The window shows the number of features sorted by OK (green: all values are 
within the tolerance), "Critical" (yellow: at least one value violated the action 
limit) and NOK (red: at least one value is out of tolerance) is shown (the picture 
below illustrates this for a pallet measurement).  

By clicking the left mouse button on the corresponding row of the ñmeasurement 
routine nameò column the associated Excel table is opened.  

¶ Load measuring routine with double click 

This function determines whether a single or a double click on the picture 
belonging to the measurement routine is necessary for an interaction in the user 
interface.  

If the function is deactivated, a single click is sufficient. This has the 
disadvantage that if the click is accidental, the interaction will be executed.  

When the function is activated, a double click must be made. 

The type of interaction depends on the settings made under menu option 
"Extras" ² Settings. 

¶ Do not allow manual selection of the measurement routines 

This function must be activated if only those routines set up in the Operator 
Interfaceôs main screen are to be started. If the "Safetyò function (see section: 
Menu option ñExtrasò, section: Safety) is used to enable the user mode, manual 
selection of the measurement routines is no longer possible.  

 

In the "Single run" tab, the "Start measurement routine" function is not available 
in the menu option "File" option item. 

In the "Multiple run" and "Pallet run" tabs, the " " symbol has no function and is 
grayed out. 

¶ Measurement with local measurement routines copy 

If the operator interface is installed on several measuring machines and the 
measuring routines are located centrally in the network, faults can occur if two 
machines want to start the same measuring routines. This function can be used 
to prevent this.  

For this purpose, the checkbox at "Measurement with local measurement 
routine copy" is activated. With the 
now available button "Set path" the 
directory is defined, in which the 
routine copy is to be created.  

All files belonging to the measurement routine are copied to this directory. If 
additional files and / or folders are copied using the menu option ñFileò ² 
ñCreate configurationò, these are also stored here. 

This measurement routine copy is used for the execution. After the 
measurement, all copied data will be deleted. 
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 ̧ List path 

Click on the ñSet pathò button to define a default path. This is suggested for the 
ñLoad listò and ñSave list asò functions (see chapter: Menu option ñListò, section: 
"Load" and "Save as..."). 

 

 

 

 

 

 ̧ Start application at OI start 

If the checkbox is activated, the "Set application" button is available. This button 
can be used to select the application (or a file, image, etc.) that will be executed 
when the operator interface is started. The path and name of the application is 
displayed in the lower field. 

 

 

 

 

If the checkbox is deactivated, the "Set application" button is not available and 
no further action is performed when the operator interface is started. 

 ̧ Processes 

 

This function prevents the termination of a measuring routine before another 
executed software is closed. It is irrelevant whether this software is started from 
PC-DMIS or ñExternallyò. 

The ñProcessesò button opens 
the "List of processesò window. 

If the display is not in full 
screen mode, the size of the 
window can be changed by 
dragging the borders or diagonals with the mouse, as is usual in Windows. 

The processes "PCDMIS_Ergebnis_Konverter", "PCDQDAS" and ñHxGNUCò 
are preset. A further process can be added by clicking with the right mouse 
button in the free space and selecting the start file (*.exe).  

The process is then displayed and monitored (in the example above: 
ñPCDMIS_Preset & Measureò).  

The changes are saved permanently with the ñOKò button.  
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A flashing note appears when the process is open before the measurement 
routine is ended: 

 
 
 
 
 
 
 
 
 

The message is closed after the processes are ended. 

To delete a process from the list, the corresponding row in the left column is 
selected with the left mouse button. The ñ   ñ icon appears. You can use the 
"Delete" key to remove the process from the list. 

By pressing and holding the left mouse button and moving the mouse up or 
down you can select several consecutive rows. 

By holding the ñĕò button you can highlight a block and by using the "Ctrl" key 
individual lines. 

The selected processes can then be deleted with the ñDeleteò key. 

The changes are saved permanently with the OK button.  

 

 

 

 

 

 

 ̧ Move path name 

This function can be used to change the paths for the measurement routines in 
all tabs in the user interface. This is useful if, for example, folders with the 
measurement routines converted to the respective PC-DMIS version are created 
for different PC-DMIS versions. 

Click on the ñMove path nameò button to open 
the ñChange routine pathò dialog box.  

 ̧ Old path 

Click on the ñò button to open the Windows file manager and select the folder. 
The selected folder must correspond to the folder that was selected in the interface. 
After selection, this is displayed in the input field.  

Alternatively, the path can also be inserted using the keyboard or by ñdrag and 
dropò (dragging the folder into the input field with the mouse). 
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 ̧ New path 

The new path is defined. The procedure is identical to ñOld pathò (see above). 

 

 

 

 

 

 

 

If the respective path is defined with the ñ ñ button, the last selected path is 
always suggested (regardless of whether ôOld pathò or ñNew pathò was selected 
last). 

After clicking on ñOkò, a further dialog opens with the information that all lists for 
the measurement routines in the user interface will be changed. 

The following options are available: 

 ̧ Yes 

The paths of all measurement routines in the user interface are changed (only for 
the measurement routines with the ñoldò path). It must be ensured that the 
corresponding measurement routines including the original folder structure 
(subfolders) are present. 

After changing the paths, the 
operator interface returns to the 
ñSettingsò dialog box (see above). 

 ̧ No 

The Operator Interface returns to 
the ñChange routine pathò dialog 
box. 

 ̧ Cancel 

The Operator Interface returns to the ñSettingsò dialog box (see above). 

¶ Location of settings 

The radio buttons are used to 
specify whether the settings are 
to be saved in the registry or in 
a file or read from this source. 

¶ Registry 

If this function is active (not recommended), the settings for the logged-in user 
are saved in the registry in the key 
ñComputer\HKEY_CURRENT_USER\SOFTWARE\VB and VBA Program 
Settings\PCDMIS-OI\Settingsò. 
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¶ File 

If this setting is selected, a directory can be defined using the ñSet pathò button 
(see below). Settings made are saved in this directory in the ñPCDMIS-Operator 
Interface.iniò file and read from it. This setting is recommended. 

This is useful if you want to use identical settings for the operator interface on 
several measuring machines. If this function is active on all PCs and the path is 
identical (e.g. to a network drive), changes to the settings are applied to these 
PCs after the operator interface is restarted. 

Note:  The settings in the ñPCDMIS Operator Interface.iniò and the registration 
can be different. If the radio button is changed, the settings must be 
checked and adjusted if necessary. A corresponding message appears. 

 ̧ Checkbox ñRead onlyò 

If you do not want to save the settings when closing the software, this checkbox 
must be activated. If the mouse pointer is moved over the text, a tooltip appears 
with a corresponding note. 

This is useful if the file is located on a network drive and is to be managed centrally 
by an administrator. Furthermore, this setting prevents problems if the software is 
closed on several PCs at the same time. 

 ̧ Button Ăñ 

Clicking this button saves any changes made immediately. This is useful if the 
ñRead onlyò checkbox (see above) is activated, as changes made in this case 
are not saved.  

¶ ñSet pathò and ñDefaultò button 

The ñSet pathò button defines the path for the file in which the settings are 
saved (see above). The ñDefaultò button selects the default path 
(C:\{User}\Public\Documents\Hexagon\PCDMIS Operator Interface\). 

The selected path is displayed in the input field and can also be changed 
manually. 

If there is a corresponding file in the selected directory, the settings are read 
immediately. As these may differ from the currently selected settings, a 
corresponding message appears. 
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¶ Scanner 

Settings for handling the operator interface when using a scanner can be 
made in this area.  
 
  
 
 
 
 
 
 
 
 
 
 
 
The use of a scanner is described in detail in the respective tabs (see 
chapter: The tabs, section: Single run, option: Starting a measurement 
routine ² Start with scanner and section: Multiple run, point: List of 
measurement routine view ² Start of a measuring job ² Start with scanner 
as well as section: Pallet run, point:  List of measurement routine view ² 
Starting a measurement routine ² Start with scanner).  

¶ Set focus on scanner after each run 

If this function is active, the focus (mouse 
pointer) is placed on the input field for the 
start code after the measurement. This 
means that the next start code can be entered or scanned directly. In the 
ñMultiple runò and ñPallet runò tabs, the view ñMeasuring routine listò is always 
switched to after the measurement. 

If this function is deactivated, the focus (mouse pointer) is not on the input field 
for the start code after the measurement. This means that you have to click 
once in this field to enter a new start code. As the view from which the 
measurement was started is always active in the "Multiple run" and "Pallet run" 
tabs after the measurement, the view may need to be changed. 

Details on this can be found in chapter: The tabs, section: Single run, point: 

Starting a measurement routine ² Start with scanner and section: Multiple run, 

point: List of measurement routine view ² Start of a measuring job ² Start with 

scanner as well as section: Pallet run, point:  List of measurement routine view 

² Starting a measurement routine ² Start with scanner.  

¶ Delay time when starting with start code 

If, for example, several start codes are required for the measurement routine 
start and these cannot be read completely, the delay time can be entered here 
in seconds.  
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¶ Scanner always enabled 

It the user mode is active (see chapter: Menu option ñExtrasò, section: Safety) 
and this option is disabled, the status of the scanner mode (active or inactive) 
can only be changed by the administrator (scanner mode, see: Chapter: The 

tabs, section: Single run, point: Starting a measurement routine ² Start with 

scanner and section: Multiple run, point:  Start of a measuring job ² Start with 

scanner as well as section: Pallet run, point: Starting a measurement routine ² 

Start with scanner). The current setting therefore corresponds to the status that 
was defined by the administrator or the status when the operator interface was 
last closed.  

If this function is activated, the scanner status can be modified irrespective of 
the administrator.  

 

¶ Show image when starting with start code 

If this function is activated and a measurement routine is tarted with a start 
code, the picture for this is displayed in full-screen mode. By double-clicking in 
the dark upper area, the image can be reduced or minimized (as usual under 
Windows).  

The ñDuration of the image displayò option sets the time as to how long the 
picture is shown in seconds. If the checkbox at "Confirm measurement order" ² 
"loaded with start code" is active in the "Single run" and/or "Pallet run" tabs (see 
below), the measurement must be confirmed manually. The setting for "Duration 
of the image display" is ignored. 

The measurement routine is not executed during the display. 

 

If the checkbox is deactivated, the checkbox in the "Single run" and / or "Pallet 
run" tabs (see below) at "Confirm measuring order" ² "loaded with start code" 
will be displayed paler, but can be activated or deactivated. 

¶ Use partial coding for start 

The checkbox can be used to decide whether the entire scanned (or entered) 
code is used to start the measurement routine or only parts of it. If the mouse 
pointer is moved over the text, a tooltip appears with a corresponding note. 

 ̧ Checkbox inactive 

The complete code is used. 

 ̧ Checkbox active: 

Parts of the code are used. To do this, the corresponding pattern must be defined 
using the ñDefine patternò button.   
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After clicking on the button the "Separation patternò window opens and the functions 
"By separator" or "By length" can be selected. If the display is not in full screen 
mode, the size of the window can be changed by dragging the borders or diagonals 
with the mouse, as is usual in Windows. 

 

 

 

 

 

 

 

  

 ̧ ñBy separatorñ 
The areas that are to be used from the scanned (or entered) code are defined 
with ñVariable numberò and ñSeparatorò 

In this case, ñVariable numberò describes the number of "blocks" and 

"Separator" the separator type. 

By entering the number of variables a table with the columns "Variable ID" and 
"No" is created. The number of rows corresponds to the value from "Variable 
number". 

Names can be assigned in the column "Variable IDò. The desired name can be 
entered by double-clicking the corresponding row with the left mouse button. If 
these names already exist as variables in the measurement routine, the 
determined values are passed to these variables (see also chapter: Menu 
option ñFileò, section: Create configuration, point: List of variables).   

Alternatively, the variables can be read from the measurement routine. To do 
this, click on ñVariable IDò or ñNoò in the header. The measurement routine can 
be selected by clicking on ñReading 
variables from measurement routineò. 
Subsequently, all variables available in the 
measuring routine are displayed and can be edited.  

The position and sequence of the area in the scanned (or entered) code for the 
start code of the measurement routine is defined in the ñNo.ò column.    

Any changes will be saved with the "Apply" button.  

 

 

 

 

 

 

 



 

  
 

5 May 2026 36 

To change the values in the "No." column a window, in which the required 
values can be entered, is opened by clicking the right mouse button. 

 

Example: 

  

 

 

 

 

 

 

The scanned (or entered) code is: 40024-323-0265-9-...... (more characters 
may follow).  

Four blocks are used for the start code (defined in the ñVariable numberò field).  

"-" is defined as separator. 

According to the columns "Variable ID" and "Noò, the values of the variables 
"REVISION" (second position in the code) and "ID" (fourth position in the code) 
should be used for the start code of the measurement routine.  

According to the column ñNo.ò the start code shall use the ñIDò value at first and 
then ñREVISIONñ as second value. 

The following values are transferred to the variables or used for the start code 
of the measurement routine:  

Variables  Values  Description  

 40024-323-0265-9 Complete code 

PART_NO 40024 first block 

REVISION 323 second block and second 
position for the start code 

OPERATOR 0265 third block 

ID 9 fourth block and first 
position for the start code 

Start code for 
measurement routine 

9323 This value is generated 
(switch: ) and 
transferred to the ñStart 

codeò column with ñò. 
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In the example above (table), the start code is generated as follows: 

 

A:  Number of variables 

B:  Separator  

  C:  Position for the start code (in the example, the second block is used for 
the second position in the start code - see point 2: below).  

  D:  Position for the start code (in the example, the fourth block is used for the 
first position in the start code - see point 4: below). 

E:  On/off switch for the automatic generation of the start code 

F:  Button for transferring the start code to the user interface 

  1:  Variable - the value of the first block is transferred to this (in the example: 
40024) 

  2:  Second variable - the value of the second block is transferred to this 
variable - this value is used for the second position in the start code (in 
the example: 323 - see point C: above) 

  3:  third variable - the value of the third block is passed to this variable (in the 
example: 0265) 

  4:  fourth variable - the value of the fourth block is passed to this variable - 
this value is used for the first position in the start code (see point D: 
above)  

5:  Generated start code (in the example: 9323) 

 ̧ ñBy lengthò 
The areas that are to be used from the scanned (or entered) code are defined 
with ñVariable numberò. 

By entering the number of variables a table with the columns "Variable ID", 
ñStart atò, ñLengthò and "No." is created. The number of rows corresponds to 
the value from "Variable number". 

Names can be assigned in the "Variable IDò column. The desired name can be 
entered by double-clicking on the corresponding row. If these names already 
exist as variables in the measurement routine, the determined values are 
passed to these variables (see also chapter: Menu option ñFileò, section: 
Create configuration, point: List of the variables).  

Alternatively, the variables can be read from the measurement routine. To do 
this, click on ñVariable IDò, ñStart atò, ñLengthò or ñNoò in the header.  The 
measurement routine can be selected by clicking on ñReading variables from 
measurement routineò. Subsequently, all variables available in the measuring 
routine are displayed and can be edited.   
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The start position is defined in the ñStart atò column and the number of 
characters in the scanned (or entered) code for the start code of the 
measurement routine is defined in the ñLengthò column. 

The position and sequence of the area in the scanned (or entered) code for the 
start code of the measurement routine is defined in the ñNo.ò column. At least 
one position must be defined.  

Any changes will be saved with the "Apply" button. 

 To change the values in the "No." column a window, in which the required 
values can be entered, is opened by clicking the right mouse button. 

 

 

Example: 

 

 

 

 

 

The scanned (or entered) code is: 4002432302659...... (further characters may 
follow). 

Four blocks are used for the evaluation ("Variables numberò field).  

The first block starts in the code at the first place ("Start at"), is five characters 
long ("Length") and thus corresponds to "40024". 

The second block starts in the code at the sixth position, is three characters 
long and thus corresponds to "323". 

The third block starts in the code at the ninth position, is four characters long 
and thus corresponds to "0265". 

The fourth block starts in the code at the 13th position, is one character long 
and thus corresponds to "9". 

According to the columns "Variable ID" and "Noò, the values of the variables 
"REVISION" (second position in the code) and "ID" (fourth position in the code) 
should be used for the start code of the measurement routine.  

According to the column ñNo.ò the start code shall use the ñIDò value at first and 
then ñREVISIONñ as second value. 
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The following values are transferred to the variables or used for the start code 
of the measurement routine: 

Variables  Values  Description  

 4002432302659 Complete code 

PART_NO 40024 first block 

REVISION 323 second block and second 
position for the start code 

OPERATOR 0265 third block 

ID 9 fourth block and first position 
for the start code 

Start code for 
measurement routine 

9323 This value is generated 
(switch: ) and transferred 
to the ñStart codeò column 

with ñò. 

In the example above (table), the start code is generated as follows: 

 

 

 

 

 

 

A:  Number of variables 

  B:  Position for the start code (in the example, the second block is used for 
the second position in the start code - see point 2: below).  

  C:  Position for the start code (in the example, the fourth block is used for the 
first position in the start code - see point 4: below). 

D:  On/off switch for the automatic generation of the start code 

E:  Button for transferring the start code to the user interface 

  1:  Variable - the value of the first block is transferred to this (in the example: 
40024) 

  2:  Second variable - the value of the second block is transferred to this 
variable - this value is used for the second position in the start code (in 
the example: 323 - see point B: above) 

  3:  third variable - the value of the third block is passed to this variable (in the 
example: 0265) 

  4:  fourth variable - the value of the fourth block is passed to this variable - 
this value is used for the first position in the start code (see point C: 
above)  

5:  Generated start code (in the example: 9323) 
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¶ Read start code from file 

This function reads a code from a file.  

The start of a measurement routine using a scanner is described in detail under: 
chapter: The tabs, section: Single run, point: Start with scanner and section: 
Multiple run, point: Start with scanner as well as section: Pallet run, point: Start 
with scanner. Depending on the other settings, the code will be read 
immediately, or the Operator Interface waits for the corresponding file. 

The settings "Regardless of the start code just start this measurement routine" 
must be taken into account (see chapter: Menu option ñExtrasò, section: 
Settings, point: ñSingle runò tab ² Regardless of the start code just start this 
measurement routine and point: "Pallet" tab ² Regardless of the start code just 
start this measurement routine).  

If the checkbox is activated, the following settings are possible: 

 

 

 

 

 ̧ Set file 

The file can be selected using the ñSet fileò button. The path and name of the 
file is displayed below the checkbox. 

 

 ̧ Activate last scanner status automatically 

This checkbox is only available if the ñStart code reading manuallyò checkbox 
(see below) is inactive, as manual reading is always active after the restart if 
the checkbox is activated. 

The last scanner status is used with this setting (see Start code reading 
manually ² checkbox inactive below). 

 
 
 
 
 
 

 ̧ Checkbox inactive 

After  restarting the Operator Interface, the automatic reading of the file 
must be started again by double-clicking (see below: Start code reading 
manually ² Checkbox inactive),  

 ̧ Checkbox active 

After restarting the operator interface, the last selected scanner mode 
setting is activated (see below: Start code reading manually ² Checkbox 
inactive ² Activate reading from file ² Deactivate reading from file). 
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 ̧ Start code reading manually 

 

 ̧ Checkbox inactive: 

If you right-click on the green rectangle (Scanner) in the user interface and 
select "Activate reading from file" in the context menu, it starts to flash. 
This indicates that the corresponding file is being waited for. As soon as 
the file is available, the code is read, the measurement routine is started 
and the file is deleted. 

As the measurement starts immediately after the file has been found in the 
directory (without operator influence), it must be ensured that the 
measurement routine matches the measurement task to be carried out. 

After completion of the measurement the rectangle flashes again and waits 
for the next file.  

By right-clicking on the flashing rectangle again, you can select "Deactivate 
reading from file" in the context menu and end the function. 

If the checkbox at "Activate last scanner status automatically" (see above) 
is activated, the last selected setting (blinking or not) is automatically active 
after restarting the operator interface. 

 ̧ Checkbox active: 

In the user interface, reading the file is started by clicking with the right 
mouse button on the green rectangle (Scanner) and selecting "Activate 
reading from file" in the context menu. The color remains green. 

The file with the code must be available before selecting "Activate reading 
from file" (see above). 

If the file exists, the code is read, the measurement is started and the file is 
deleted. After completion of the measurement, this process must be 
repeated for the next file.   

If the file is not available, the process must also be restarted before the file 
is available.  

After restarting the operator interface, this setting is always active if the 
checkbox is activated. This is why the ñActivate last scanner status 
automaticallyò checkbox is not available.   

This function is also useful for the start with optical measuring machines (see 
chapter: Start a measurement on an optical measuring machine using a file). 
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If the checkbox is deactivated, the functions "Set file", ñActivate last scanner 
status automaticallyñ and "Start code reading manuallyò are not available. 

 

 

¶ Enable tabs 

 

 

 

 

 

By activating or deactivating the checkboxes, you can determine which tabs 
are available.  

In the user interface (see below), only the tabs for which the checkboxes are 
activated are available. In the menu option "Extras" ² "Settings" (see 
above), the "General" and "PC-DMIS" tabs are available in addition to the 
tabs for which the checkboxes are activated. 

Example (only ñSingle runò active): 
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¶ ñPC-DMISò tab 

The PC-DMIS settings can be carried out in this area while running the 
measurement routine. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

¶ Start automatically: 

If the checkbox is activated and PC-DMIS is not started, the last PC-DMIS 
version used is started when the operator interface is started. 

If the checkbox is deactivated, PC-DMIS must be started manually before the 
operator interface is started (see also chapter: 
Operation, Section: Starting the operator interface). 

¶ Invisible at execution: 

If this function is enabled, PC-DMIS is not available while running the 
Operator Interface.  

If this function is deactivated, PC-DMIS is minimized during execution, but 
available.  

If the function "always on top" is active, the Operator 
Interface must be minimized manually to be able to 
display PC-DMIS (see chapter: Menu option ñExtrasò, section: Settings, point: 
ñGeneralò tab ² Always on top). 

¶ Write log file for measurement routines 

If this function is activated, an ASCII file (PP.log) is created in the installation 
directory (default: C:\Users\Public\Documents\Hexagon\PCDMIS-Operator 
Interface\PP.log). This file contains follow information: date, time, start mode 
(e.g. manual, Start code etc.), username and measurement routine or status 
of the execution.  
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¶ Suggest same variable value for each measurement routine 

If this function is activated and the same variables are used in different 
routines, the last value for the corresponding variable is suggested. 

 

 

A prerequisite for the use of this function is that variables are passed to a 
measurement routine by using "File" ² "Create configuration fileò and a 
corresponding file was created (see chapter: Menu option ñFileò, section: 
ĂCreate configurationñ, point: ĂSave configñ).  

Furthermore, it is important that you have activated the option "Show input 
dialog when starting the measurement routine" in the tabs "Single Run", 
"Multiple run" and "Pallet runò under "Extras" ² "Settingsò. 

This has the following effect in the user interface: 

¶ ĂSingle runñ 
For each routines to be executed the last used value is suggested for the 
variable (see chapter: The tabs, section: Single run, point: Starting a 
measurement routine). 

¶ "Multiple run" 
For each routines to be executed in the List of measurement routines under 
"Execution panel" the last used value is suggested for the variable (see chapter: 
The tabs, section: Multiple run, point: Overview view ² Start of a measuring 
job). 

¶ "Pallet run" 
For each clamping place defined under "Pallet settings" the last used value is 
suggested for the variable (see chapter: The tabs, section: Pallet run, point: 
Pallet settings view ² Execute measurement routine). 

If the checkbox for "Load default values" is active in the "Pallet run" tab under 
the menu option "Extras" ² "Settings", the default values for the variables are 
used instead of the values last used.  

If this function is disabled, the variable value from the respective 
measurement routine is suggested. If the checkbox at "Load default values" 
is active in the "Pallet run" tab, the default values for the variables are used. 
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¶ Action control limit 

The action control limit offers the possibility to limit the tolerance limit in 
percent. If, for example, a tolerance of ±0.1 mm is set and an action limit of 
80% is defined, features with deviations greater than ±0.08 mm are 
considered critical. After the measurement has been completed, the lines are 
displayed in the selected colors in the "Single run" and "Multiple run" tabs. 
Changing the color is described in detail in Section: "Single Run" tab, point: 
Color and Section: "Multiple Run" tab, point: Color in this chapter.  

In the "Pallet Run" tab, the icons (in the Pallet settings view) are displayed in 
the corresponding color. 

 

 

If no value (or ñ100ò) is entered, the action limit is not taken into account. 

¶ PC-DMIS restart after  

To prevent the data from growing in the background, an interval is defined 
after which number of measurement routines starts PC-DMIS is closed and 
restarted. If the value is exceeded, PC-DMIS restarts before starting the next 
measurement and the Operator Interface waits until the next action. 

 

 

If "0" is entered, this function is deactivated and PC-DMIS does not restart. 

¶ Delay time after PC-DMIS Start 

To ensure that PC-DMIS is started in full and all necessary settings have 
been loaded, a time window in seconds is defined. The Operator Interface 
does not carry out any actions in this time window after the PC-DMIS restart 
(see also point: ñPC-DMIS restart afterñ).  

 

 

 

During the restart of PC-DMIS the following message appears:  
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Note: 

The time window for the restart must be selected so that PC-DMIS is 
completely started. Especially with optical machines this can take a longer 
time. It is recommended to start PC-DMIS manually and measure the time 
until a new measurement can be started. This value can then be used here 
(slightly increased if necessary). 

¶ Trace field name for canceling a measurement 

This function prevents the operator interface from continuing to measure the 
next clamping position after a measurement routine has been aborted in PC-
DMIS (defined condition fulfilled). 

In PC-DMIS, add a trace field to the condition. The trace field must not be 
displayed. 

The name of this trace field is entered in the Operator Interface by clicking in 
the input field. 

 

 

 

 

If the condition is met and the measurement routine is aborted, the ñClosing 
varaintò dialog window is displayed in the user interface and the further 
procedure can be decided.   

¶ Save a copy of the measurement routines after execution 

If this option is set a copy of routine is generated after each execution. 

The copy will be named "Date__Time____CopyOf_{Name of the 
measurement routine.PRG}" 

If the function is activated, the checkbox "Variable main pathò will be 
available: 

¶ ñVariable main path" checkbox deactivated: 

The copy is stored in the directory of the measurement routine.  

Under the checkbox is the path "Measurement routine directory\". 
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¶ ñVariable main path" checkbox activated. 

The "Set main path" button can be used to select the path and folder for the 
copy of the measurement routine.  

The selected path and folder is displayed below the checkbox. 

 

 

 

 

 

The "Measurement routine name \ Year \ Month \ Dayò buttons can be used 
to define the names, order and number of subfolders in which the copy of the 
routine is stored 

 

 

 

 

Select an empty field if you donôt want to create a subfolder. Thus, the 
number of subfolders can be set. 

In the example below, the copy of the routine is stored in the subfolder 
"Measurement routine " (Flansch 737), which contains the subfolder "Year" 
(2021).  
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¶ ñSingle run" tab 

In this area, settings can be made for the "Single run" tab in the user 
interface of the operator interface. 
 If you would like to save your changes, they have to be confirmed with the 
"Apply" button. 

 

¶ Show input dialog when starting the measurement routine 

 

If a measurement routine is started and variables are transferred to this 
routine using ñCreate configurationò option and saved with the "Save config" 
option in the *.cfg file, they will be displayed (see section: Menu option ñFileò, 
section: Create configuration, point: Save config). If comments were defined 
in the measurement routine configuration file (see section: Menu option 
ñFileò, section: Create configuration, point: Comment), these are displayed 
instead of the variables. 

The settings made according to chapter: Menu option ñExtrasñ, section: 
Settings, point: ñPC-DMISò tab ² Suggest same variable value for each 
measurement routine will have a direct influence on these values.  
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Example for the display of variables: 
 
 

 

 

 

 

 

 

If the display is not in full screen mode, the size of the input mask can be 
changed by dragging the borders or diagonals with the mouse, as is usual 
under Windows. 

The values for the variables can be changed by clicking with the left mouse 
button in the respective field. When exiting the line, the values are accepted. 

If variables are defined under "Create 
configurationñ ² ñPredefined entries", the field in 
the "Value" column is displayed in light grey. These 
values can be selected from the context menu by 
clicking with the left or right mouse button. 

Alternatively, you can select the column using the 
" "r key and then open the context menu using the 
"8 " key. 

The values are transferred to the measurement routine with the "Start 
measurement" button and the measurement is started. 

If this function is not active, there is no display of the variables after the start 
of the measurement. 

¶ Confirm measurement order 

The checkboxes can be used to decide whether the start of a measurement 
routine must be confirmed manually or not. 

The function Regardless of the start code just start this measurement routine 
must be deactivated (see below). 
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¶ Checkbox: loaded with start code 

In order to use this function, the checkbox "Show image when starting with start 
code" must be activated in the 
"General" tab. If the mouse pointer 
is moved over the text, a tooltip 
appears with a corresponding note.  

If the checkbox is not activated, it is displayed paler, but can be activated or 
deactivated. If the checkbox in the ñGeneralò tab is activated for ñ"Show image 
when starting with start codeò, the checkbox status set here is used.  

If the checkbox is activated and a measurement is started by means of start 
code, the image selected for the associated measurement routine is displayed 
in the user interface in full screen mode. If no image is assigned, an empty 
dialog box is displayed. In both cases, the buttons described below are 
available. By double-clicking in the dark upper area, the image can be reduced 
or minimized (as usual under Windows). Click on the image to close it. 

The ñScanner always enabledò setting must be taken into account (see: 
Generalò tab ² Scanner ²  Scanner always enabled). 

If the checkbox is deactivated, the measurement will be started after the time 
defined under "Generalò tab  ² Scanner ² Show image when starting with start 
code. 

¶ Checkbox: loaded manually 

If the checkbox is activated and a measurement is started without a start code, 
the image assigned to the measurement routine in the user interface is 
displayed in full screen mode after clicking on it (in the ñPictureò column). If no 
image is assigned, an empty dialog box is displayed. In both cases, the buttons 
described below are available.By double-clicking in the dark upper area, the 
image can be reduced or minimized (as usual under Windows). Click on the 
image to close it. 

If the ñloaded manuallyò checkbox is deactivated, no image and no empty dialog 
box is displayed. 

The following buttons are available: 

 
 

The "Next" button (or "Enter" on the keyboard) starts the sequence. 

With the "Cancel" button the execution is interrupted. 
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¶ Show execution window after execution 

If this function is active, the "Execution panelò tab is displayed during the 
execution of a measurement routine (see chapter: The tabs, section: 
Execution panel).  

After the routine has been executed, the current tab will be shown again. 

 

If this function is disabled, the view of the currently selected tab is kept 
unchanged (see chapter: The tabs, section: Single run). 

¶ <Close measurement routine after execution> always activate 

If this function is active and the Operator Interface is closed and re-started, 
the ñClose measurement routine after executionò option is enabled in the 
main screen, regardless of the setting which was active when the Operator 
Interface was closed (see chapter: The Tabs, section: Single run, point: 
Measurement process ² 
Close measurement routine 
at the end). 

To be able to use the function, the ñInvisible at executionò function must also 
be activated under ñExtrasò ² ñSettingsò in the ñPC-DMISò tab (see chapter: 
Menu option ñExtrasñ, section: Settings, point: òPC-DMISò tab ² Invisible at 
execution). 

If this function is not active, the Operator Interface will start with the setting 
which was active at the last closing. 

¶ Regardless of the start code just start this measurement routine 

If this function is activated, the "Set measurement routine" button is available. 
After clicking this button a measurement routine can be selected. This is 
started independently of the start code read in. 

 
 
 
 
 
If this function is not enabled, the measurement routine matching the start 
code is started. 
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¶ Color 

At this point the colors in which the measurement routine line shall be 
displayed in the user interface after the end of the measuring cycle can be 
defined. 

¶ OK: 

This color is used if all measuring values are within the tolerance.  

¶ Critical 

If the action control limit is exceeded (see section: ñPC-DMISò tab ² Action 
control limit further above), this color is used. 

¶ NOK: 

This color is used if one measuring value or more are out of tolerance. 

The colors can be changed by clicking on the colored rectangle. A Color 
dialog is opened in which you can select the desired color. Then confirm with 
ñOKò.  
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¶ ñMultiple run" tab  

In this area, settings can be made for the "Multiple run" tab in the user 
interface of the operator interface. 
 If you would like to save your changes, they have to be confirmed with the 
"Apply" button. 

  

¶ Show input dialog when starting the measurement routine 

If a measurement routine is started and variables are transferred to the 
routine using the ñCreate configurationò option and saved with the "Save 
config" option in the *.cfg file, they will be displayed when the checkbox is 
active (see section: Menu option ñFileò, section: Create configuration, point: 
Save config). If comments were defined in the measurement routine 
configuration file (see section: Menu option ñFileò, section: Create 
configuration, point: Comment), these are displayed instead of the variables. 

 

 

 

 

The settings made according to chapter: Menu option ñExtrasò, section: 
Settings, point: ñPC-DMISò tab ² Suggest same variable value for each 
measurement routine will have a direct influence on these values. 
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Example for the display of variables: 

 

 

 

 

 

 

 

 

 

 

If the display is not in full screen mode, the size of the input mask can be 
changed by dragging the borders or diagonals with the mouse, as is usual 
under Windows. 

Available options are: 

¶ Always 

When the multiple run is started, all entry forms for the variables in each 
consecutive measurement routine are displayed. The header shows the path 
and name of the routine. If all entries for the routine are completed, they will be 
executed. 

 
 
 
 
 

¶ Once only 

At the start of the multiple run, the form for the first measurement routine is 
displayed. Entry forms for the other routines are not displayed. 

If the function "Suggest same variable value for each measurement routineò is 
active (see section: Menu option ñExtrasò, section: Settings, point: ñPC-DMISò 
tab ² Suggest same variable value for each measurement routine), the value 
from the first form is passed to the following variables when the same variables 
are used in different routines.  

The values for the variables can be changed by clicking in the corresponding 
field. When exiting the line, the values are accepted.    
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If variables are defined under "Create 
configurationñ ² ñPredefined entries", the field 
in the "Value" column is displayed in light grey. 
These values can be selected from the context 
menu by clicking with the left or right mouse 
button. 

Alternatively, you can select the column using 
the " "r key and then open the context menu using the "8 " key. 

The values are transferred to the measurement routine with the "Start 
measurement" button and the measurement is started.  

If this function is not active, no variables are displayed. The options "Always" 
and "Once only" are not available. 

 

 

 

¶ Start measurement job loaded with start code manually 

If this function is active, the view on the user interface changes from List of 
measurement routines to Overview (see section: The tabs, section: Multiple 
run, point: List of measurement routine view and point: Overview view). 

 

The multiple run must be started manually with this button    . 

If the checkbox is deactivated, the measurement routine is started 
immediately. 

¶ Show execution window after execution 

 If this function is active, the "Execution panelò tab will be displayed during 
the execution of a measurement routine (see chapter: The tabs, section: 
Execution panel). After the measurement routine has been executed, the 
current tab will be shown again. 

 

If this function is disabled, the view of the currently selected tab is kept 
unchanged (see chapter: The tabs, section: Multiple run). 

 



 

  
 

5 May 2026 56 

¶ Disable PC-DMIS message Ămove Wristñ  

¶ Checkbox activated 

If a rotary swivel unit is used on the measurement machine, the PC-DMIS 
message "Press OK when ready to move Wrist to {angle}" deactivated. 

It must be ensured that probe can be rotated and swiveled during all 
measurement sequences. Therefore, when the check box is activated, the text 
is supplemented with the note "Attention! Collision danger".  

 

 

ñCancel" cancels the measurement and closes the message in PC-DMIS. 

¶ Checkbox deactivated 

The PC-DMIS message "Press OK when ready to move Wrist to {angle}." is 
displayed in the "Execution panel" tab (see chapter: The Tabs, section: 
Execution panel) and can be confirmed. The message appears for every 
measurement routine that requires the probe to be rotated or swiveled. 

To prevent this, the checkbox at "Do not ask again" can be activated in PC-
DMIS and the message confirmed with "OK".  

However, this has the disadvantage that the 
message is not displayed for any other 
measuring routine to be executed (not even 
in the "Single run" and "Multiple run" tabs). 
The message also no longer appears if a 
measurement routine is executed without 
the operator interface. 

It must be ensured that the rotation and 
swiveling of the probe can be carried out without collision at all clamping 
stations. 
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¶ Display at tab start 

This area is used to specify which view is displayed first when switching to 
the "Multiple run" tab in the user interface (see chapter: The tabs, section: 
Multiple run, point: List of measurement routine view and point: Overview 
view). 

 

¶ List of measurement routines: 

The List of measurement routines is displayed. 

¶ Overview:  

The Overview is displayed. 

¶ Go to origin view after measurement abort 

If this checkbox is activated, the view that was selected above (List of 
measurement routines or Overview) is switched to after the measurement is 
aborted. To be compatible with older versions of the operator interface, this 
checkbox is deactivated after the initial installation. 

 

 

 

¶ Available closing variants at measurement abort 

The checkboxes can be used to decide which closing variants are available 
when a measurement is aborted. All closing variants for which the checkbox 
is activated are offered after the measurement is aborted. Details can be 
found in Chapter: "Pallet run", Section: "Stop, cancel or continue 
measurement job".  
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¶ Color 

At this point you can define the colors for presenting the various functions of 
the main screen (see also chapter: The tabs, section: Multiple run). 

 

¶ OK: 

If all measurements are within the tolerance, the row in the overview view is 
displayed in this color at the end of the measurement routine (here green).  

¶ Critical 

If the action control limit is exceeded (see section: ñPC-DMISò tab ² Action 
control limit further above), this color is used. 

¶ NOK: 

If a measured value or several measured values are out of tolerance, the row in 
the overview view is displayed in this color at the end of the measurement 
routine (here red). 

 
 

¶ Marked: 

If the measuring routine is executed in the Overview view (not skipped), the font 
in the line is displayed in this color. If the color is changed (see below), the view 
or tab must be changed. Alternatively, an already loaded list can be reloaded 
(see chapter: The tabs, section: Multiple run, point: Menu option "Meas order" 

² Load). 

A newly created list is immediately displayed in the selected color (see chapter: 
The tabs, section: Multiple run, point: Insert measurement routines list). 

¶ Unchecked: 

If the measurement routine is not executed in the overview view (skipped), the 
font in the is displayed in this color (here red). 
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¶ Measurement in progress: 

During execution, the row is displayed in this color in the sequence overview 
(here orange). 

The colors can be changed by clicking on the colored rectangle. A Color 
dialog is opened in which you can select the desired color. You can save 
your selection by left clicking on the OK button.  
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¶ "Pallet runò tab 

In this area, settings can be made for the "Pallet run" tab in the user interface 
of the operator interface. 
If you would like to save your changes, they have to be confirmed with the 
"Apply" button. 

  

¶ Show input dialog when starting the measurement routine 

 

 

 

If the checkbox is active, the checkbox "Load default values" is available and 
after starting the measuring routine the input mask for the variables (see 
below) is opened. 

If variables are transferred to a measuring routine with "Create configuration" 
and these are saved in the *.cfg file with "Save config", these are displayed in 
the input mask (see section: Menu option ñFileò, section: Create 
configuration, point: ñSave configñ). If comments were defined in the 
measurement routine configuration file (see section: Menu option ñFileò, 
section: Create configuration, point: Comment), these are displayed instead 
of the variables. 
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The settings made according to chapter: Menu option ñExtrasñ, section: 
Settings, point: ñPC-DMISò tab ² Suggest same variable value for each 
measurement routine will have a direct influence on these values. 

The settings for "Load default values" must be taken into account  

Example of the input mask for the variables: 

 

The configuration of the clamping stations is explained below after the 
description of the standard assignment.  

¶ ñSet as default" button 

This function is only available in administrator mode (see chapter: Menu option 
"Extras", section: "Safety"). 

With this function, the current configuration for the clamping stations can be 
saved as the standard for this measurement routine. 

¶ ñLoad default" button 

The settings at menu option: File ² Create configuration (e.g.: "Reset to 
default" and / or "Equal for all" above) and "Load default values" (see below) 
must be taken into account. 

This function can be used to load the original configuration if values have 
changed in the meantime. 

The button is available only under the following conditions: 

- With the "Set as default" button (see above), a default assignment of the 
clamping lstationss must have been saved. 

- In the input mask, the value for at least one clamping place has been 
changed. 

- No standard assignment may be 
loaded. If a standard assignment is 
loaded, the message "Default loaded" 
appears.  
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If the checkbox at "Load default values" is active (see below), the default 
assignment is always loaded after starting the measurement and the button is 
not available. 

If more clamping points are defined than are available in the saved standard 
assignment, the following message appears at the bottom: "Pallet assignment 
has been changed. Please check your values". The prerequisite is that a 
measurement was carried out on at least one clamping position before the 
pallet assignment was changed.  

 

 

The message serves as a hint to check the pallet assignment. Depending on 
the settings made under menu option: File ² Create configuration, the new 
clamping positions are filled as follows: 

 ̧ Checkbox "Equal for all" activated: 

The value from the first clamping place is copied to all new clamping places. 

 ̧ Checkbox "Equal for all" deactivated: 

Only the clamping places that were saved with the "Set as default" button (see 
above) are filled with default values. New clamping locations remain empty. 

 ̧ "Reset to default" checkbox activated: 

All clamping places are emptied. 

If the value for at least one clamping place is changed when the default 
assignment is loaded (in the image below, the value was changed from "1" to 
"3"), the "Set as default" and "Load default" buttons are available. The note 
"Default loaded" disappears. 

 

  

 

 

 

In the administrator mode (see chapter: Menu option "Extras", section: "Safety") 
the new pallet assignment can be saved as default. 

If the pallet assignment was changed by mistake, for example, the original 
assignment can be restored with the "Load default" button. The message 
"Default loaded" appears and the "Load default" button is no longer available. 
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If the display of the input mask is not in full screen mode, the size can be 
changed by dragging the borders or diagonals with the mouse, as is usual 
under Windows. 

The variables for all fixtures (instep spaces) are displayed.  

The variables can be changed by clicking with the left mouse button in the 
corresponding field. When exiting the line, the values are accepted.    

If variables are defined under "Create configurationñ ² 
ñPredefined entries", the field in the "Instep space 
{Number}" column is displayed in light grey. These 
values can be selected from the context menu by clicking 
with the left or right mouse button. 

The values of all fixtures can be checked and, if 
necessary, be changed with the horizontal scroll bar 
below the variables. You can use "3" and "4" to show 
the next or previous instep space. 

Alternatively, the fixture can be selected using the " "r key. In addition, it can 
be decided whether to jump in the direction of the rows or columns. To do 
this, right-click in the area outside the table. The drop-down list "Tab direction 
in the grid" opens. By clicking on the "6" symbol you have the following 
options: 

¶ Column: 

By means of the " "r key, the marking 
jumps one row lower within the selected 
instep space. When the last line is 
reached, the marker jumps to the first 
row of the next instep space etc. 

¶ Row:  

By means of the " "r key, the marking jumps to the line of the next instep space. 
When the last clamping position has been reached, the marking jumps one line 
lower into the first instep space etc. 
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If predefined entries are assigned in the configuration file (see above) (row is 
highlighted in light gray), the following description "Copy" and ñOffset value 
for counting up hasò no function.  

You can use the "Copy" option to pass identical instep space values quickly 
to other instep spaces. Click with the right mouse button on the desired line 
and open the context menu. There are the following options: 

 

 

 

 

 

 

 

 

¶ Copy all values to all clamping places: 

By clicking on this function, all values from the current column are copied to all 
clamping places (in the picture above: the values 5, 2, SR and D are copied to 
all clamping places). 

¶ Copy selected value to all clamping places: 

By clicking on this function, the value of the currently selected row is copied to 
all clamping places in this line (in the picture above: the value 2 is copied to all 
clamping places in this line). 

¶ Copy all values to defined clamping places: 

By clicking on this function, all values from the current column are copied to a 
specific clamping place. 

In the "Column selection" window, the clamping place can be determined.  

To do this, click on "6" to select the clamping place to which the values are to 
be copied. Use the ">>" button to assign the values to the clamping place. To 
transfer the value to further clamping places, the process is repeated.  

In the example below, the values are copied from "Instep space 1" to "Instep 
space 3". 
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If there is a value (number) in the line, the function "Offset values" is 
available. This allows the values of the clamping locations (only numbers, no 
text) to be automatically increased by a fixed factor from a desired clamping 
location. To do this, open the context menu at the clamping place from which 
you want to increment using the right mouse button (a number must be 
entered). 

The incremental value is entered in the field 
below "Offset value for counting up". This 
value is confirmed with the "Enter" key. Then 
click on "Count up". All of the following instep 
spaces are increased by the incremental 
value set in the " Offset value for counting upò.   

 

The values are transferred to the measurement routine with the "Start 
measurement" button and the measurement is started.   

¶ ñLoad default valuesò checkbox 

 

 

 

The "Set as default" function is only available in administrator mode (see 
chapter: Menu option "Extras", section: "Safety"). 

If the checkbox is active, the standard assignment is loaded after the start of the 
measurement. The prerequisite is that a standard assignment has been defined 
with the "Set as default" button (see above). The state of the checkbox at menu 
option "Extras" ² Settings in the ñPC-DMISò tab at Suggest same variable value 
for each measurement routines has no influence on this. 

The settings at menu option: File ² Create configuration (e.g.: "Reset to 
default" and / or "Equal for all" above) must be taken into account. 

Changing the default assignment is described in detail from button "Set as 
default" (see above). 

If the checkbox is deactivated, depending on the state of the checkbox at 
Suggest same variable value for each measurement routines (complete path 
see above) the last used values or the values from the measurement routine 
are suggested for the variables. 
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If several measurement routines are executed with the ñMultiple palletò 
function, the input dialogs for the measurement routines are displayed in the 
order in which they are listed in the ñPallet nameò column in the user 
interface. Additional functions are available: 

¶ Selected measurement routine 

The values for this measurement routine are displayed in the input dialog and 
can be changed as described above. 

¶ Choice of the measurement routine 

The desired measurement routine can be selected from all the measurement 
routines to be executed. This method is faster than using the ñNextò or ñBackò 
buttons, especially if many measurement routines are to be executed. 

¶ Assigned image 

If an image is assigned to the measurement routine, it is displayed here. Details 
on this can be found in the chapter: The tabs, section: Pallet run, option: 
Multiple pallet view ² Assign image. 

¶ Buttons for ĂNextñ and ĂBackò 

Press ñNextò to switch to the next measurement routine and ñBackò (available 
from the second measurement routine) to switch to the previous measurement 
routine. This function is an alternative to ñChoice of the measurement routineò. 

¶ ñStart measurement" button 

This button is available for the last 
measurement routine.  

If the checkbox is deactivated, the input screen for the pallet assignment is 
not displayed after the measurement routine is started. The ñLoad default 
valuesò checkbox is not available. 
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¶ Confirm measurement order 

The checkboxes can be used to decide whether the start of a measurement 
routine must be confirmed manually or not. 

The function Regardless of the start code 
just start this measurement routine must be 
deactivated (see below).  

¶ Checkbox: loaded with start code 

In order to use this function, the checkbox "Show image when starting with start 
code" must be activated in the 
"General" tab. If the mouse pointer 
is moved over the text, a tooltip 
appears with a corresponding note.  

If the checkbox is not activated, it is displayed paler, but can be activated or 
deactivated. If the checkbox in the ñGeneralò tab is activated for ñ"Show image 
when starting with start codeò, the checkbox status set here is used.  

If the checkbox is activated and a measurement is started with the start code, 
the image assigned to the measurement routine in the user interface (in the 
ñPictureò column) is displayed in full screen mode. If no image is selected and 
an image with the name of the measurement routine is available in the folder of 
the measurement routine, this image is displayed. If no image is assigned and 
there is no image with the name of the measurement routine in the folder of the 
measurement routine, an empty dialog box is displayed. In both cases, the 
buttons described below are available. By double-clicking in the dark upper 
area, the image can be reduced or minimized (as usual under Windows). Click 
on the image to close it. 

The ñScanner always enabledò setting must be taken into account (see: 
"Generalò tab ² Scanner ²  Scanner always enabled). 

If the checkbox is deactivated, the measurement will be started after the time 
defined under "Generalò tab  ² Scanner ² Show image when starting with start 
code. 

¶ Checkbox: loaded manually 

If the checkbox is activated and a measurement is started without a start code, 
the image assigned to the measurement routine in the user interface is 
displayed in full screen mode after clicking on it (in the ñList of measurement 
routinesò view in the ñPictureò column). If no image is selected and an image 
with the name of the measurement routine is available in the folder of the 
measurement routine, this image is displayed in the input dialog. If no image is 
assigned and there is no image with the name of the measurement routine in 
the folder of the measurement routine, an empty dialog box is displayed. In both 
cases, the buttons described below are available. Double-click in the dark upper 
area to reduce or minimize the image or dialog window (as usual in Windows). 
Click on the image to close it. 
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If a measurement routine is loaded with the ñò button, no image and no empty 
dialog box is displayed. 

 ̧ Checkbox: Display image directly after loading the measurement routine 

If a measurement routine is loaded with the ñò button and there is an image with 
the name of the measurement routine in the path of the measurement routine, this 
is displayed. If there is no image, an empty dialog box is displayed. In both cases, 

the buttons described below are available. Double-click in the dark upper area to 
reduce or minimize the image or dialog window (as usual in Windows). Click on the 
image to close it. 

If the checkbox is deactivated, no image and no empty dialog box is displayed. 

If the ñloaded manuallyò checkbox is deactivated, no image and no empty dialog 
box is displayed (regardless of the status of the checkbox: Display image 
directly after loading the measurement routine). 

After starting the measurement, the following buttons are available: 

 

The "Next" button (or "Enter" on the keyboard) starts the sequence. 

By pressing the ñPallet assignmentò button the Pallet setting view for this 
measurement routine appears in the main screen. The pallet parameters can 
be checked and the routine can be started manually. The image is not 
displayed again 

ñCancel" cancels the sequence. In the "Display at tab start" area (see below) 
you can define which view is returned to.  

¶ Show execution window after execution 

If this function is active, the Execution panel tab will be displayed during the 
execution of a measurement routine (see chapter: The tabs, section: 
Execution panel). After the measurement routine has been executed, the 
current tab will be shown again. 

If this function is disabled, the view of the currently selected tab is kept 
unchanged (see chapter: The tabs, section: Pallet run). 
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¶ Switch to pallet assignment after loading the measuring routine 

If a measurement routine has been loaded in the "List of measurement 
routines" view in the user interface (a measurement routine must be 
displayed in "Selected measurement routine"), the system switches to the 
"Pallet settings" view and automatically activates the fixture view (pallet 
assignment) (see chapter: The tabs, section: Pallet run, point: Pallet settings 
view). 

 

 

If this function is not activated, the last selected view is displayed in the 
"Pallet settings" view after loading the measurement routine (pallet 
assignment on or off). 

If the checkboxes are active under chapter: Menu option "Extras", section: 
Settings, point: "Pallet run" tab ² Confirm measurement order, the image 
belonging to the measuring routine is displayed instead of the pallet 
assignment and the start must be confirmed manually. 

¶ Do not allow entry of pallet run parameters 

If this function is active, the parameters ñStart offsetò, ñParametersò, 
ñQuantityò and ñOffsetsò can no longer be changed in the ñPallet settingsò 
view of the user interface (see chapter: The tabs, section: Pallet settings 
view, point: Define pallet). 

 

 

If this function is activated, the view for pallet assignment (on/off) can no 
longer be changed. If the pallet assignment is to be active (recommended), 
this view must be selected before activating the check box.  

If this function is not active, the parameters and the view can be changed. 

¶ Show clamping number 

If the checkbox is activated, the clamping station number is displayed in the 
user interface directly at the clamping station.  

If the checkbox is deactivated, the number of the clamping station is 
displayed in the header of the user interface when the mouse pointer is 
moved over the corresponding clamping station. 

For details, see chapter: Pallet run, section:  Pallet settings view , point: 
Define pallet ² Show pallet assignment. 
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¶ Regardless of the start code just start this measurement routine 

If this function is activated, the " " button is available. By clicking on it with 
the left mouse button you can select a measurement routine. This is started 
independently of the start code read in. 

 

If this function is not enabled, the measurement routine matching the start 
code is started. 

¶ Disable PC-DMIS message Ămove Wristñ  

¶ Checkbox activated 

If a rotary swivel unit is used on the measurement machine, the PC-DMIS 
message "Press OK when ready to move Wrist to {angle}" deactivated. 

It must be ensured that the rotation and swiveling of the probe can be carried 
out without collision at all clamping stations. Therefore, when the check box is 
activated, the text is supplemented with the note "Attention! Collision danger".  

 

 

ñCancel" cancels the measurement and closes the message in PC-DMIS. 

¶ Checkbox deactivated 

The PC-DMIS message "Press OK when ready to move Wrist to {angle}." is 
displayed in the "Execution panel" tab (see chapter: The Tabs, section: 
Execution panel) and can be confirmed. The message appears for every 
clamping station.  
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To prevent this, the checkbox at "Do not 
ask again" can be activated in PC-DMIS 
and the message confirmed with "OK". 

However, this has the disadvantage that 
the message is not displayed for any other 
measuring routine to be executed (not 
even in the "Single run" and "Multiple run" 
tabs). The message also no longer 
appears if a measurement routine is 
executed without the operator interface.  

Regardless of the status of the checkbox, it must be ensured that the rotation 
and swiveling of the probe can be carried out without collision at all clamping 
stations.  

¶ Enable multiple pallet option 

If the checkbox is activated, the ñMultiple palletò function is available in the 
user interface. If the checkbox is deactivated, this function is not available. 

 

 

¶ Display at tab start 

This function is used to determine which view is displayed first when you 
switch to the "Pallet run" tab on the main screen (see chapter: The tabs, 
section: Pallet run, point: List of measurement routine view and point: Pallet 
settings view).  

 

¶ List of measurement routines: 

The measurement routines list will be displayed. 

 

¶ Pallet settings:  

The pallet settings will be displayed. 
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¶ Go to origin view after measurement abort 

If this checkbox is activated, the system switches to the view selected above 
(List of measurement routines or Pallet settings / pallet assignment on or off) 
after the measurement is aborted. To be compatible with older versions of the 
operator interface, this checkbox is deactivated after the initial installation. 

 

 

¶ Available closing variants at measurement abort 

The checkboxes can be used to decide which closing variants are available 
when a measurement is aborted. All closing variants for which the checkbox 
is activated are offered after the measurement is aborted. Details can be 
found in Chapter: "Pallet run", Section: "Stop, cancel or continue 
measurement job".  
 
 
 
 
 

 

¶ Start offsets 

If the ñMultiple palletò function is used, start offsets (e.g.: first clamping 
position of the respective pallet) can be defined in relation to the coordinate 
system selected in the user interface under ñAlignmentò.  

Activating or deactivating the ñUse defined start offsetsò checkbox determines 
whether the start offsets can be selected in the user interface or not. 

 

 

 

 

 

¶ Checkbox ĂUse defined start offsetsñ deactivated: 

Start offsets cannot be edited or added. 

Existing start offsets are displayed, but cannot be selected in the user interface. 

The checkbox ñAutomatically preselect start offsetsò (see below) can be 
activated or deactivated, but is ignored. The selected state of the checkbox is 
taken into account after activating ñUse defined start offsetsò. 
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¶ Checkbox ĂUse defined start offsetsñ activated: 

By clicking in the ñIDò column, designations (e.g.: for the respective pallet) can 
be defined. These can be selected from a drop-down list in the ñStart offsetò 
column in the user interface. 

The start offsets can be defined by clicking in the ñXò, óYô and ñZò columns. 
These are displayed in the ñStart offsetò column in the user interface and used 
for the measurement. 

After entering the values in the ñIDò column, a new row is created. 

To delete a line, select it (click in the left-hand column with the ñwò symbol) and 
delete it with ñDelò.  

 

 

 

If a start offset is to be deselected in the user interface, an empty row must be 
created. To do this, click in an empty row and enter a space. 

 

 

 

 

 

 

 

The checkbox ñAutomatically preselect start offsetsò can be used to decide 
whether the start offsets defined here in the user interface should be 
automatically assigned to the selected measurement routines or not. 

 

 

 

 ̧ Checkbox ñAutomatically preselect start offsetsò activated 

When a measurement routine (or multiple measurement routines) is added 
in the user interface, the start offset is automatically assigned. 

The sequence is the same as the start offsets listed in the table above. 

 ̧ Checkbox ñAutomatically preselect start offsetsò deactivated 

The start offsets are not automatically assigned in the user interface.  

For measurement routines where no start offsets are selected, the column 
ñStart offsetò is displayed in red.  

If no start offset is selected for at least one measurement routine, the 
measurement cannot be started. 

The start offsets are listed in the order in the user interface in the drop-down 
list as listed here in the table. 

The changes made are saved with the ñApplyò button and discarded with 
ñCancelò.  
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¶ Add-Ons tab 

If specific functions are required, which are not shown in the Operator 
Interface, you can order a custom-tailored *.dll file for your requirements at 
your expense.  

For the creation of the file please contact us at: 

Email: DESoftwareWETZLAR@hexagon.com 

Under "Use Add-ons by" you can enable, configure and disable the functions 
(included in the .dll file).  

The text for disabled checkboxes is displayed in light gray, and for enabled 
checkboxes it is highlighted in white. 

The changes can be saved permanently with the Apply button. 

  

¶ At Operator Interface start 

If this checkbox is activated, the function present in the dll - is executed when 
the operator interface is started.   

By default the main function (Main) is pre-allocated to this field. 

 

 

 

mailto:DESoftwareWETZLAR@hexagon.com
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You can change the name or, if necessary, add further actions, by right-
clicking on the field to the right of the arrow ñ    ñbutton with the checkbox 
enabled. You can then select "Edit" or "New row" in the context menu. 

¶ New row 

If the dll-file contains further actions, these can be added. After your selection a 
new, blue highlighted row is created. By clicking in the new field you can make 

the entry. Changes are confirmed with the 8  (Enter) key. In order to insert 

additional rows, the process is repeated. 

If more than three entries are made, a scroll bar appears on the right side of the 
field. 

Entries can be searched by using the mouse wheel.  

Alternatively, you can use the "5" and "6" symbols to scroll up and down 
through individual rows.  

¶ Remove 

If a new row was added with the New row option, it can be deleted after clicking 

with the right mouse button in the field to the right of the ò   ñ arrow. This 

function is only available from the second entry on.  

 

¶ Edit 

The entry will be highlighted in blue and can be changed. For this purpose, right 

click in the row and select ñEditò. Changes are confirmed with the 8  (Enter) key. 

¶ Before starting measurement routine 

If this checkbox is activated, the function contained in the .dll file is executed 
before the measurement routine is started.  

By default the main function (Main) is pre-allocated to this field. 

Changing the names or adding further actions is identical to the above point: 
"At Operator Interface start". 
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¶ Before closing measurement routine 

If this checkbox is activated, the function contained in the .dll is executed 
before the measurement routine is closed.  

By default the main function (Main) is pre-allocated to this field. 

Changing the names or adding further actions is identical to the above point: 
"At Operator Interface start". 

¶ After closing measurement routine or abort of measurement 

If this checkbox is activated, the function contained in the .dll is executed 
after the measurement routine was closed or cancelled.  

By default the main function (Main) is pre-allocated to this field. 

Changing the names or adding further actions is identical to the above point: 
"At Operator Interface start". 

¶ After received start data from a file 

If this checkbox is activated, the function available in the DLL is executed 
when the start data is read from a file.   

For this purpose, the checkbox at "Read start code from file" (see chapter: 
Menu option "Extras", section: Settings, point: Scanner ² Read start code 
from File) must be activated. It is irrelevant whether the "Start code reading 
manually" function is active or not.   

By default the main function (Main) is pre-allocated to this field. 

Changing the names or adding further actions is identical to the above point: 
"At Operator Interface start". 

¶ After received start data via input box 

If this checkbox is activated, the function available in the .dll is executed 
when receiving a start code.  

It is irrelevant whether the data is read by a scanner, entered via the 
keyboard or read from a file (see chapter: The tabs, section: Single run, 
point: Starting a measurement routine ² Start with scanner and section: 
Multiple run, point:  Start of a measuring job ² Start with scanner as well as 
section: Pallet run, point: Execute measurement routine ² Start with 
scanner).  

By default the main function (Main) is pre-allocated to this field. 

Changing the names or adding further actions is identical to the above point: 
"At Operator Interface start" 
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¶ After writing the settings file for assignment of the measuring 
stations in the pallets run 

If this checkbox is activated, the function available in the DLL - is executed 
when the number of clamping positions is changed in the tab "Pallet run" in 
the view "Pallet settings" (see chapter: The tabs, section: Palett run, point:  
Pallet settings view ² Define palett ² Quantity ). To do this, the function 
"Show pallet assignment view" must be active (green pallet symbol).   

By default the main function (Main) is pre-allocated to this field. 

Changing the names or adding further actions is identical to the above point: 
"At Operator Interface start". 

¶ After opening measurement routine 

If this checkbox is activated, the function present in the dll - will be executed 
after opening the measuring routine.  

As default the field is preset with the main function (Main). 

Changing the names or adding further actions is identical to the above point: 
"At Operator Interface start" 

¶ After closing the image window 

This function is customer-specific and not the subject of this operator manual. 
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8.2. Safety 

This function can be used to select either the user or administrator mode. 

All functions are available in the administrator mode.  

 

The user mode is 
enabled by clicking on 
the menu option 
"Safety". In the following 
"Password" window, 
enter the password and 
repeat it. 

Double-click on the text or in the input field to display the password in plain 
text. 

To encrypt the 
password, repeat the 
process. 

 

After clicking on the "  " symbol, various functions are no longer available, 
depending on the tab selected. 

In order to exit the user mode and to enable the administrator mode, the 
menu option "Safety" must be clicked again and the previously defined 
password must be entered in the following dialog box: 

 

The color of the menu bar indicates the active mode.   

 

 

If the Operator Interface is closed and re-started the user mode is active, 
regardless of whether it was disabled before closing.  

To deactivate the operator mode permanently, the fields "New password" 
and "Repeat new password" must be left empty in the "Password" window in 
the administrator mode and the window must be closed with "OK".  
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9. Menu option ñHelpò 
 
 
 
 
 
 

9.1. License information 
By means of "License information" you get information about your software 
license (e.g.: type of license type and expiry date). 
In the following window "License information for PC-DMIS OI PCDMIS 
Operator Interface", you will receive information about your software license 
(e.g.: type of license type and expiry date). 
A new license request can be generated by the button "Create a new license 
request". 

 

9.2. Info  
By means of "Info about é " you get further information (e.g. version number 
of the software) about this application. 

9.3. User manual 
This opens the user manual. 

9.4. Release notes  
The ñReadMe.txtò file is opened, in which the history of the most important 
changes in the respective versions is documented. 

9.5. Idea center  
The ñIdea Centerò in Nexus for the operator interface opens. Here you can 
enter requests, useful functions, etc. This area is freely accessible in Nexus 
for registered users. Users can vote for or against each entry. This makes it 
easier for us to decide which functions should be implemented in future 
versions and contributes significantly to improving the software. 
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10. The Tabs 
The active tab is displayed in white, all others are grayed out. The Execution 
window tab is only available during the measurement (-s). 

10.1. Single run 

 

This tab is only available if the checkbox for ñEnable tabsò ² ñSingle runò is 

activated in the ñGeneralò tab of the menu option ñExtrasò ² ñSettingsò. 

The settings made according to chapter: Menu option ñExtrasñ, section: 
Settings, point: ñGeneralò tab and point: ñSingle run" tab are to be taken into 
account for starting, running and closing a measurement routine. 

For detailed information on how a measurement routine, which is not 
integrated into the user interface, is started, executed and closed please see 
chapter: Menu option ñFileò, section: Start measurement routine. 

¶ Inserting measurement routine into a list 

This option is only available in the administrator mode (see chapter: Menu 
option ñExtrasñ, section: Safety). 

When first starting the Operator Interface there are no routines. Alternatively, 
an empty list can be created with ñList ²Newñ (see chapter: Menu option List, 
section: New).  
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To insert a measurement routine into a list, move the mouse pointer over an 
empty field in the "Measurement routine" column. The " " button appears in 
the top left-hand corner. 

Then click on the " " button and select "Assign 
Routine". 
Select the desired measurement routine in the file 
manager. The measurement routine is added to the 
list. 
Alternatively, measurement routines can be inserted by "drag and drop" as is 
usual under Windows. To do this, select the measurement routine(s) and 
drag them into the user interface with the mouse. After releasing the mouse 
button, the selected routines are inserted in the free area (below the last 
measurement routine). 

It is also possible to drag and drop a complete folder (or several folders) into 
the user interface. After releasing the mouse button, all measurement 
routines in this folder and the associated subfolders are inserted into the user 
interface. If files other than measurement routines (*.PRG) are present in the 
folder, they are ignored. 

Example (insert folder): 
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Another option is to open the file manager by clicking with the right mouse 
button in the "Measurement routine" column. The measurement routine can 
then be selected. 

After inserting the measurement 
routine (regardless of the selected 
method), the name is displayed in 
the "Measurement routine" 
column and the corresponding 
path of the measurement routine 
is displayed in the "Directory" 
column. A new empty row is 
created. 

 
 
 
 
To assign an image to the measurement routine, move the mouse pointer 
into the "Picture" column. The " " button appears in the top left-hand 
corner. Then click on the button and select "Assign image". Select the image 
in the file manager. This is inserted accordingly.  
Example: 

Alternatively, the picture can be inserted using "drag and drop" as is usual in 

Windows. To do this, select the picture and drag it with the mouse to the row 
of the user interface to which the picture is to be assigned. After releasing the 
mouse button, the picture is inserted. The process is identical to inserting a 
measurement routine or several measurement routines from a folder (see 
screenshot above). 

If an picture is already assigned to the measurement routine and this is to be 
replaced, the following message appears: 

If this message is confirmed with "YES", the picture is replaced and the 
message is closed.  

If ñNoò is selected, the note is closed without 
replacing the picture. 

Another way to assign an image to the 
measurement routine is to right-click in the 
"Picture" column. The desired image can then 
be selected in the file manager. 
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To remove the image, move the mouse pointer over the image to be deleted. 
The " " button appears in the top right-hand corner. Then click on the 
button and select "Remove image" from the drop-down list. The image is 
deleted. 

To add further measurement routines, the steps described above are 
repeated with the next free row. 
If the name or path is longer than the width of the column, a tooltip with the 
complete name or path appears when the mouse pointer is moved into the 
corresponding field (in the example below: "Path"). 

 

If there are more rows filled with measurement routines than can be 
displayed on the screen, a vertical scroll bar appears on the right side. The 
desired routine can be searched by using the mouse wheel.  

Alternatively, the "5" and "6" icons above and below the scroll bar can be 
used to scroll up or down one line at a time. 

If a measurement routine is not to be inserted at the end of the list, but 
between two measurement routines, the mouse pointer is moved to the 
desired line in the "Measurement routine" column. The " " button appears 
in the top right-hand corner. 

Then click on the " " button and select "Insert 

Routine".  

Select the desired measurement routine in the 

file manager. The measurement routine is inserted into the row. The previous 
row is moved down. 
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Alternatively, double-click in the left-hand column to create an empty row. 
The desired measurement routine can then be inserted into this as described 
above. 

 

 

 

 

 

 

 

 

 

 

 

An image can then be assigned to the measurement routine as described 
above. 

The process for changing a measurement routine is identical to inserting a 
measurement routine in an empty line (see above). Alternatively, you can 
right-click in the "Measurement routine" column and select the measurement 
routine. An image can then be assigned to the measurement routine as 
described above. 

If the picture is too small, you can move the mouse pointer in the header to 
the right margin of the Picture column. The appearance of the mouse pointer 
changes to " ". By clicking and holding the left mouse button the size of the 
column can now be maximized or minimized at a ratio of 3:2 (W:H). The 
change is saved permanently. 

 

To display the image in full screen mode, move the mouse pointer over the 
desired image. The " " button appears in the top right-hand corner. Then 
click on the button and select "Show image" from the drop-down list.  
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Alternatively, right-click in the column with the consecutive number in the 
corresponding row. 

Regardless of the variant selected, the image can be reduced or minimized 
by double-clicking in the dark upper area. Click on the image to close it. 

Click in the "Measurement routine", "Directory" or "Start code" column to sort 
the display in ascending (symbol: 5) or descending (symbol: 6) order. 

 

If the sorting is to be based on the sequential number, the mouse pointer is 
moved to the header of the "Picture" column. The " " button appears in the 
top right-hand corner. Then click on the button and select "Show first 
Column". A "No." column is displayed to the left of the "Image" column. You 
can now sort in ascending or descending order by clicking on "No.". 

To hide the "No." column, click on the 
" " button (see above) and select 
"Hide first Column". 

 

Alternatively, the column can be hidden by changing the tab. 

If all the measurement routines are inserted, the list can be saved (see 
chapter: Menu option ñListò, section: Save as...). A file with the extension 
ñSINò will be created. 

This list can be loaded using the "Load ² list" option (see section: Menu 
option ñListò, section: Load). An existing or loaded list can be changed at any 
time or additional routines can be added to the list. For this purpose, the 
above steps are repeated. 
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¶ Lock measurement routine 

This function is only available in the administrator mode (see chapter: Menu 
option ñExtrasñ, section: Safety). 

To lock a measurement routine, select the entire line by clicking in the left-
hand column (consecutive number). Alternatively, you can click in the 
"Measurement routine", "Directory" or "Start code" columns. The 
measurement routine is then locked with the "F3" function key and the text in 
the corresponding line is grayed out. 

 

 

 

 

 

 

 

This measurement routine cannot be started. The following message 
appears: 

 

 

 

 

 

 

To unblock the measurement routine, the procedure described above must 
be repeated in administrator mode. 
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¶ Remove measurement routine from list 

This option is only available in administrator mode (see chapter:  Menu 
option ñExtrasñ, section: Safety). The scanner mode must not be active (see 
below: Start with scanner). 

To remove a measurement routine from a list, move the mouse pointer into 
the "Measurement routine" column. The " " button appears in the top right-
hand corner. Then click on the button and select "Remove Routine". The 
measurement routine is deleted from the list. The next measurement routine 
takes its place. 

Alternatively, the entire line can be selected by clicking in the left-hand 
column (consecutive number). The measurement routine is deleted with the 
"Del" key. The next routine takes its place. 

 

By pressing and holding the left mouse button and moving the mouse up or 
down you can select several consecutive rows. 

By holding the ñĕò button you can highlight a block and by using the "Ctrl" 

key individual lines. 

You can change the end line on a marked block by pressing and holding 

down the "ĕ" key. Then, you can click in the desired row. 

In order to deselect individual rows, press and hold the ñCtrlò key. Then click 
to deselect the corresponding rows.  
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If the entire list is to be deleted, all measurement routines can be selected by 
clicking in the top left-hand field (above the consecutive number "1"). You 
can then delete all routines with the ñDeleteò key. 

   

If you want to save these changes permanently, use the menu option "List ² 
Save as..." (see chapter: Menu option ñListò, section: Save as...). A file with 
the extension ñSINò will be created. This file can be loaded and processed 
with the "List ² Load" option (see section: Menu option List, section: Load). 

¶ Starting a measurement routine 

The settings made according to chapter: Menu option ñExtrasò, section: 
Settings, point: ñGeneralò tab and point: "Single run" tab are to be taken into 
account for starting, running and closing a measurement routine. 

For detailed information on how a measurement routine, which is not 
integrated into the user interface, is started, executed and closed please see 
chapter: Menu option ñFileò, section: Start measurement routine. 

¶ Start by mouse 

In order to start a measurement routine using the mouse, the scanner mode 
must not be active (see Start with scanner below). 

You can start a measurement routine by single- or double-clicking on a field of 
the Picture column with the left mouse button in (see: chapter: Menu option 
ñExtrasò, section: Settings, point: "General" tab, ² Load 
measurement routine with double click). If the mouse 
pointer is moved over the image and the "Load 
measurement routine with double click" checkbox is not 
activated, a tooltip appears with the message "Start 
measurement".  
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If there are more measurement routines in the user interface than can be 
displayed on the screen, you can use the vertical scroll bar to search for the 
desired measurement routine (see chapter: The tabs, section: Single run, point: 
Inserting measurement routine into a list ² Scroll bar). 

 ̧ Filter 

This function can be used to apply a filter to reduce the number of 
measurement routines displayed.   

To do this, click on the button to the right of 
ñFilterò. The filter to be applied can now be 
selected from the drop-down list.  

The following filters are possible: 

 ̧ Measurement routine 

The search takes place in the "Measurement routine" column. If the complete 
name is entered, only this routine 
(if available) is displayed. If parts 
of the name are entered, all lines 
containing this string (if available) 
are displayed. 

 ̧ Directory 

The search takes place in the 
"Directory" column. If the complete 
path is entered, only the 
measuring routines in this path (if 
available) are displayed. If parts of 
the path are entered, all lines 
containing this character string (if 
available) are displayed.  

 ̧ Start code 

The search takes place in the 
"Start code" column. If the 
complete start code is entered, 
only the measuring routine linked to this start code (if available) is displayed. If 
parts of the start code are entered, all lines containing this character string (if 
available) are displayed. 

If new measurement routines have been added, the list must be saved 

before using the filter. 

After the initial installation of the operator interface, the ñMeasurement 
routineò filter is selected as the default. If the operator interface is updated 
using a software update, the setting selected in the previous version is 
adopted. 

If the checkbox "loaded manually" is active under chapter: Menu option 
"Extras", section: Settings, point: òSingle runò tab ² Confirm measurement 
order, the start must be confirmed manually. The procedure is described in 
detail there. 

Depending on the settings made according to chapter: Menu option ñExtrasò, 
section: Settings, point: "Single Run" tab ² Show input dialog when starting the 
measurement routine, the entry form for the variables is displayed or the 
measurement routine is directly started. 
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¶ Start with scanner 

In order to start measurement routines using a start code, they must be 
assigned to the respective start codes in the list. 

This can be done only in administrator mode (see chapter:  Menu option 
ñExtrasñ, section: Safety). 

To assign a start code to a measurement routine, move the mouse pointer into 
the "Start code" column. The " " button appears in the top right-hand corner 
(only if scanner mode is deactivated - see below). Then click on the button and 
select "Assign start code". 

 

 

 

 

 

The "Assign start code" dialog box opens.  

Depending on the status of the checkbox for ñUse partial coding for startò (menu 
option ñExtrasò ² ñSettingsò ² ñGeneralò tab in the ñScannerò area), the 
complete code or parts of it are used to start the measurement routine. The 
code can be entered using a scanner or the keyboard. 

 ̧ Checkbox ñUse partial coding for startò inactive: 

 ̧ Input with scanner 

The start code is scanned. The dialog 
window is then closed and the scanned 
start code is assigned to the 
measurement routine.  

 ̧  Input with keyboard 

The start code is entered. Click on the     "

" button to close the dialog box and 
assign the start code to the measurement 
routine. 

 ̧ Checkbox ñUse partial coding for startò active (Setting: ): 

 ̧ Input with scanner 

The code is scanned and the start code 
is generated according to the defined 
pattern. The dialog box is then closed 
and the generated start code is assigned 
to the measurement routine.  

 ̧  Input with keyboard 

The code is entered and the start code 
is generated according to the defined 

pattern. Click on the ñò button to 
close the dialog box and assign the 
generated start code to the 
measurement routine. 

To use the complete code, select this setting: . This applies to both 
keyboard and scanner input. 
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Alternatively, the ñAssign start codeò dialog box can be opened by right-clicking 
in the desired row in the ñStart codeò column (in the screenshot: ñUse partial 
coding for startò checkbox inactive). 

 

 

 

 

 

The start code can then be entered as described above. 

The steps described above are repeated for other start codes. 

Once all start codes have been entered, the list can be saved (see chapter: 
Menu option ñListò, section: Save as...). A file with the extension ñSINò will be 
created. This file can be loaded and further processed using the menu option 
"List" ² "Load". 

When starting a measurement routine by start code the settings under: Menu 
option ñExtrasò, section: Settings, point: ñGeneralò tab ² Scanner are to be 
taken into account. 

Scanner mode must be active. This can be activated or deactivated using the 
mouse or keyboard. 

 ̧ With keyboard 

Use the ñF1ò or ñF9ò function keys to 
activate or deactivate the ñScannerò 
button at the top right. The button turns 
green (scanner activated) or red (scanner 
deactivated). 

 ̧ With mouse 

To do this, click on the red ñScannerò button at the top right. The button turns green.  

To deactivate the "Scanner" function, repeat the process with the green field. The 
button turns red.  
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If the mouse pointer is moved over the button, a tooltip appears indicating what the 
mouse click will do. 

 

 

 

 

To be able to process a code, you must ensure that the focus of the mouse 
pointer is in the input field to the left of the green button (flashing line). 

When the scanner is activated, the buttons for manually starting the 
measurement routines (òPictureñ column) are deactivated.. 

The code is shown to the right of the scanner icon (if you are using a scanner) 
or entered using the keyboard. The code is processed after the time defined 
under chapter: Menu option ñExtrasò, section: Settings, point: Scanner ² Delay 
time when starting with start code has been exceeded. 

If a measurement routine with a matching start code is found for this code, the 
measurement is started.    

 

 

 

 

 

 

 

 

The settings for ñUse partial coding for startò (menu option ñExtrasò ² ñSettingsò 
² ñGeneralò tab in the ñScannerò area) must be taken into account. 

Depending on the settings made according to chapter: Menu option ñExtrasò, 
section: Settings, point: ñGeneral" tab ² Scanner ² Show image when starting 
with start code the measurement routine is started with or without displaying the 
image. 

If the checkbox "loaded with start code" is active under chapter: Menu option 
"Extras", section: Settings, point: "Single runò tab ² Confirm measurement 
order, the start must be confirmed manually. The procedure is described in 
detail there. 

Depending on the settings made according to chapter: Menu option ñExtrasò, 
section: Settings, point: ñSingle runò tab ² Show input dialog when starting the 
measurement routine, the entry form for the variables is displayed or the routine 
is directly started. 
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If no start code matching a measurement routine is found, the following 
message appears: 

 

 

 

 

Depending on the settings made under Chapter: Menu option ñExtrasò, section: 
Settings, point: "General" tab ²  Set focus on scanner after each run, a new 
start code can be processed directly after the measurement has been 
completed or the focus of the mouse pointer must be set to the start code again 
by clicking in the input field. 

Alternatively, the start can be started with a start code from a file. For further 
details see chapter: Menu option ñExtrasò, section: Settings, point: ñGeneralñ tab 
² Scanner ² Read start code from file. 

¶ Measurement process 

While the measurement routine is being processed a green bar at the bottom 
of the screen shows the progress and the message ñMeasurement job is 
being executedò appears. 

 

After the end of the measurement job, the corresponding row in the user 
interface is displayed in the color set under chapter: Menu option ñExtrasñ, 
section: Settings, point: ñSingle run" tab ² Color. 
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If the routine is to be closed automatically after execution, the checkbox at 
ñClose measurement routine after executionò must be activated. 

 

If this function is not active, the measurement routine remains open when 
ending and can be closed via the Menu option "File" ² Close measurement 
routine or by starting the next routine. 

¶ Stop, cancel or continue a measurement 

You can use the ñExecution panelò tab to delete manual measuring points 
and to stop, continue and cancel measurements during execution (see 
chapter: The tabs, section: Execution panel). 
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10.2. Multiple run 

   

This tab is only available if the checkbox for ñEnable tabsò ² ñMultiple runò is 

activated in the ñGeneralò tab of the menu option ñExtrasò ² ñSettingsò. 

The settings made according to chapter: Menu option ñExtrasñ, section: 
Settings, point: ñGeneralò tab and point: ñMultiple runò tab are to be taken into 
account for starting, running and closing a measuring task. 

¶ List of measurement routines view  

Depending on the settings made according to chapter: Menu option ñExtrasò, 
section: Settings, point: "Multiple run" tab ² Display at tab start the ñList of 
measurement routinesò or ñOverviewò view is displayed when you navigate to 
the "Multiple run" tab. 

 

Alternatively, you can switch to the other view using the radio buttons. 

¶ Insert measurement routines list 

This option is only available in administrator mode (see chapter: Menu option 
ñExtrasñ, section: Safety). 

The lists created in the overview can be inserted into the List of 
measurement routines view and pictures can be added to the respective lists 
(see chapter: The tabs, section: Multiple run, point: Overview view). If you 
havenôt saved any lists in overview, the operation cannot be carried out. 
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When first starting the Operator Interface there are no lists of measurement 
routines. Alternatively, an empty list can be created with ñList ²Newò (see 
chapter: Menu option ñListò, section: New).  

To insert a measurement routine list (*.QMA), move the mouse pointer over 
an empty field in the "List" column. The " " button appears in the top left-
hand corner. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Then click on the " " button and select "Assign order list".  

Select the desired measurement routine list (*.QMA) in the 
file manager. The measurement routine list is added. 

Alternatively, a measurement routine list can be inserted by clicking with the 
right mouse button in the "List" column. The list (*.QMA) can then be 
selected. 

After inserting the measurement routine list (regardless of the selected 
method), the list name is displayed in the "List" column and the 
corresponding list path in the "Directory" column. A new empty line is 
created. 

To assign an image to the measurement routine, move the mouse pointer 
into the "Picture" column. The " " button appears in the top left-hand 
corner. Then click on the button and select "Assign image". Select the image 
in the file manager. This is inserted accordingly.  
Example: 
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Alternatively, the picture can be inserted using "drag and drop" as is usual in 
Windows. To do this, select the picture and drag it with the mouse to the row 
of the user interface to which the picture is to be assigned. After releasing the 
mouse button, the picture is inserted. 

If an picture is already assigned to the measurement routine and this is to be 
replaced, the following message appears: 
If this message is confirmed with "YES", 
the picture is replaced and the message 
is closed.  
If ñNoò is selected, the note is closed 
without replacing the picture. 

Another way to assign an image to the 
measurement routine list is to right-click in the "Picture" column. The desired 
image can then be selected in the file manager. 

If an image is assigned to the loaded list in the "Overview" view with menu 
option "Meas order" ² "Save as..." in the "Image selection" dialog box, this 
process is not necessary. The image saved with the measurement routine list 
is used, but can be changed as described above. If you switch to the 
overview by clicking on the image in the "Image" column, the image saved 
with the measurement routine list is also displayed above the "List" column. 
This can be changed or deleted in the "Overview" view (see below). If you 
switch to the "Measurement routine list" view, this image is still displayed 
above the "List" column. 

If no image is assigned to a list in the overview view (see also above), the 
last image used in the "Overview" view is displayed above the "List" column. 
When using images, it is recommended to assign an image to each 
measurement routine list in the overview. 

To remove the image (in the Image column), move the mouse pointer over 
the image to be deleted. The " " button appears in the top right-hand 
corner. Then click on the button and select "Remove image" from the drop-
down list. The image is deleted. 

To add further lists, the steps described above are repeated with the next 
free row. 
 

 




































































































































































