Single Touch Interface





Introduction


Single Touch Interface is an application designed to assist you in running MeasureMax part programs.  It has two screens:


A Menu Screen to help identify the part to be inspected, and


A Results Screen to display inspection data.�


Part programs are presented in a menu format enabling you to navigate through the menu to specify the part you want to inspect.  Once the inspection is started, the Menu Screen is replaced with the Results Screen which displays multiple views of the part and measurements from the inspection.  Measurement icons are displayed, which include the sequence number/feature name from the Inspection Report, characteristic, measurement, and status.  Results of deviation and percentage of tolerance datatypes are color-coded to assist you in determining status.  Typically, the following color codes are used:


Reject - Red


Caution - Yellow


Good - Green


No Status Data - Blue�


This help file describes the Menu Screen and the buttons used to navigate the Results Screen.  Once the Results Screen is displayed, you can obtain part program help by selecting the Help button in the Results Screen.�


Operator Selections and Touch Screen Usage


If you have a touch screen, you make selections by pressing your finger against the glass screen.  Selections can also be made by moving a mouse pointer over a target and clicking the mouse button.��Most targets are represented by buttons on the screen.  To select a button, you need to press your finger in the center of the button.  Pressing outside the button areas will display the entire screen.  All targets are defined in the description of the windows in this help file.��Due to the nature of a touch screen, it cannot be cleaned while the computer is on.  To clean the screen, you will have to shutdown the system.  However, if you have access to the computer's communication ports, you can disconnect the screen's input cable (usually on comm port 1) to clean the screen without shutting down.


�
Menu Screen


Description


This window contains all of the Part Selection buttons that are available to you.   If there are more columns than will fit on the screen, the arrow buttons (<<, >>) will be enabled, allowing you to move one column at a time to the left or the right.  The last level will be inspection buttons, indicated by a picture in the lower right corner of the button.  You can move back up a level by selecting the Escape button.��Once you click a Part Inspection button, the Start Part Window will open, allowing you to start an inspection and view its results in the Results Screen.��Depending on the state of your machine, the center of the Menu Screen will display either Part buttons (Part Inspection and Menu Navigation) or the machine status.  Machine status includes the following messages:


Machine Not Available


Machine Down


Power Up


Partial Initialization


Part Program Running�





Access


This window is the first to be displayed when Single Touch Interface is started.  From the Results Screen, you can select the Menu button, and the Menu Screen will be displayed.�


Objects


Menu Navigation Buttons


Part Inspection Buttons


Menu Screen Buttons


Results Screen Buttons





Tasks


Start a Part Program


View the Inspection Report


View the Results Screen








Menu Screen Buttons


Part Selection - These are the large buttons in the center of the Menu Screen.  Typically, they have a small picture at the left of the button and text describing the operation.


Part Inspection - These are the large buttons in the center of the Menu Screen that display a small picture in the lower right corner.  (This picture is the only visible difference between a Part Selection and a Part Inspection button.)  When pressed, these buttons will start an inspection.


Results - This button displays the Results Screen, allowing you to view the inspection results.  Note:  This button is configurable by the administrator and may be subject to change.


Status -  This button displays the Single Touch Interface Status Monitor, allowing you to view the current part program status, abort a part program, or clear errors.  Note:  This button is configurable by the administrator and may be subject to change.


Escape - This button moves you to a higher level of the menu.


<< - This button scrolls the contents of the menu one column to the left.


>> - This button scrolls the contents of the menu one column to the right.


Help - This button displays this help file.


Exit - This button allows you to exit the Single Touch Interface application.  Note:  Successful completion of this action may require you to enter a password.  See your administrator for more information.�





Menu Navigation Buttons


Menu navigation buttons allow you to go down the menu to find the appropriate inspection button.  You can move back up a level by selecting the Escape button.  You can scroll the menu using the arrow keys (<<, >>) at the bottom of the screen.�





Part Inspection Buttons


Indicated by the picture in the lower right corner of the button, Part Inspection buttons start inspections.  Once pressed, the Start Part Window displays, allowing you to start or abort the inspection.  When the inspection is started, the Results Screen is displayed, and you can view the inspection data for the part selected.





Start Part Window


Description


This window displays when you click a Part Inspection button in the Single Touch Interface Menu Screen.  It allows you to start an inspection or cancel the inspection.  Click Start to start the inspection, or click Cancel to abort the inspection.�


Access


This window displays when you click a Part Inspection button in the Single Touch Interface Menu Screen.  �


Tasks


Start a Part Program





�
Results Screen


Description


The Results Screen displays the measurement data from the part inspections.





Results Screen Buttons


Status - This button displays the Single Touch Interface Status Monitor, allowing you to view the current active part program status, abort a part program, or clear errors.


Report - This button displays the Report Viewer, allowing you to view the Inspection Report for the current active part.


Prompt - This button displays the Prompt Monitor, which may prompt you to perform certain actions during the inspection.


Menu - This button returns you to the Menu Screen.


History - This button displays the History Window, allowing you to view the inspection results of a previous part.


Print - This button prints the view currently displayed in the Results Screen.


Jump - This button jumps to the next view that contains an out-of-tolerance or percent of tolerance value.  If you are at the end of the views, it will wrap to the beginning.


<< - This button moves to the previous view in the Results Screen.


>> - This button moves to the next view in the Results Screen.


Help - This button displays help for the current part program, provided a help file has been setup by the administrator.


�
Single Touch Interface Status Monitor


Description


This window provides status information about the part program that is currently running, including the name, when it started, and how long it has been running.  While the information provided is read-only, the window does allow you to abort the part program.�


Access


This window can be accessed by clicking the Status button in the Results Screen.�


Objects


Part Program Name


Start Time


Elapsed Time


Abort Part Button


Clear Error Button





Tasks


Abort a Part Program


Clear Error





Part Program Name


This read-only name indicates the name of the currently running part program.  If a part program is not running, "idle" will be displayed.





Start Time


The time that the part program started is displayed in this read-only field.





Elapsed Time


The time that the part program has been running is displayed in this read-only field.





Abort Part Button


This button ends the currently running part program.





Clear Error Button


This button resets any clearable MP error displayed in the fourth row of the XYZ Display.


�
History Window


Description


The History window provides a temporary storage to enable you to view inspection results of parts that were recently inspected.  Up to the last ten parts are stored.  When the eleventh part is inspected, the oldest part is removed from the history, and so forth; thereby, restricting the list to only the latest inspections.��For users that are familiar with DirectSelect, the predecessor of Single Touch Interface, it is important to be aware of the storage differences for historical parts. DirectSelect maintained a separate history for every part program, instead of one common history for all part programs.  For example, if a DirectSelect system accessed fifteen different part programs then it maintained storage for 150 parts (10 parts per part program).  To conserve disk storage, Single Touch Interface combines the parts from all part programs into one common history so there are never more than ten parts that are stored.��When a historical part is displayed, the Results Screen shows the part views and icons for that part.  Additionally, the name, inspection time and part status are displayed in the part banner with a transparent background color.  The Status Monitor, Report Viewer, and Prompt Monitor always display information for the active part instead of the historical part.�


Access


This window can be accessed by clicking the History button in the Results Screen.�


Objects


History List


Select Button


Active Button





Tasks


Return to the Current Inspection Data


View Previous Inspection Data





History List


The History List shows the historical parts in chronological order.  Each item in the list contains the name, time of inspection, and the part status.  The background color of the entry is another way to determine the part status.��You can click on an item to select it and then click the Select button to display it.





Select Button


This button presents the inspection data for the part selected in the History list in the Results Screen.





Active Button


This button changes the display in the Results Screen to the current inspection, as opposed to a previously run part program.


 


�
How to Abort a Part Program


From within the Results Screen:


1 Click the Status button.��The Part Program Status Window will open.�


2 Click the Abort button.��The part program will end.�


See Also:


Single Touch Interface Status Monitor








How To Clear Error


From within the Results Screen:


1 Click the Status button.��The Part Program Status Window will open.�


2 Click the Clear Error button.��Any clearable MP error displayed in the fourth row of the XYZ display will be cleared.�





How To Return to the Current Inspection Data


From within the Results Screen:


1 The Results Screen always displays a part banner along the upper border of the screen.  This banner displays the status of the active part, in addition to the historical part if one is being displayed.  The background color of the banner distinguishes between the active and historical parts.  Parts that have been selected from the History window always have a transparent background color, that is, it matches the background of the Results Screen. The active part always uses a background color that represents the part status.  When the banner displays both part types, the active part is displayed on the right side of the banner.��You need to click on the active part of the banner to display the data for the active part.��OR��Click the History button.��The History Window will open.�


2 Click the Active button.�


See Also:


History Window








How To Start a Part Program


1 Using the buttons in the Menu Screen, find the Part Inspection button for your part:��To scroll the list to the right, use the right arrow button (>>).��To scroll the list to the left, use the left arrow button (<<).��To move down a level, select a Part Inspection button.��To move back up a level, select the Escape button.�


2 Select the Part  Inspection button by pressing it.��The Start Part Window will open.�


3 Click Start to start the inspection, or click Cancel to abort the inspection.��The Results Screen will be displayed, and the inspection will begin.  As the part is inspected, the measurements will be displayed.��To abort the inspection while it is running, click the Status button in the Results Screen to open the Single Touch Interface Status Monitor.  Select the Abort button.�


See Also:


Menu Screen


Start Part Window








How To View Previous Inspection Data


From within the Results Screen:


1 Click the History button.��The History Window will open.�


2 Select the part program whose inspection data you wish to view from the history list.�


3 Click the Select button.��The inspection data will be displayed in the Results Screen.�


See Also:


History Window








How To View the Inspection Report


From within the Results Screen:


1 Click the Report button. ��The Report Viewer will display the Inspection Report for the current active part.�





How To View the Results Screen


From within the Menu Screen:


1 Click the Results button.��The Results Screen will be displayed.�


See Also:


Menu Screen





