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[bookmark: _Toc340226866][bookmark: _GoBack]1. Recommended System Requirements
· PC-DMIS® Planner 2012 MR1 operates under 32-bit and 64-bit Vista and 32-bit and 64-bit Windows 7. No other operating systems are supported.
· 2 GHZ or higher Duo-Core processor.
· 4 GB of RAM or higher. (4GB is the highest amount of memory capable on a 32-bit OS.)
· 2 GB of free hard drive space plus allocated Virtual Memory of 8 times the largest CAD file used.
· Professional 3D graphics processors such as Quadro Solution from Nvidia or FirePro Solution from AMD/ATI.
NOTE: A non-professional graphical processor may also be acceptable (HD Graphics P4000 for example) as long as it supports advanced OpenGL functionalities such as anti-aliasing, p-buffers, vertex buffers, and so on.
· 1GB of video RAM.
· DVD drive.
· High-performance hard disk drive, such as an SAS HDD 10K RPM or a high-end SSD-HDD. The best solution is two drives in RAID 0 mode.
· Microsoft .NET 4.0.
· Internet Explorer version 9.
Minimum Requirements:
PC-DMIS Planner 2012 MR1 operates under 32-bit and 64-bit Vista; and 32-bit and 64-bit Windows 7. No other operating systems are supported. 
Pentium-IV or higher processor is suggested.
2 GHZ XEON or Intel processor.
2 GB of RAM is recommended but significantly more may be required if working with large CAD models.
1 GB of free hard drive space minimum for the application.
SVGA capable monitor.
DVD drive.
USB port available.
The computer must have a graphics card that supports OpenGL shading. We cannot specify an exact graphics card since every user has varying needs. However, Nvidia® is the preferred graphics vendor for PC-DMIS.
Nvidia GeForce® video cards are not recommended for use with PC-DMIS. This is defined as a "gaming" card according to Nvidia Engineering.
Supports a screen resolution of 1280 x 1024 or higher.
RTF file output requires Microsoft Word to be viewed.
Microsoft® .NET 4.0.
Internet Explorer versions 7, 8 or 9.0.9 and higher.
Recommended Minimums:
PC-DMIS Planner 2012 MR1 operates under 32-bit and 64-bit Vista; and 32-bit and 64-bit Windows 7. No other operating systems are supported. 
2 GHZ or higher Duo-Core processor for improved performance.
4 GB of RAM or higher. More RAM may be required if working with large CAD models. You should have RAM equal to 8 times the size of the largest CAD file you will use. (For example, if you use an IGES model of 250 MB, then 2 GB RAM is recommended.)
2 GB of free hard drive space plus allocated Virtual Memory of 8 times the largest CAD file used.
SVGA graphics card that supports OpenGL shading and that has WHQL certified drivers. On board video card memory should be based on the size of CAD file being used.
· For use without CAD models, 64MB video memory.
· For small to medium CAD files (50-100 MB), 128 MB video memory. |
· For large CAD files (> 100 MB), 256 MB+ video memory. WHQL (Microsoft Windows Hardware Quality Labs) video drivers can be downloaded automatically when using the Windows Update software.
SVGA capable monitor.
DVD drive.
2 USB ports available.
Microsoft.NET 4.0.
Internet Explorer version 9.0.9 and higher.
NOTE: Depending on your specific needs, the recommended system specifications for this version of PC-DMIS Planner may be much higher. A more substantial computer system may be required to accommodate larger CAD files. Be sure to consult with your PC-DMIS Planner distributor to find out the type of computer system you will need in order to run this software at its optimum capability.
IMPORTANT: When using 3rd-party drivers you should contact your local Hexagon representative to ensure Operating System compatibility.
ANTI-VIRUS SOFTWARE: The Sophos® Anti-virus tool was used by Hexagon while testing PC-DMIS Planner. The performance of any other anti-virus tool will need to be confirmed by the user.
http://sophos.com/products/enterprise/endpoint/security-and-control/
INSPECTION PLANNER: You may need to recreate the IPD file for needed parameters so imported Inspection Plan items are created correctly.
WINDOWS XP SUPPORT: Beginning with v2012 MR1, the Windows XP operating system is no longer supported. While this version of Planner likely runs fine in XP, it was not explicitly tested in XP.


[bookmark: _Toc340226867]2. Installing PC-DMIS Planner
To install the application follow these steps below:
[bookmark: _Toc340226868]Step 1: Check System Requirements
Ensure your computer system meets the minimum system requirements before attempting to install a new version of PC-DMIS Planner.Your IT person can help you with this.
To get your computer's properties, highlight the My Computer icon, right-click on it, and select Properties. 
To check the display properties for the graphics card, select Start | Settings | Control Panel, and then select Display and Settings. 
[bookmark: _Toc340226869]Step 2: Login as an Administrator
To install and run your new PC-DMIS Planner version for the first time, you must be logged in as a user with Administrator privileges.
NOTE: This is only required when updating using the WIX installer.
[bookmark: _Toc340226870]Step 3: Install PC-DMIS Planner 2012 MR1
Ensure your USB portlock is connected to your machine.
Locate the PC-DMIS Planner install file on your installation media; or if you downloaded it, open the directory containing the downloaded file.
Double-click on the exe file to begin the installation process. If presented with a security warning, click Run.
The files will be extracted to a temporary directory.
[image: E:\Current Projects\ReadMe Projects\Planner\2012 MR1\Images\dialog_2012_MR1_extracting_files.jpg]


The main setup interface then appears:
[image: E:\Current Projects\ReadMe Projects\Planner\2012 MR1\Images\Planner 2012 MR1 Install Screen_1.jpg]
Click Next to start the installation. 
The license agreement then appears:
[image: E:\Current Projects\ReadMe Projects\Planner\2012 MR1\Images\Planner 2012 MR1 Install Screen_2b.jpg]
Read and accept the license agreement, and then click Next. 


The Choose Setup Type screen appears:
[image: E:\Current Projects\ReadMe Projects\Planner\2012 MR1\Images\Planner 2012 MR1 Install Screen_3.jpg]
Choose a setup type. 
Typical: This option sends the file to this default installation location: C:\Program Files\WAI\PC-DMIS Planner 2012 MR1\.
Custom: This option lets you specify what components to install as well as the installation location. You'll see this screen:
[image: E:\Current Projects\ReadMe Projects\Planner\2012 MR1\Images\Planner 2012 MR1 Install Screen_4.jpg]


Customize Installed Features
By default, all program components are selected to be included in the installation. You can use the tree view to customize when or if these features are installed. To do this, click small drop-down icon [image: Description: D:\hg\PcdmisQA\Pcdlrn\USERINTERFACE\PortableScion\Help\!SSL!\Printed_Documentation\!doc_tmp_folder_0\image2.gif] next to the component to exclude. You'll see a drop down list.
[image: Description: D:\hg\PcdmisQA\Pcdlrn\USERINTERFACE\PortableScion\Help\!SSL!\Printed_Documentation\!doc_tmp_folder_0\image3.gif]
Choose the desired option:
Will be installed on local hard drive - The selected feature will be installed.
Entire feature will be installed on local hard drive - The entire feature will be installed. This means sub-features of the selected feature will also be installed.
Feature will be installed when required - The feature will only be installed if required during the installation process. Some files are informational and are not required for the application to run. These may include documentation or other files.
Entire feature will be unavailable - This excludes the component from installation.
Click Reset at any time to reset the items to the default selection.
Customize Installation Location
By default the program installs to this location "C:\Program Files\WAI\" under the "PC-DMIS Planner 2012 MR1" directory. To change the default location, click the Browse button and navigate to the directory on your computer you want to hold the program files. When you click OK the Location field will change to show the selected location.
Click Next when finished customizing the install.
Once the installation has all the information it needs, you'll see the Ready to Install screen:
[image: E:\Current Projects\ReadMe Projects\Planner\2012 MR1\Images\Planner 2012 MR1 Install Screen_5.jpg]
Click Install to proceed with the main installation.
Once installation finishes, you'll see this final screen:
[image: E:\Current Projects\ReadMe Projects\Planner\2012 MR1\Images\Planner 2012 MR1 Install Screen_6.jpg]
· Launch PC-DMIS after the install finishes - Marking this check box launches the application once you click Finish.
Click Finish to close the installation program. PC-DMIS Planner 2012 MR1 is now installed.
[bookmark: _Toc335291796]Administrator Privileges Explained
PC-DMIS Planner versions earlier than v2012 require that you run PC-DMIS Planner as an administrator because some system settings (for things such as last probe used, wrist angles, etc.) were shared among all users on that computer. This required that these settings were placed in the LOCAL_MACHINE section of the Windows registry instead of in the CURRENT_USER section (for user-specific settings). Making changes to settings in the LOCAL_MACHINE section requires administrator privileges.
In PC-DMIS Planner version 2012 and later, Planner's settings mechanism changed to only require Administrator access the very first time it runs at the end of the installation. From that point forward, standard user access is sufficient.
The PC-DMIS Planner installer has a flag built into the setup executable (setup.exe) that requires the setup process to run with administrator privileges. If the current user has lesser privileges, the setup displays a prompt to provide a username and password of an account with administrator privileges.
Once installation finishes, the first time you run PC-DMIS, you must launch it with administrator privileges. If you mark the Launch PC-DMIS after the install finishes check box (as shown in the above image) when installation finishes, PC-DMIS does this automatically by passing the original privilege level of the installer onto PC-DMIS.
Note, however that if you do not mark this check box, you will need to explicitly right-click on the shortcut and select Run as Administrator as described in Step 5 below.
[bookmark: _Toc340226871]Step 4: Copy Files after Installation
If available, copy the *.ipd files from your old PC-DMIS Planner installation into the directory where you installed the newer version.
[bookmark: _Toc340226872]Step 5: Launch PC-DMIS Planner for the First Time
NOTE: This step is only required if the Launch PC-DMIS after the install finishes check box wasn’t checked at the end of installation.
NOTE: This step is needed only if the user wants to use the WIX updating to update to a newer version.
1. When running this version of PC-DMIS for the first time, choose Start then All Programs, then PC-DMIS Planner 2012 MR1. 
1. From the list of shortcuts, right-click on PC-DMIS Planner icon then manually select Run as Administrator.
[image: E:\Current Projects\ReadMe Projects\Planner\2012 MR1\Images\Desktop Shortcut.jpg]

[bookmark: _Toc340226873]3. Information about this Release
We at Hexagon Metrology are proud to bring you this new version of PC-DMIS Planner 2012 MR1.
Should you experience any problems after installing PC-DMIS Planner 2012 MR1, please call Tech Support immediately to report any integration problems.
For existing users of PC-DMIS Planner who currently have earlier versions of PC-DMIS Planner installed, it is advised that PC-DMIS Planner 2012 MR1 be installed into a new directory. In this way, you can be assured of continuous use of the existing version should problems arise with this newer version.


[bookmark: _Toc340226874]4. New Product Information
[bookmark: _Toc340226875]Overview of Enhancements
· [bookmark: _Toc335650753][bookmark: _Toc335650784][bookmark: _Toc340226764][bookmark: _Toc340226876]2012 Major Release
· New PC-DMIS Planner 2012 Installer – Allows over the internet updating and patching
· [bookmark: _Toc335650754][bookmark: _Toc335650785][bookmark: _Toc340226765][bookmark: _Toc340226877]2012 MR1 Minor Release
· Windows XP Operating System no longer supported
See the "Enhancements - 2012 Major and 2012 MR1 Minor Release Updates" topic below for a listing of specific enhancements.
Also, a statement of translator accuracy for CAD translators is now available to customers upon request.


[bookmark: _Toc340226878]5. Release Notes
Versions 2012 and 2012 MR1 of PC-DMIS Planner are significant development releases of the software.
Major Release Date: May 1, 2012
Minor Release Date: November 1, 2012
**** Prior to the release of PC-DMIS Planner 2012 MR1, version 2012 was last official release of PC-DMIS Planner by Hexagon Metrology.
[bookmark: _Ref292887295][bookmark: _Toc333843230][bookmark: _Toc340226879][bookmark: _Toc318268309]Enhancements - 2012 Major & 2012 MR1 Minor Release Updates
[bookmark: _Toc340226880]Application
· 109865 - Fix Planner to build with Incredibuild on Hudson
· 109870 - Fix Planner so build and debug doesn't think projects have changed
· 109669 - Provided the new SkipOptimize registry key that controls whether or not Optimize Path will be skipped when the PC-DMIS Change Manager is run on the Inspection Plan changes.
[bookmark: _Toc340226881]CAD
· 107908 - Provided the capability of moving diameter dimensions when in Text Box mode.
· 109172 - Upgraded to DataKit V6.8 libraries.
· 109562 - Provide capability of extracting CAD change manager into an external library. - Not in this release.
· 109570 - Added the ability to remember the current translation of an assembly component, allowing you to replace the assembly component with a new, updated CAD file without having to reposition it to the desired location.
· 110258 - Added support in PC-DMIS Planner DCI for CATIA v5 R21.
· 2012MR1 - CAD-6 - Implemented the ability to import Catia V6 CAD data into PC-DMIS Planner.
· 2012MR1 - CAD-17 - Removed Toolkit from Planner. INTERNAL ONLY _ DO NOT TRANSLATE!
· 2012MR1 - CAD-78 - Updates to display distance dimension items such as DCI or DCT so the correct symbol is displayed.
· 2012MR1 - CAD-79 - Updates to evaluate GDT items using DCI.
· 2012MR1 - CAD-81 - Updates to prevent dimension information from being drawn inside the boxes.
· 2012MR1 - CAD-83 - Updates to ignore the information related to the large copyright/general company info page that is getting loaded by the DCI.
· 2012MR1 - CAD-135 - Updates to translate the characteristic ID through the DCT (Datakit).
· 2012MR1 - CAD-155 - Moved the Probe Builder feature out of the Probe Utilities dialog. INTERNAL ONLY _ DO NOT TRANSLATE!
[bookmark: _Toc340226882]Display
· 109155 - Provided the ability to display expanded feature information in plan view.
· 109550 - Added option to center the feature in the Graphics Window.
· 110242 - Added Graphic Items toolbar.
[bookmark: _Toc340226883]Feature
· 109151 - Added the ability to create highest points in the same section cut plane as the perimeter points.
· 109334 - Added Relative Measure (RMEAS) capability to feature measurement commands in Planner.
[bookmark: _Toc340226884]File I/O
· 109609 - Added CSV import functionality into the plan and part programs.
[bookmark: _Toc340226885]GD&T
· 110568 - Added multi-select handler for incompletely defined GD&T elements.
· 110246 - Added the ability to specify the "GD&T Standard" to the IPD file.
Install - DO NOT Translate this section
· 109399 - Added VS2010 Runtimes to Planner Wix installer. Internal Only
· 109428 - Changed WiX Planner Install to pull files from new bin location. Internal Only
· 109465 - Changed installer so that the WebUpdater icon is now downloaded and installed.
· 109477 - Added the ability to update PC-DMIS Planner from a disk instead of the web
· 109700 - Updated the WiX installer for PC-DMIS Planner UI to be more modern and unique to WAI products
· 110263 - Swapped Planner to MSBuild 4.0 and make use of /m flag for multicore build and verbose:quiet to make Hudson error emails easier to handle. - Not in this release.
· 110683 - Relocate the WIX Installer files located in the \pcdlrn\install\Inspection Planner folder. - Not in this release.
[bookmark: _Toc340226886]IP Translator
· 109567 - Implemented Plan Change Manager in Planner.
· 110485 - Remove old PLANE_OFF_NOMS and LINE_OFF_NOMS code. - Not in this release.
Other - DO NOT Translate this section
· 110237 - Fixed change manager so that it loads the correct version of regeditor
[bookmark: _Toc340226887]User Interface
· 109191 - Updated Planner Change Manager dialog text.
· 110240 - Added Select All GD&T feature to Planner.
· 110548 - Changed Insert Measured Feature menu item to Insert Auto Feature.


[bookmark: _Toc340226888]6. Contact Hexagon Metrology
For further information regarding this release of PC-DMIS® 2012 MR1, please feel free to contact http://hexagonmetrology.us/contact-us or visit www.pcdmis.com.
Hexagon Metrology Technical Support can be reached by calling (800) 343-7933.


[bookmark: _Toc340226889]Appendix A
[bookmark: _Toc340226890]Understanding File Locations
The default file locations (path locations) for various user-specific settings and other files have changed in PC-DMIS Planner 2010 MR2 and later in order to comply with newer operating system standards. Previously, much of this information was stored inside of the install directory of PC-DMIS Planner.
The following shows where these files are now stored based on each file's role:
[bookmark: _Toc312155132][bookmark: _Toc340226891]System Files [Hidden]
Vista/7: C:\ProgramData\WAI\PC-DMIS Planner\<version>
Where <version> is the PC-DMIS Planner version.
[bookmark: _Toc312155133][bookmark: _Toc340226892]Shared Data Files [Hidden] 
Types of Files: Shared System-wide Files, Setup Files, and so forth.
Vista/7: C:\ProgramData\WAI\PC-DMIS Planner \<version>
Where <version> is the PC-DMIS Planner version.
[bookmark: _Toc312155134][bookmark: _Toc340226893]Shared Program Files
Types of Files: Inspection Plans, CAD, and so forth.
Vista/7: C:\Users\Public\Documents\WAI\PC-DMIS Planner \<version>
Where <version> is the PC-DMIS Planner version.
[bookmark: _Toc312155136][bookmark: _Toc335297019][bookmark: _Toc340226894]User Program Files
Vista/7: C:\Users\<username>\Documents
Where <username> is your window's login user name.
NOTE: In addition, functionality was added into the PC-DMIS Settings Editor that allows you to backup, restore, or clear user-specific files and settings. Rather than manually deleting or restoring individual files on your own, we recommend that you use the tools provided in the Settings Editor instead. See the "PC-DMIS Settings Editor" documentation for additional information.
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