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Introducing Direct CAD Interfaces

Direct CAD Interfaces connect directly to your CAD system from PC-DMIS. This uses the native
CAD data from various CAD systems within PC-DMIS.

Why Direct CAD Interfaces?

Quickly and accurately measuring your part programs requires the best tools. PC-DMIS™
Version 3.0 gave you better tools than you ever had before. Now, PC-DMIS Version 3.2 or higher
offers an even more powerful enhancement unmatched by other geometric measurement
packages.

O Enjoy the flexibility of using PC-DMIS in conjunction with CAD systems (these include
Unigraphics, CATIA, Pro/ENGINEER, I-DEAS and ACIS.

O Avoid the possibility of errors and limitations associated with translation of data from CAD
systems into PC-DMIS' internal CAD format.

O Work with PC-DMIS using CAD data native to various CAD systems.

O Calculate information inside PC-DMIS using mathematical routines native to other CAD
systems.

O Display, and interact with a CAD system's native geometry, all the while never leaving
PC-DMIS.

Wilcox Associates, Inc. (WAI) introduces Direct CAD™ Interfaces.

What are Direct CAD Interfaces?

Earlier attempts at using data from various CAD systems within PC-DMIS required internal CAD
data translations that were, at times, prone to errors and data loss.

Directly interfacing with a CAD system, however, does not translate the CAD data. Instead, this
unique functionality actually uses the CAD system's native mathematical routines to obtain the
requested information. A Direct CAD interface also uses the CAD system's native API to access
the CAD database for displaying and interacting with the geometry.

Why are Direct CAD Interfaces Important?

While directly interfacing with a CAD system requires a CAD system'’s license, it offers numerous
benefits. These include:

O An interface within PC-DMIS linked directly to the CAD.

O Accurate CAD data, free from translation errors and limitations.
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O Access to GD&T information in the future as CAD systems expose this information with
their native APIs.

O Reduced programming time and improved program quality.

Thanks to Direct CAD Interfaces, you can now easily and accurately use data from various CAD
systems directly in PC-DMIS, saving both time and accuracy.

Installing and Using the Direct CAD Interfaces

The following main topics describe PC-DMIS supported CAD systems and includes installation
and access instructions.

Supported CAD Systems

Unigraphics Direct CAD Interface

CATIA 4 Direct CAD Interface

CATIA 5 Direct CAD Interface

Pro/ENGINEER Direct CAD Interface

I-DEAS Direct CAD Interface

I-DEAS Version 10 or Higher Direct CAD Interface
ACIS Direct CAD Interface

SolidWorks Direct CAD Interface

AIMS Direct CAD Interface

O OO0 OoOoOoO0OoOood

Note: The procedures in these topics assume you are using the Windows XP operating system.
Some minor details may deviate from what's written if you're using a different operating system.




Supported CAD Systems
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Wilcox Associates Inc. (WAI) has developed direct interfaces to the following CAD systems for
PC-DMIS Versions 3.2 and above:

DCI & DCT Compatibility table

PC-DMIS |PC-DMIS [PC-DMIS |PC-DMIS [PC-DMIS |PC-DMIS [PC-DMIS |PC-DMIS

\V3.25 V3.5 V3.5 MR2 V3.6 \/3.7 V3.7 MR2 V3.7 MR3 [V3.7 Beta

including |including including

MR1 - MR1 MR1

MR3
Acis DCI Uptov7.0 [Uptov7.0 [Uptov7.0 |[Uptov7.0 |Uptov7.0 |Uptov7.0 |Uptov7.0 |Uptov7.0
Catia 4 DCI [4.2.* 4.2.* 4.2.* 4.2.* 4.2.* 4.2.* 4.2.* 4.2.*
Catia 5 DCI N/A R8 - R13 R8 - R13 R8 - R13 R8 - R14 R8 - R14 R8 - R16 R8 - R16
I-Deas DCI 6a - 9 6a - 10 6a - 10 6a - 10 6a-11 6a-11 6a - 11 6a - 11
Pro/Engineer [2002i - 2002i - 2002i - 2002i - 2002i - 2002i - 2002i - 2002i -
DCI \Wildfire \Wildfire \Wildfire \Wildfire \Wildfire \Wildfire \Wildfire \Wildfire
SolidWorks  |N/A 2003 - 2005|2003 - 2005 [2003 - 2005 [2003 - 2007 [2003 - 2007 2003 - 2007 [2003 - 2007
DCI
Unigraphics |UptoNX [UptoNX [UptoNX [UptoNX [UptoNX [UptoNX [UptoNX [UptoNX
DCI 1.0 1.0 3.0 3.0 4.0 4.0 4.0 4.0
Catia 4 DCT [3.2-4.24 ([3.2-424 |3.2-424 |3.2-424 [32-424 [3.2-424 [3.2-424 [3.2-424
Catia 5 DCT |N/A N/A N/A R6 - R12 R6 - R13 R6 - R14 R6 - R15 R6 - R16
Parasolid R11-R14 [R11-R14 |R11-R14 |R11-R16 |R11-R16 |R11-R16 [R11-R16 [R11-R16
DCT
Pro/Engineer |R18 - 2001 [R18 -2001 [R18 - 2001 |R18 - R18 - R18 - R18 - R18 -
DCT \Wildfire 2 |Wildfire 2 |Wildfire 2 [Wildfire 2 |Wildfire 2
Unigraphics [v15-V18 [V15-V18 |V15-V18 [VI5-NX |V13-NX2 [VI3-NX2 |[V13-NX2 [VI3- NX2
DCT 2.0

PC-DMIS |PC-DMIS PC-DMIS |PC-DMIS PC-DMIS [PC-DMIS PC-DMIS
V4.0 V4.0 Beta V4.1 V4.1 Beta [v4.2 V4.2 Beta |V4.3 Beta

Acis DCI Up tov7.0 |Uptov7.0 Up tov7.0 [Uptov7.0 Uptov7.0 |Uptov7.0 Up to v7.0
Catia 4 DCI 4.2.* 4.2.* 4.2.* 4.2.* 4.2.* 4.2.* 4.2.*
Catia 5 DCI R8 - R16 R8 - R16 R8 - R16 R8 - R16 R8 - R17 |R8-R17 R8 - R17
I-Deas DCI 8 -11 8 -11 8 -11 8-11 8-11 8-11 8-11
Pro/Engineer [2002i - 2002i - Wildfire [2002i - 2002i - Wildfire[2002i - 2002i - Wildfire[2002i - Wildfire
DCI \Wildfire \Wildfire \Wildfire
SolidWorks 2003 - 2007 {2003 - 2007  |2003 - 2007 |2003 - 2007  |2003 - 2007|2003 - 2007  [2003 - 2007
DCI
Unigraphics Upto NX |[UptoNX4.0 [UptoNX |UptoNX4.0 [UptoNX [UptoNX4.0 |UptoNX4.0
DCI 4.0 4.0 4.0
Catia 4 DCT 3.2-424 [3.2-424 3.2-4.2.4 [3.2-4.24 3.2-4.2.4 [3.2-4.24 3.2-4.2.4
Catia 5 DCT R6 - R16 R6 - R16 R6 - R16 R6 - R16 R6 - R17 |R6-R17 R6 - R17
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Parasolid DCT |R11-R16 |[R11-R16 R11-R16 |R11-R17 R11 - R17 |R11-R17 R11 - R17
Pro/Engineer |R18- R18 -Wildfire 2 |R18 - R18 -Wildfire 3[R18 - R18 -Wildfire 3|R18 -Wildfire 3
DCT \Wildfire 2 \Wildfire 3 \Wildfire 3

Unigraphics V13 - NX2|V13- NX2 V13 - NX3 [V13-NX4 V13 - NX 4 [V13 - NX 4 V13 - NX 4
DCT

Additional Compatibility Notes:

e Unigraphics DCT - Compressed files and assemblies are supported.
e Pro/Engineer DCT Assemblies are supported.

e Catia 5 DCT Assemblies are supported.

Follow the appropriate installation instructions listed in "Installation Overview" to set up your CAD
system to directly interface with PC-DMIS for Windows.

* The minimum CATIA 4.0 licenses required in order for the PC-DMIS CATIA 4.0 DCI to function
properly with a model are the same that would allow the model to be opened, modified and saved
in CATIA. Any lesser licenses will not be sufficient.

The minimum licenses cannot be specifically defined because the ability to open, modify and
save a CATIA model will be somewhat dependent on the content of the model itself.



Minimum License Requirements

The licenses needed to directly interface PC-DMIS with your CAD system are included in this

table:
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Supported CAD
System

Required PC-DMIS
Version

License Requirements

Unigraphics

PC-DMIS 3.2 and later

Gateway and
UFUN_EXEC

CATIA 4.0

PC-DMIS 3.2 and later

Any CATIA license
that allows you to
open, modify and save
a model inside CATIA.
This minimum license
cannot be defined
here because the
license needed
depends somewhat on
the content of model
itself.

CATIAS

PC-DMIS 3.5 MR2 and
later

CATIA 5 installed on
the same computer
that runs PC-DMIS.

Pro/ENGINEER

PC-DMIS 3.2 and later

Basic license of
Pro/ENGINEER
installed on the same
computer as PC-
DMIS. Additionally,
your login account
needs to be a member
of the Power Users
profile in order to use
Pro/ENGINEER.

I-DEAS PC-DMIS 3.2 and later | One free license of I-
DEAS master modeler
and I-DEAS master
assembler

ACIS PC-DMIS 3.2 and later | Not applicable

SolidWorks PC-DMIS 3.2 and later | SolidWorks license.

AIMS PC-DMIS 4.1 and AIMS must be licensed

later

on the same computer
that runs PC-DMIS.
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Unigraphics Direct CAD Interface

Follow the procedures in this section to install PC-DMIS and configure your system to use the
Unigraphics Direct CAD Interface.

O Make sure you have full administrator rights before proceeding.

O If you haven't already done so, install Unigraphics V15 or higher on the same computer
that will run PC-DMIS. You may use either a floating (network) license or locked license
to run the Unigraphics DCI. However, you must be able to run Unigraphics on the local
machine in order for PC-DMIS to be able to interface with Unigraphics You must have, at
minimum, the Unigraphics gateway and ufunc_execute options; if not, you can purchase
them from Unigraphics (see http://www.unigraphics.com).

Step 1: Installing PC-DMIS
First, you need to install PC-DMIS. To install PC-DMIS, follow this procedure:

1. Plug your PC-DMIS portlock (also known as a dongle) into the printer port of your PC.

2. Insert the PC-DMIS CD-ROM into your CD-ROM drive.

3. Using Windows Explorer, open the directory containing the CD-ROM and then navigate
to the setup.exe application for PC-DMIS.

4. Double click (execute) the file setup.exe.

5. This will activate the PC-DMIS installation sequence.

6. Follow the on-screen instructions until PC-DMIS is installed.

This completes the PC-DMIS installation.

Step 2: Test the Unigraphics Direct CAD Interface

Once PC-DMIS is installed, you need to import a Unigraphics part file and test the Direct CAD
Interface.

Complete the following steps to test Unigraphics DCI:

Launch PC-DMIS

1. From the Start menu, select Programs | PC-DMIS for Windows | Online. PC-DMIS
launches. You may also test this by running PC-DMIS in Offline mode following the
same steps below.

2. If the Open File dialog box appears, cancel it.

Create a New Part Program

1. Select File | New to create a new part program. The New Part Program dialog box
appears.

2. Type a name for the part program in the Part Name box and fill in the other boxes if
desired.

3. Select the units of measurement from the Measurement Units area. This should match
the units used in the CAD file you will import.
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4. Click OK. This dialog box closes and the Probe Utilities dialog box opens.
5. Click Cancel on the Probe Utilities dialog box to close it.
6. Click OK.

Calibrate the probe if you wish. If you choose not to calibrate the probe PC-DMIS may display a
message stating that the probe has not been calibrated. Simply click OK to continue.

Modify the Assembly Load Method

Before importing your Unigraphics file you will need to select the Assembly Load Method. This
method will be used when searching for assembly component file when loading an assembly. To
select a method:

1. Select Edit | Graphics Display Window | DCI | Unigraphics to open the Unigraphics
DCI Load Options dialog box.

Unigraphics DCI Load Options 5[

Azsembly Load Method

{*' Load from Directory

" Load from Search Directaries
" Load as Saved

Ik I Reskore Defaulk Zancel

Unigraphics DCI Load Options dialog box

2. Select one of the following options:

e Load from Directory - Unigraphics looks for the assembly component files in the
same directory containing the assembly.

e Load from Search Directories - Unigraphics looks for a load_options.def file. This
file contains a list of ordered directories from which Unigraphics will search to find
the assembly component files.

e Load as Saved - Unigraphics used the full path, as saved in the assembly, to load
the component files.

3. Clicking Restore Default will set the method to the default value from the registry as set
from the UGLoadOpt i on of the Opt i on section of the Settings Editor application. See
the "UGLoadOption" topic.

4. Click OK to set the selected Assembly Load Method and close the dialog box or click
Cancel to close the dialog box without applying any changes.
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Import a Unigraphics Part File

1. Selectthe File | Direct CAD Interfaces ® | Unigraphics menu option. An Open dialog
box appears.

Select Unigraphics DCI Files from the Files of Type list.

Navigate to the directory containing the UG file to import.

Select the UG part (with a .prt extension).

Click Import. This dialog box closes.

The Layers to Import dialog is displayed. This dialog shows the layers that contain CAD
data along with any category name for the layers

ogkwn

WAMART _HAMDLE_WAYE_ITEM_S
WAMART _HAMDLE_WAYE_ITEM G
WAMART _HAMNDLE_WAYE_ITEM S
NCES701
NCES702
NCES703

MCES704

, RIBED_HAMDLE ‘WAYE_ITEM_17
. NCE1701

, MCE1702

13, MNCE1703

15, BLANK_HAMDLE_\WAVE_ITEM_18

16, BLAMNK_HAMDLE_WAYE_ITEM_18, MNCE180:

bt N RN e A B

20
25, CORE_STRAP_INSERT_ITEM_13
27, NCE1301

256

4 | o

Selected Lavers | all Layvers |

Layers to Import dialog box

7. Select the needed layers and click Selected Layers to import only the CAD data in those
layers. Click All Layers to import the CAD data from all layers.

8. PC-DMIS imports the selected file.

9. Use PC-DMIS as usual.
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CATIA 4 Direct CAD Interface

To import a CATIA file that functions in PC-DMIS, follow these procedures:

O If installing to a Windows NT, 2000 or XP computer, make sure you have full
administrator rights before proceeding.

O If you haven't already done so, install CATIA V4.2.x on a UNIX workstation (IBM, SGI,
HP, or SUN Solaris).

Step 1: Installing the Pcdcat Interface File on the CATIA System

1. Determine on which UNIX operating system the CATIA system is currently running.
Supported operating systems are:

a IBM's AIX

O SGIsIRIS

Q HP's HP-UX

O SUN's SOLARIS

2. Create a directory called "pcdmis” under a CATIA user directory for installing PC-DMIS
files.
Example: /home/catadm/pcdmis

3. Place the appropriate PC-DMIS/CATIA interface file in the Pcdmis directory of your UNIX
workstation. This interface file will be one of the following files, depending on your type of
UNIX workstation:

Q pcdcat.ibm.gz
Q pcdcat.sgi.gz
O pcdcat.hp.gz
O pcdcat.sun.gz

4. You can also download the latest PC-DMIS/CATIA interface file from
ftp://wilcoxassoc.com/dci/catia/.

5. On the UNIX station, unzip the pcdcat file with the gunzi p command: gunzi p
<fil enanme>

6. Once the file is in the Pcdmis directory on your UNIX workstation and unzipped, rename
the file to simply “pcdcat” (without any file name extension).
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Step 2: Installing the Pcdmis.dat File on the CATIA system

Pcdmis.dat is a simple data text file containing network information that allows CATIA to
communicate with the Windows 95, Windows 98, Windows NT, Windows 2000, or Windows XP
operating systems.

1. Place Pcdmis.dat into the Pcdmis directory on your UNIX workstation. You can also
download this file from ftp://wilcoxassoc.com/dci/catia/

2. Edit Pcdmis.dat so that it contains the necessary port and IP address information of your
UNIX workstation as shown in "Example of the Pcdmis.dat File on a UNIX Workstation".
If desired, you can also edit this file with these two additional options:

[Option |Description

DEBUG [Turns on the generation of a debug file. This file is a
communications log of the Windows system with the
UNIX system. It also contains the processing
occurring on the UNIX system.

Note: Use care with this option as it can generate a
very large file that could tax your system's resources.
EXIT Exits PCDCAT (interface file) each time you exit PC-
DMIS.

If this isn't used, PCDCAT never exits but continues
to run, waiting for PC-DMIS to communicate with it.
PORT2 |If EXIT is not set, then PORT2 should be set to an
open TCP/IP port. PCDCAT will then spawn off a
separate process whenever PC-DMIS connects to it.
This allows PC-DMIS to be always on, waiting for a
connection from PC-DMIS, but only using CATIA
licenses when PC-DMIS is connected to it.

Example of the Pcdmis.dat File on a UNIX Workstation
$ PC-DMIS/CATIA Interface

| P=205. 158. 132. 244;
(Note: IP address of the UNIX workstation)

PORT=5555;
(Note: use same port for both UNIX and Windows)

PORT2=5556;
(Note: this port is just used on the UNIX side for inter-process communication. This is
optional)

DEBUG,
(This is optional)

EXI T,
(This is optional)

10
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Step 3: Declaring Your Files

For the CATIA Direct CAD Interface to access a path, that path needs to be defined in a CATIA
declaration file There are two files where this can be done. On most systems they are:

"/home/catadm/USRENV.dcls"
"/home/catadm/dec/CATIA.dcls".

Using a standard text editor, modify the CATIA declaration file, Catia.dcls, to define the model
directory and/or alias (See "Example of Catia.dcls File on UNIX Workstation").

Note: Normally, you'll only need to edit Catia.dcls, but some situations may require that you edit
both files.

Example of Catia.dcls File on UNIX Workstation

/* ___________________________________________________________ */
/* MODEL decl arations */
/* ___________________________________________________________ */
catia. MODEL = '"$HOVE/ db","PCDM S"' ;

catia. MODEL = '"/hone/ cat adnf pcdm s", " PCDM S2""' ;

catia. MODEL = '"/hone/ cat adn', "PCDM S5"' ;

The first part of the path..

' " $HOVE/ db"

"""/ hone/ cadadni pcdmi s/ "

"""/ home/ cadadm "

.is the path to the CATI A nodel s.
The second part of the path..
"PCDM S"';

"PCDM S2"' ;

"PCDM S5"' ;

.is the alias.

You can nodify a path without its alias as shown here:
catia. MODEL = ' $HOVE/ db’

catia. MODEL = '/hone/ cat adnt db’

Step 4: Installing PC-DMIS
Next, you need to install PC-DMIS. To install PC-DMIS follow this procedure:

1. Plug your PC-DMIS portlock (also known as a dongle) into the printer port of your PC.

2. Insert the PC-DMIS CD-ROM into your CD-ROM drive.

3. Using Windows Explorer, open the directory containing the CD-ROM and then navigate
to the setup.exe application for PC-DMIS.

4. Double click (execute) the file setup.exe.

5. This will activate the PC-DMIS installation sequence.

6. Follow the on-screen instructions until PC-DMIS is installed.

This completes the PC-DMIS installation.

11
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Step 5: Networking your PC System to the UNIX System

In order for the Direct CAD Interface to function, the computer with PC-DMIS needs to
communicate with the CATIA system over a TCP/IP network, capable of handling File Transfer
Protocol (FTP) commands.

Set up Your Network on the PC

rprONE

©No U

From the Start menu select Settings | Control Panel. The Control Panel appears.
Double-click on the Network icon.

Select the Protocols tab.

Check the Network Protocols list, make sure the TCP/IP network protocol is installed. If
not, click the Add button and follow the on-screen instructions.

Select TCP/IP Protocol from the Network Protocols list.

Click the Properties button. The Microsoft TCP/IP Properties dialog box appears.
Select the Specify an IP Address option.

Type a valid IP address in the IP Address box for your NT system.

Modify the Registry

N

4.

Open the Settings Editor.

Click on the plus sign (+) next to the CATI A section. The list expands.

Modify the Cat i aPort, Cati aAddr ess, and Cati aDi r ect or y entries so that they
contain the IP address of the CATIA UNIX workstation, a valid port number, and the
directory location of the CATIA files to import. See "Example of the Registry Modified with
CATIA Information:".

Save and close the Settings Editor when you are finished modifying it.

Example of the Registry Modified with CATIA Information:

[OPTION]

Cat i aPort =5555
(Note: Use the same port for both the UNIX system and the Windows system)

Cat i aAddr ess=205. 158. 132. 244
(Note: Use the IP address of the UNIX workstation)

Cati aDirect ory=PCDM S
(Note: This is the default location of model files on the CATIA system)

Step 6: Testing the CATIA Direct CAD Interface

The final step is to run PC-DMIS and import a CATIA file. Before following the procedures listed
here, run Pcdcat on the UNIX workstation.

Complete the following steps to test the CATIA DCI:

12
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Launch PC-DMIS

1. From the Start menu, select Programs | PC-DMIS for Windows | Online. PC-DMIS

2.

launches. You may also test this by running PC-DMIS in Offline mode following the
same steps below.
If the Open File dialog box appears, cancel it.

Create a New Part Program

5.
6.

Select File | New to create a new part program. The New Part Program dialog box
appears.

Type a name for the part program in the Part Name box and fill in the other boxes if
desired.

Select the units of measurement from the Measurement Units area. This should match
the units used in the CAD file you will import.

Click OK. This dialog box closes and the Probe Utilities dialog box opens.

Click Cancel on the Probe Utilities dialog box to close it.

Click OK.

Calibrate the probe if you wish. If you choose not to calibrate the probe PC-DMIS may display a
message stating that the probe has not been calibrated. Simply click OK to continue.

Import a CATIA CAD File

1.

2
3
4
5.
6.
7
8
9
1

0.

Select the File | Direct CAD Interfaces ® | CATIA menu option. An Open dialog box
appears.

Select CATIA Files DCI from the Files of type list.

Navigate to the directory containing your CATIA part files.

Select a CATIA part file.

Click the Import button. The Catia Get Model dialog box opens.

Type in the appropriate directory or alias information if needed.

Click the Get Model Names button. A list of the CATIA models appears.
Select the CATIA model name or hames (up to 20) from the list.

Click the OK button. PC-DMIS imports the file.

Use PC-DMIS as usual.

Connection Failure: If PC-DMIS can't connect to the Catia workstation, it will display a message
informing you and it will also ask if you want to change your TCP/IP settings. Clicking Yes will
open up the Edit TCP/IP Properties dialog box, allowing you to modify your TCP/IP and port
settings.

Note: If you want to be able to use the DCI without connecting to the CAD system, you can easily
specify this by modifying the Cat i aLoad registry entry.

To do this,
1. Open the Settings Editor.
2. Click on the plus sign (+) next to the Cat i a section. The list expands.
3. Modify the Cati aLoad entry by setting it to FALSE
4. Save and close the Settings Editor when you are finished modifying it.

13
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PC-DMIS won't even attempt to connect to the CAD system, but will instead give you the option
of loading a saved .CAD view.

Additionally, in PC-DMIS 3.5 MR2 and higher a Translate Model check box exists on the CATIA

Get Model dialog box. This check box translates the CATIA model into PC-DMIS's native format.
The CATIA server is not needed if you use this check box.

CATIA 5 Direct CAD Interface

To import a CATIA 5 file that functions in PC-DMIS 4.2, follow these procedures:

O If installing to a Windows NT, Windows 2000, or Windows XP computer, make sure you
have full administrator rights before proceeding.

O If you haven't already done so, install CATIA 5 on the same computer that PC-DMIS is
installed on. Currently CATIA 5 release 8 and release 10 and above are supported.

O The minimum CATIA 5 license that is required to use the DCI is MD1 configuration.

O Before using the CATIA 5 DCI, you must run CATIA 5 at least once to select a license
configuration. Once the license configuration is selected, you don’t need to run CATIA 5
again.

Step 1: Installing PC-DMIS
First, you need to install PC-DMIS. To install PC-DMIS, follow this procedure:

1. Plug your PC-DMIS portlock (also known as a dongle) into the printer port of your PC.

2. Insert the PC-DMIS CD-ROM into your CD-ROM drive.

3. Using Windows Explorer, open the directory containing the CD-ROM and then navigate
to the setup.exe application for PC-DMIS.

4. Double click (execute) the file setup.exe.

5. This will activate the PC-DMIS installation sequence.

6. Follow the on-screen instructions until PC-DMIS is installed.

This completes the PC-DMIS installation.

Step 2: Specify Optional Environment File

If you want PC-DMIS to use a specific installation of CATIA 5 installed on your system, you will
need to complete the following optional steps. If you don’t do these steps, then the default
installation of CATIA 5 will be used. This is usually the latest CATIA 5 release installed on your
system. In most cases, the default installation of CATIA 5 is sufficient.

To specify a non-default CATIA 5 installation that PC-DMIS uses, you will need to specify the
environment file in the PC-DMIS Settings Editor program. The environment file contains settings
needed for CATIA 5 to run properly. The default environment file is usually located at
“‘c:\Documents and Settings\{username}\Application
Data\DassaultSystemes\CATEnv\DefaultEnvironment.txt”. (Here {username} should be
replaced by the username of the currently logged in user.) A complete list of all the environment

14



Direct CAD™ |nterfaces and Translators

files is usually located at “c:\Documents and Settings\All Users\Application
Data\DassaultSystemes\CATEnNv”. To specify which environment file to use, follow these steps:

1. From the Start menu, select Programs | PC-DMIS for Windows | Settings Editor.

2. Inthe Settings Editor program, browse to the CATIA 5 section and select the EnvPath
entry.

3. For the Current Value, enter the full path to the environment file. For example, if you
wanted to specify the file CATIA.V5R12.B12.txt located in the c:\Files directory, you
would enter “c:\Files\ CATIA.V5R12.B12.txt".

4. Save your changes and close the PC-DMIS Settings Editor.

Step 3: Testing the CATIA 5 Direct CAD Interface
The final step is to run PC-DMIS and import a CATIA 5 file.

Complete the following steps to test the CATIA 5 DCI:

Launch PC-DMIS

1. From the Start menu, select Programs | PC-DMIS for Windows | Online. PC-DMIS
launches. You may also test this by running PC-DMIS in Offline mode following the
same steps below.

2. If the Open File dialog box appears, cancel it.

Create a New Part Program

1. Select File | New to create a new part program. The New Part Program dialog box
appears.

2. Type a name for the part program in the Part Name box and fill in the other boxes if
desired.

3. Select the units of measurement from the Measurement Units area. This should match
the units used in the CAD file you will import.

4. Click OK. This dialog box closes and the Probe Utilities dialog box opens.

5. Click Cancel on the Probe Utilities dialog box to close it.

6. Click OK.

Calibrate the probe if you wish. If you choose not to calibrate the probe PC-DMIS may display a
message stating that the probe has not been calibrated. Simply click OK to continue.

Connect to a CATIA 5 File:

1. Selectthe File | Direct CAD Interfaces ® | CATIA 5 menu option. The Open dialog box
appears.

Browse through your hard drive, and select a CATPart or CATProduct file.

Click the OK button. PC-DMIS connects to the file.

4. Use PC-DMIS as usual.

wn
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Importing User-Defined Objects

DaimlerChrysler has the ability to embed User Defined Objects (UDOSs) in their CATIA 5 files
using an internal tool called ETools. These UDOs define measurement features for the part. PC-
DMIS allows you to access UDOs through the CATIA 5 DCI.

To access embedded UDOs:

1
2.
3.
4

Select File | Direct CAD Interface | CATIA 5.

Browse and select the CATIA 5 part or assembly file, containing the embedded UDOs.
Click Import.

Select File | Import | Inspection Plan. If ETool produced UDOs are defined in the part,
the Select IP name dialog box appears.

Select IP name x|

The Following inspection plans are available in your CAD system, Please make a selection
or press cancel to continue ko selecting a file containing an inspection plan.

Holes

PLP=
MM

Caricel |

Select IP name dialog box

Select one or more Inspection Plans from the list (hold the Ctrl key while selecting to
select more than one Inspection Plan).

Click OK to import the selected plan(s), or cancel to browse for a different Inspection
Plan that is not embedded in the CATIA 5 file.

PC-DMIS creates an IP file that it imports into PC-DMIS. Measured features are added to
the part program.

Note: If any changes are made to the CATIA 5 file, you will be notified so the UDOs can be
reimported.
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Pro/ENGINEER Direct CAD Interface

Follow the procedures in this section to install PC-DMIS and configure your system to use the
Pro/ENGINEER Direct CAD Interface.

O If you haven't already done so, install Pro/ENGINEER Revision 2000i2 or higher. You
must install it on a system running Windows 98, NT, 2000, or XP. Pro/ENGINEER is not
supported on Windows 95.

[Note: PC-DMIS version 4.0 works with Pro/ ENGINEER 2000i2 and higher

O If installing to a Windows NT, 2000, or XP computer, make sure you have full
administrator rights before proceeding.

O You must install Pro/ENGINEER on the same computer system as PC-DMIS. You may
use either a floating (network) license or locked license to run Pro/ENGINEER, however,
the Pro/ENGINEER process must be running on the local machine in order to interface
with PC-DMIS. If you do not have a license available, you may purchase one from PTC
(see http://www.ptc.com).

O For Pro/ENGINEER to run properly, you may need to modify certain paths or executable
names to fit your system (depending on the version that you have and the location of
needed files). The steps below show how to do this for a Windows XP system running
Pro/ENGINEER 2000i2 and PC-DMIS.

O IMPORTANT! You should ensure that all the latest patches have been downloaded and
installed for your version of Pro/ENGINEER. These patches can be found at

www.ptc.com.

Step 1: Creating the PRO_COMM_MSG_EXE Environment Variable

First you need to determine the location of the Pro/ENGINEER executable file
Pro_comm_msg.exe and add its directory path to a new environment variable.

Determine the Pro_comm_msg.exe Directory Path:

1. From the Start menu, select Search | For Files or Folders. The Search Results

window appears.

Type PRO_COW MSG. EXE into the All or Part of the Filename box.

3. Select Local Hard Drives from the Look In list.

4. Click Search. Your computer will search for this file. If Pro/ENGINEER has been installed
on your local machine, the search results should display the directory pathway to the file.
This will be something like this:

n

C:\ProgramFiles\Proe2000i2\i486_nt\obj\ pro_comm_msg.exe

Note: If the search for the Pro_comm_msg.exe file displays more than one location, study the
directory paths of each location, and choose the path that best represents the version, date, or
location of Pro/ENGINEER to which you want to directly interface.
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5. Make a note of this directory pathway or leave the Search Results window open so you
can use it for future reference.

Create a Variable and Assign a Pathway:

From the Start menu, select Settings | Control Panel. The Control Panel appears.
Double-click the System icon. The System Properties dialog box appears.

Select the Advanced tab and then click the Environment Variables button. The
Environment Variables dialog box appears.

4. Inthe System Variables area, click the New button. The New System Variable dialog
box appears.

Type PRO_COW MSG_EXE into the Variable name box.

6. Type the directory pathway to Pro_comm_msg.exe in the Variable Value box (you can
type the pathway from the Search Results window). It should looks something like this:

wp e

o

C:\ProgramFiles\Proe2000i2\i486_nt\obj\ pro_comm_msg.exe

7. Click the OK button to assign this value to the newly created variable.
8. Continue clicking OK until you close the System Properties dialog box.

Step 2: Installing PC-DMIS

If you haven't installed PC-DMIS on the system running Pro/ENGINEER, follow the procedure
here to install PC-DMIS version 3.2 or higher. If you've already installed PC-DMIS, skip this step
and go to "Step 3: Editing the Registry with Pro/ENGINEER Information".

1. Plug your PC-DMIS portlock (also known as a dongle) into the printer port of your PC.

2. Insert the PC-DMIS CD-ROM into your CD-ROM drive.

3. Using Windows Explorer, open the directory containing the CD-ROM and then navigate
to the setup.exe application for PC-DMIS.

4. Double click (execute) the file setup.exe.

5. This will activate the PC-DMIS installation sequence.

6. Follow the on-screen instructions until PC-DMIS is installed.

This completes the PC-DMIS installation.
Step 3: Editing the Registry with Pro/ENGINEER Information

In this step you will modify the Pr oEngi neer section of the registry file so that it contains an
executable name entry.

Note: If you cannot find the Pr oEngi neer section inside the Settings Editor, you may need to
call Customer Support to verify that this option is turned on in your portlock (or dongle). If you're
calling within the United States, the number is (800) 343-7933. If you're calling outside the United
States the number is (1) (800) 343-7933.

1. Access PC-DMIS's Settings Editor from the PC-DMIS programs group. Select Start |
Program Files | PC-DMIS for Windows and then click on the Settings Editor icon.

2. Click the plus sign (+) next to the Pr oEngi neer section. The list expands, showing the
options associated with this section.

3. Click on the Pr oEngi neer Execut abl eNane entry.
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4. Change the values of this entry setting it equal to the executable name used to launch
Pro/ENGINEER. Normally this would be something like PROE20 or Pr 0e2000i 2
depending on how Pro/ENGINEER was setup to run on your computer. Typically, the
Pr oEngi neer Execut abl eNane entry is set to the name that is required to run
Pro/ENGINEER from a Command Prompt window.

Note: If you cannot get the interface to work properly, you might try entering the entire file path of
your Pro/ENGINEER executable (i.e. C:\ ProgramFiles\Proe2000i2 . . . \Proe2000i2.bat).

The modified entry in the Pr oEngi neer section would look like this:
ProEngineerExecutableName=PROE20
or
ProEngineerExecutableName=Proe2000i2
5. Click Save Setting, and then click OK to close the Settings Editor.
Step 4: Testing the Pro/ENGINEER Direct CAD Interface

The final step is to run PC-DMIS and import a Pro/E file.

Note: Some security software, anti-virus and firewall programs, can interfere with the
performance of the ProEngineer DCI, or even keep it from working at all. To test, try disabling the
security software temporarily.

Note: Custom ProEngineer configuration files can also have an adverse affect on the
performance of the ProEngineer DCI, particularly the config.* files contained in the “text” directory
of the ProEngineer installation. To test, try renaming these config.* files temporarily.

Complete these steps to test the ProE DCI:
Launch PC-DMIS

1. From the Start menu, select Programs | PC-DMIS for Windows | Online. PC-DMIS
launches. You may also test this by running PC-DMIS in Offline mode following the
same steps below.

2. If the Open File dialog box appears, cancel it.

Create a New Part Program

1. Select File | New to create a new part program. The New Part Program dialog box
appears.

2. Type a name for the part program in the Part Name box and fill in the other boxes if
desired.

3. Select the units of measurement from the Measurement Units area. This should match
the units used in the CAD file you will import.

4. Click OK. This dialog box closes and the Probe Utilities dialog box opens.

5. Click Cancel on the Probe Utilities dialog box to close it.

6. Click OK.
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Calibrate the probe if you wish. If you choose not to calibrate the probe PC-DMIS may display a
message stating that the probe has not been calibrated. Simply click OK to continue.

Import a Pro/ENGINEER Part File:

1. Selectthe File | Direct CAD Interfaces ® | Pro/ENGINEER menu option. The Open
dialog box appears.

Select Pro E Files from the List Files of Type list on the right side of the dialog box.
Navigate to the directory containing your Pro/ENGINEER patrt files.

Select the Pro/ENGINEER part file (with a .prt or .asm extension).

Click OK. PC-DMIS imports the selected file.

Use PC-DMIS as you would with an IGES file.

S

Note: If you want to be able to use the DCI without connecting to the CAD system, you can easily
specify this by modifying the Pr oEngi neer Load registry entry.

To do this,
1. Open the Settings Editor.
2. Click on the plus sign (+) next to the PROENG NEER section. The list expands.
3. Modify the Pr oEngi neer Load entry by setting it to FALSE
4. Save and close the Settings Editor when you are finished modifying it.

PC-DMIS won't even attempt to connect to the CAD system, but will instead give you the option
of loading a saved .CAD view.

I-DEAS Direct CAD Interface

O If installing to a Windows NT, 2000, or XP computer, make sure you have full
administrator rights before proceeding.

O If you haven't already done so, install I-DEAS master series 6a or later on the same
computer that will run PC-DMIS, or any PC or UNIX computer that can be accessed over
a network as a remote host. Have at least one free license of I-DEAS on the computer
that I-DEAS will be accessed from.

Step 1: Installing PC-DMIS
First, you need to install PC-DMIS. To install PC-DMIS, follow this procedure:

1. Plug your PC-DMIS portlock (also known as a dongle) into the printer port of your PC.

2. Insert the PC-DMIS CD-ROM into your CD-ROM drive.

3. Using Windows Explorer, open the directory containing the CD-ROM and then navigate
to the setup.exe application for PC-DMIS.

4. Double click (execute) the file setup.exe.

5. This will activate the PC-DMIS installation sequence.

6. Follow the on-screen instructions until PC-DMIS is installed.

This completes the PC-DMIS installation.
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Step 2: Testing the I-DEAS Direct CAD Interface

The final step is to run PC-DMIS and import an I-DEAS file.

Complete these steps to test the I-DEAS DCI:

Launch PC-DMIS

From the Start menu, select Programs | PC-DMIS for Windows | Online. PC-DMIS

launches. You may also test this by running PC-DMIS in Offline mode following the
same steps below.

If the Open File dialog box appears, cancel it.

Create a New Part Program

5.
6.

Select File | New to create a new part program. The New Part Program dialog box
appears.

Type a name for the part program in the Part Name box and fill in the other boxes if
desired.

Select the units of measurement from the Measurement Units area. This should match
the units used in the CAD file you will import.

Click OK. This dialog box closes and the Probe Utilities dialog box opens.

Click Cancel on the Probe Utilities dialog box to close it.

Click OK.

Calibrate the probe if you wish. If you choose not to calibrate the probe PC-DMIS may display a
message stating that the probe has not been calibrated. Simply click OK to continue.

Import an I-DEAS CAD File:

1.

Select the File | Direct CAD | I-DEAS menu option in PC-DMIS version 4.0, or select the
File | Direct CAD Interfaces ® | I-DEAS menu option in PC-DMIS version 4.1. The I-
DEAS lItem Selection dialog box will appear.
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I-DEAS Item Selection dialog box

This dialog box allows you to select items from an I-DEAS model file. PC-DMIS must be

21



PC-DMIS - Direct CAD Interfaces and Translators

connected to an I-DEAS server for this dialog box to be active. For more information see
"Using the I-DEAS Coordinate System Selection dialog box".

2. Click the Connect To Server button. The I-DEAS Server Connection dialog box will
appear. This dialog box will connect PC-DMIS to an I-DEAS server. For more information
on this dialog box, see "Using the I-DEAS Server Connection Dialog Box".

3. Once connected to an I-DEAS server, select items to be imported from the I-DEAS Item
Selection dialog box. See "Using the I-DEAS Item Selection Dialog Box" for more
information.

4. Click the Import Selected Items button.

5. Use PC-DMIS as usual.

Using the I-DEAS Item Selection Dialog Box
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I-DEAS Item Selection dialog box

The I-DEAS Item Selection dialog box allows selection of items from an I-DEAS model file or
library. PC-DMIS must be connected to an I-DEAS server for this dialog box to be active. Click
the Import Selected Items button to import selected items into the part program.

Connect To Server

Click the Connect to Server button to open the I-DEAS Server Connection dialog box. See

"Using the I-DEAS Server Connection Dialog Box" for information on connecting to an I-DEAS
server.

FTP Setup

Click the FTP Setup button to open the I-DEAS FTP Setup dialog box. See the "Using the I-
DEAS FTP Setup Dialog Box" topic for more information.
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Projects / Containers

The Projects / Containers list shows the projects available in the I-DEAS data installation. Select
a project to display the model files and libraries contained in the project. Once the model files and
libraries are displayed for a project, you can select a model file or library to display a list of parts
and assemblies.

Parts in selected container file

The Parts in selected container file area shows the list of available parts in the selected model
file or library. Multiple parts can be selected for import. Click the Select All Parts button to switch
between selecting and deselecting all the parts.

Assemblies in selected container file

The Assemblies in selected container file area shows the list of available assemblies in the
selected model file or library. You can select multiple parts and up to one assembly for import into
the same part program.

Using the I-DEAS Server Connection Dialog Box

x|
Host [PaLL 1DEAS Verpizer [3 =| Ok Pt [1570
¥ Use IOP Ovbe: Comdraracpiaons (T
Ditee Smrvat 0 =
EORCADEAS_ Speri-DEAS =
Serves Fepowon
[ )

Aechrem S e L] ¥
F Coreect ToActive Server
_Dusii |

I-DEAS Server Connection dialog box

This I-DEAS Server Connection dialog box will connect PC-DMIS to an I-DEAS server. Click the
Connect button to link the systems using the current options displayed in the dialog box. If an I-
DEAS server is already connected, you can click the Disconnect button to disconnect from it.
You can then modify the options and connect to a different server. If unexpected problems occur,
a message explaining the problem will be displayed in the Error messages area.
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Host

The Host box displays the computer on the network where the I-DEAS program will run. PC-
DMIS will connect to this I-DEAS program.

The default for the host is the local computer's name. If the host has not been previously
specified, PC-DMIS will display the default name in the Host box. You can access the default
host name by deleting the current host name and pressing the TAB key, moving the cursor out of
the box. PC-DMIS will then automatically fill in the Host box with the local computer’s host name.

Note: When connecting to a remote I-DEAS server, the remote computer’'s network name must
be visible from the computer running PC-DMIS. Conversely, this same computer must be visible
from the computer with the I-DEAS server. You can check if a computer is visible by pinging it
using the network name, not an IP address. When you ping a computer, and the network name
does not resolve to an IP address, you will need to add the network name and IP address to the
host’s network name look-up file.

I-DEAS Version

The I-DEAS Version list allows you to select the version of I-DEAS on the host.

Orbix Port

The Orbix Port box allows you to type the TCP/IP port used for communicating with the server. I-
DEAS uses a software product called Orbix™ as an information broker between applications over
a network. PC-DMIS uses Orbix to send and receive information from the I-DEAS server. By
default, I-DEAS uses TCP/IP port 1570 for Orbix communications across a network. If I-DEAS
does not use the default port, then you need to specify the port using this option.

To determine what port I-DEAS uses for Orbix communications, follow this procedure:

1. Start a session of I-DEAS on the computer where you want to determine the Orbix port.
2. From the I-DEAS Prompt window, open a command window by doing one of the
following:

e On Unix systems, type oaxx execute xterm then press ENTER.
e On PC systems, type oaxx execute cmd.exe then press ENTER.

- I-DEAS Prompt

I
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Opening a command window on a PC from the I-DEAS Prompt window
This will open a terminal window or DOS window into which you can type commands.

3. From the command window, type the following command:

orbixd -v
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You should see output similar to the following:

Orbix daemon v3.0.1PATCH-11

s1474-3.0.1PATCH-11: Orbix Version v3.0.1PATCH-11 for Microsoft Visual C++ on AIX 4.3.2

Implementation Repository Path ...

Daemon Port 11570
Daemon Port Base :1570
Daemon Port Range :50

The 1570 value listed to the right of “Daenon Port ” is the Orbix port you should use. This value
should match the value in the Orbix Port box.

If you get an error message when you type the orbixd —v command, then the Orbix version is
less than version 3.0 and does not support the —v command line switch. You will need to enter
the following command to determine the Orbix port:

I'sit -h yahoo.com

You should get some error messages similar to the following:

[341: Retrying connection to host “yahoo.com port 1570]

The port displayed in the error message is the Orbix port that should be used.
Use IIOP Orbix Communications

Depending on the version of Orbix installed on the I-DEAS server computer, the network
communication will use one of two different communication protocols.

e For Orbix 3.0 and above, the network communications use the CORBA Internet Inter-
ORB Protocol (IIOP).

e For versions of Orbix older than 3.0, the network communications use the non-standard
Orbix communications protocol.

By default, I-DEAS 8 is installed with Orbix version 3.0. So, when connecting to I-DEAS 8 or
higher, you should use the IIOP protocol. However, if you know that the version of Orbix is older
than version 3.0, you should not use the IIOP protocol.

Note: I-DEAS 8 on an SGI or IBM computer typically uses Orbix 2.2 for network communications.
Therefore, if you are connecting to I-DEAS 8 on an SGI or IBM computer, you will need to
deselect the Use IIOP Orbix Communications check box.
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To Determine the Orbix Communication Protocol
You can determine the Orbix communication protocol on the host by doing the following:

1. Start I-DEAS on the computer where you want to determine the Orbix communication
protocol.
2. From the I-DEAS Prompt window, open a command window.

e On Unix systems, type oaxx execute xterm then press ENTER.
e On PC systems, type oaxx execute cmd.exe then press ENTER.

#.1-DEAS Prompt Hl=
2
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Opening a command window on a PC from the I-DEAS Prompt window
This will open a terminal window or DOS window into which you can type commands.

3. From the command window, type the following command:

orbixd -v

You should see output similar to the following:

Orbi x daenmon v3. 0. 1PATCH 11

s1474-3.0. 1IPATCH 11: O bix Version v3.0.1PATCH 11 for Mcrosoft Visual C++ on
Al X 4. 3.2

The first line of the output shows the Orbix version. In this case, it is version 3.0.1.

e Ifthe version is 3.0 or higher, then Orbix uses the IIOP protocol.

e If the version is less than 3.0, then you will get an error message when you type the
orbixd —-v command (versions of Orbix previous to version 3.0 do not support the —v
command line switch). If this is the case, then Orbix uses the non-standard Orbix
protocol and you will need to set the Or bi xI | OPPr ot ocol entry to O in the
Pcdirn.ini file.

Orbix Server

Use the Orbix Server area to tell PC-DMIS how to connect to the I-DEAS server. You can use
the default connection method and server by clicking the Use Default button.

The I-DEAS server can be connected in one of two ways:

Method 1:

PC-DMIS starts up a session of I-DEAS to which you can connect. This is the default. If you
desire a server other than the default, click the Determine button and PC-DMIS will display the
available directories and servers in the Server Repository area:
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Server Repostooy
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Server Repository area

Once PC-DMIS displays the server repository tree, select a server that is correct for the version
of I-DEAS.

PC-DMIS parses the selected server’s launch command to determine the command to start I-
DEAS. This command will be used to create a new temporary server with launch command
options specific to PC-DMIS.

Method 2:

PC-DMIS connects to an active I-DEAS session already running. The active session should be
beyond any start-up dialogs. To connect to an active I-DEAS session, select the Connect To
Active Server check box. Initially, the Orbix Server box will be blank. In this case, PC-DMIS will
attempt to connect to any active server on the host. If more than one I-DEAS session is active,
this may produce unpredictable results.

If you want to connect to a specific active server:

1. Select the Determine button and the list will display all active Orbix servers:

Agtres Servesy
F Connect To Ackve Senver

SDRCADEAS AMperl-DEAS Dredemine
SORCALDEAS BEAlperlDEAS 1

Example list of active Orbix servers displayed

2. Select the server to which you want to connect.

Note: When connecting to a specific active Orbix server, you will need to specify the server every
time you open the part program. This will ensure that you are connecting to the correct server.

Note: When connecting to a Ford C3P version of I-DEAS, you must use this second method to
connect to an I-DEAS server.
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Using the I-DEAS FTP Setup Dialog Box

I-DEAS FTP Setup x|

Test FTF Connection

4 o

I-DEAS FTP Setup Dialog Box

The I-DEAS FTP Setup dialog box allows you to set File Transfer Protocol (FTP) options and test
FTP communications with the I-DEAS server computer. To increase the speed of file transfers
from a remote I-DEAS host, PC-DMIS will attempt to use FTP. If an FTP server is not available
on the I-DEAS host, a slower method of transferring the files through the communication protocol
will be used. This slower method is about ten times slower than using FTP.

To ensure that PC-DMIS can transfer files via FTP to the I-DEAS host successfully, there are
several items that must be checked:

e An FTP server must be running on the I-DEAS host. You can check that an FTP server is
running by using a Command Prompt window to FTP to the host.

e Using FTP, reading a file from the I-DEAS scratch directory must be possible. Again, you
can check this by using FTP a Command Prompt window and try to read a file from the I-
DEAS scratch directory.

Here are the steps to determine the I-DEAS scratch directory:

1. From the I-DEAS session on the remote host, type the following command in the I-DEAS
prompt window:

/ NMA | DM

2. After entering the above command, information should be displayed in the I-DEAS list
window. Near the bottom of the list window, you should see something similar to this:

Dat aMgnt . ScratchDirectory:
(null) -> e:\users\Dragon\

The text to the right of - > is the directory from which FTP must be able to read files. In this
example, the scratch directory is e:\users\Dragon\.
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Anonymous login

Select this check box if read and write privileges are allowed for anonymous login. If read and
write privileges are not allowed for anonymous login, deselect this check box, and specify a
username and password that has read and write privileges.

Username

If you deselect the Anonymous login check box , the Username box becomes available, and
you must type a username to login.

Password

In this box type a password that corresponds with your username. You don't need a password if
you select the Anonymous login check box.

Test FTP Connection

Click the Test FTP Connection button to send and receive a test file to the I-DEAS server
computer. PC-DMIS sends the file to the I-DEAS scratch directory. Once the test finishes, PC-
DMIS removes the test file from the directory. If there are problems during the test, you will see
an error message describing the problem. Otherwise, you will see a message indicating success
along with statistics showing the transfer rates with the I-DEAS server computer.

Using the I-DEAS Coordinate System Selection dialog box

I-DEAS Coordinate System Selechon

Parts: b inpor:
B | Hame |_Prait Mt | Franvition ]
Myl hobsy 123
Gedectnd Pat
' Us coondnste mysbem Cad |
ih-'fy Comdinale System j 'T‘

I-DEAS Coordinate System Selection dialog box

The I-DEAS Coordinate System Selection dialog box allows coordinate system selection for
imported parts. This dialog box opens after you click the Import Selected Items button from the
I-DEAS Item Selection dialog box.

Note: This dialog box appears only if multiple coordinate systems are available for any of the
imported parts.

After changing the coordinate system for the parts, click OK to accept the changes. Click Cancel
to discard any changes.
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Parts to import

The Parts to import list shows the parts PC-DMIS will import. Select each part for which you
want to change the coordinate system option.

Note: If you're importing an assembly, it will not be displayed because assemblies do not have
coordinate systems associated with them.

Selected Part

The Selected Part area shows which coordinate system will be used for the selected part. Select
one of the coordinate systems from the drop-down list. If you do not want to use a coordinate
system for the part, deselect the Use coordinate system check box.

I-DEAS Version 10 or Higher Direct CAD Interface

I-DEAS 10 and higher use a new version of Orbix, OrbixE2A, to communicate between client
programs and I-DEAS.

OrbixE2A no longer allows PC-DMIS to start a new session of I-DEAS when connecting. PC-
DMIS can only connect to a manually started session of I-DEAS. In this latest version of Orbix,
Electronic Data Systems Corporation (EDS), the company that sells I-DEAS, did not consider that
client programs would connect to I-DEAS 10 outside of the I-DEAS environment. They only
assumed that programs would be started only from within I-DEAS.

Since EDS most likely will not address this problem, you will need to perform the following one-
time setup procedures in order to use I-DEAS 10 and higher with PC-DMIS.

Note: In these steps, the phrases PC-DMIS PC refers to the computer on which PC-DMIS exists
and I-DEAS computer refers to the computer on which I-DEAS 10 exists. The I-DEAS program
may or may not be on the same computer as PC-DMIS.

Before continuing, verify that I-DEAS 10 already exists on a computer.

Remote [-DEAS Setup

O |If I-IDEAS resides on a computer other than the PC-DMIS PC, perform the steps below.

O |If I-DEAS resides on the same computer as the PC-DMIS PC, only perform the steps
listed in the "Common Setup for all I-DEAS Configurations" topic.
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Step 1: Install Java 2 on the PC-DMIS PC

If you only have UNIX 1. Obtain the I-DEAS installation discs for Windows
installation discs, you are 2000/XP.

entitled to copies of the 2. Insert disc 1 of the I-DEAS installation discs in the PC-
Windows 2000/XP installation DMIS PC.

discs. Contact EDS at 3. Select installation for Java 2 (1.3.1_4) Development
www.eds.com to receive a Environment. For I-DEAS versions later than 10, the
copy of the Windows Java version may be different.

2000/XP installation discs. 4. Follow any additional on-screen instructions.

Step 2: Install OrbixE2A on the PC-DMIS PC

1. Insertdisc 1 of the I-DEAS installation discs in the PC-DMIS PC.

2. Selectinstallation for I-DEAS 10 NX Series. For I-DEAS versions later than 10, the
version number will change.

3. Follow any on-screen instructions until the Setup Type dialog box appears.

4. Atthe Setup Type dialog box, select Software Installation Only.

5. Atthe User Information dialog box, type the same installation number that you used to
install I-DEAS on the remote computer.

6. Atthe Select License File dialog box, select Manually configure my license after
setup completes.

7. Atthe Select Components dialog box, select the A001 Core Master Modeler check
box. Leave all other options deselected.

8. Finish the installation process by following any additional on-screen instructions.

Step 3: Perform Common Setup Steps

At this point, follow the steps listed in "Common Setup for all I-DEAS Configurations". When
you're finished with those steps, continue with "Step 4: Copy MyDomain.cfg from the Remote
Computer to the PC-DMIS PC".

Step 4: Copy MyDomain.cfg from the Remote Computer to the PC-DMIS PC

1. Locate the file MyDomain.cfg on the remote computer. On PC systems, the default
location for this file is in directory c:\EDS\I-DEAS10\lona\OrbixE2A\etc\domains. On UNIX
systems, you can find the file in a similar directory.

2. Copy the MyDomain.cfg file from the remote computer to the corresponding directory on
the PC-DMIS PC. The directory will be the same value entered for environment variable
IT_CONFIG_DOMAINS_DIR in "Step 2: Add IT_CONFIG_DOMAINS_DIR to the PC-
DMIS PC Environment Variables".

Since MyDomain.cfg is an ASCII formatted file you may experience carriage return formatting
problems when copying this file from the UNIX system to the PC-DMIS PC.

To solve this, the UNIX system provides the unix2dos command line utility to help convert UNIX
ASCII text files so that they're properly read by Windows systems:

uni x2dos <your - uni x-fil e- name> <new wi ndows-fi | e- name>

The first argument is the name of the file you wish to convert and the second argument is the
name you want to give to the converted copy of the file.
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Common Setup for all I-DEAS Configurations

If I-DEAS will be accessed on the same computer as the PC-DMIS PC, only perform the
steps listed below.

If I-IDEAS will be accessed on a computer other than the PC-DMIS PC, only perform the
steps in "Remote I-DEAS Setup".

Step 1: Add “Startup.InitOl: 1” to the ideas_param10.dat file

Adding “Startup.InitOl: 1” to the ideas_param10.dat file causes I-DEAS to create an Orbix server
name immediately upon startup. Without this added line, I-DEAS 10 delays the server name
creation until an unspecified amount of time after startup. Without a created server name, PC-
DMIS cannot connect to I-DEAS.

Note: The name of the .dat file will be slightly different for versions of I-DEAS other than 10. For
example, the I-DEAS 11 .dat file would be ideas paraml1.dat.

1.

On the I-DEAS computer, locate the ideas_param10.dat file. By default this file is located
on Windows systems in the c:\\Team\Master\Config directory. You can find this file in a
similar directory on UNIX systems.

Using a text editor, open ideas_param10.dat.

Type the following line at the end of the file:

Startup.lnita: 1

This text may already exist in the file but it may be commented out. Search for
Startup. | nitd inthe file and if you find it, you don't need to add the line at the end of
the file, simply delete the character in front of the text that comments out the line.

Step 2: Add IT_CONFIG_DOMAINS_DIR to the PC-DMIS PC Environment
Variables

The environment variable IT_CONFIG_DOMAINS_DIR must be set to the Orbix domains
directory on the PC-DMIS PC.

1.
2.
3

o0k
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From the Start menu, select Settings | Control Panel. The Control Panel appears.
Double-click the System icon. The System Properties dialog box appears.

Select the Advanced tab, and then click the Environment Variables button. The
Environment Variables dialog box appears.

In the System Variables area, click the New button.

In the Variable Name, box type the following: | T_CONFI G_DOVAI NS_DI R

In the Variable Value box set the value to the lona\OrbixE2A\etc\domains directory on
the PC-DMIS PC. By default this directory is c: \ EDS\ | -

DEAS10\ | ona\ Or bi XE2A\ et c\ donai ns.

Click the OK button to create the new variable.

Continue clicking OK until you close the System Properties dialog box.
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Step 3: Add IT_DOMAIN_NAME to the PC-DMIS PC Environment Variables

The environment variable IT_ DOMAIN_NAME must be set to the domain name created by I-
DEAS.

From the Start menu, select Settings | Control Panel. The Control Panel appears.
Double-click the System icon. The System Properties dialog box appears.
Select the Advanced tab and then click the Environment Variables button. The
Environment Variables dialog box appears.
4. Inthe System Variables area, click the New button.
5. Inthe Variable Name box, type the following:
| T_DOVAI N_NAME
6. Type the appropriate value in the Variable Value box as noted below:

wp e

e For |I-DEAS 10 and 11 type: MyDonai n
e For |I-DEAS 12 type: | DEAS12

Click the OK button to create the new variable.
Continue clicking OK until you close the System Properties dialog box.

© N

Step 4: Start a Session of I-DEAS on the I-DEAS Computer

Beginning with I-DEAS 10, PC-DMIS can only connect to an active session of I-DEAS. Before
using PC-DMIS to connect to I-DEAS, start a session of I-DEAS on the I-DEAS computer. The
starting model file is not important, but I-DEAS should show the graphics screen.

ACIS Direct CAD Interface

Follow the procedures in this section to install PC-DMIS and configure your system use the ACIS
Direct CAD Interface.

If installing to a Windows NT computer, make sure you have full administrator rights before
proceeding.

Step 1: Installing PC-DMIS

The installation setup program of PC-DMIS 3.2 or higher will place several DLLs in the Path
environment variable allowing you to link directly to ACIS CAD files. To install PC-DMIS follow
this procedure:

Plug your PC-DMIS portlock (also known as a dongle) into the printer port of your PC.
Insert the PC-DMIS CD-ROM into your CD-ROM drive.

Using Windows Explorer, open the directory containing the CD-ROM and then navigate
to the setup.exe application for PC-DMIS.

Double click (execute) the file setup.exe.

This will activate the PC-DMIS installation sequence.

Follow the on-screen instructions.

At the end of the installation, a PC-DMIS for Windows Program Group appears
containing a Start Up icon.

wp e

No ok
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8. Double click this icon and wait a few moments. PC-DMIS checks your portlock settings at
this point.

9. You should now see some new icons in the PC-DMIS for Windows Program Group.
These include: Offline, Uninstall, and Help.

This completes the PC-DMIS installation.

Step 2: Testing the ACIS Direct CAD Interface
Follow these steps to test the ACIS Direct CAD Interface:
Launch PC-DMIS

1. From the Start menu, select Programs | PC-DMIS for Windows | Online. PC-DMIS
launches. You may also test this by running PC-DMIS in Offline mode following the
same steps below.

2. Ifthe Open File dialog box appears, cancel it.

Create a New Part Program

1. Select File | New to create a new part program. The New Part Program dialog box
appears.

2. Type a name for the part program in the Part Name box and fill in the other boxes if
desired.

3. Select the units of measurement from the Measurement Units area. This should match
the units used in the CAD file you will import.

4. Click OK. This dialog box closes and the Probe Utilities dialog box opens.

5. Click Cancel on the Probe Utilities dialog box to close it.

6. Click OK.

Calibrate the probe if you wish. If you choose not to calibrate the probe PC-DMIS may display a
message stating that the probe has not been calibrated. Simply click OK to continue.

Import an ACIS Part File

1. Selectthe File | Direct CAD Interfaces ® | ACIS menu option. An Open dialog box
appears.

Select ACIS Files from the Files of type list.

Navigate to the directory containing the ACIS file to import.

Select the ACIS part (with a .sat pr .sab extension).

Click Import. This dialog box closes.

PC-DMIS imports the selected file.

Use PC-DMIS as usual.

Noogkrowd

SolidWorks Direct CAD Interface

Follow the procedures in this section to install PC-DMIS and configure your system to use the
SolidWorks Direct CAD Interface.

O Make sure you have full administrator rights before proceeding.
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O If you haven't already done so, install SolidWorks (see the "Supported CAD Systems"
topic.) plus Service Pack 4.0 or later on the same computer that will run PC-DMIS. You
must be able to run SolidWorks on the local machine in order for PC-DMIS to be able to
interface with SolidWorks. You must have a basic SolidWorks license; if not, you can
purchase one from SolidWorks (see http://www.solidworks.com).

Step 1: Installing PC-DMIS
First, you need to install PC-DMIS. To install PC-DMIS, follow this procedure:

1. Plug your PC-DMIS portlock (also known as a dongle) into the printer port of your PC.

2. Insert the PC-DMIS CD-ROM into your CD-ROM drive.

3. Using Windows Explorer, open the directory containing the CD-ROM and then navigate
to the setup.exe application for PC-DMIS.

4. Double click (execute) the file setup.exe.

5. This will activate the PC-DMIS installation sequence.

6. Follow the on-screen instructions until PC-DMIS is installed.

This completes the PC-DMIS installation.

Step 2: Test the SolidWorks Direct CAD Interface
This final step imports a SolidWorks part file and tests the Direct CAD Interface.

Follows these steps the test your SolidWorks DCI:

Launch PC-DMIS

1. From the Start menu, select Programs | PC-DMIS for Windows | Online. PC-DMIS
launches. You may also test this by running PC-DMIS in Offline mode following the
same steps below.

2. Ifthe Open File dialog box appears, cancel it.

Create a New Part Program

1. Select File | New to create a new part program. The New Part Program dialog box
appears.

2. Type a name for the part program in the Part Name box and fill in the other boxes if
desired.

3. Select the units of measurement from the Measurement Units area. This should match
the units used in the CAD file you will import.

4. Click OK. This dialog box closes and the Probe Utilities dialog box opens.

5. Click Cancel on the Probe Utilities dialog box to close it.

6. Click OK.

Calibrate the probe if you wish. If you choose not to calibrate the probe PC-DMIS may display a
message stating that the probe has not been calibrated. Simply click OK to continue.
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Import a SolidWorks Part File

Note: When you import a SolidWorks part into PC-DMIS, PC-DMIS creates attributes in the
SolidWorks part file. These attributes are required to allow PC-DMIS to match imported CAD
objects back to their original SolidWorks’ representations.

1. Selectthe File | Direct CAD Interfaces ® | Pro/ENGINEER menu option. An Open
dialog box appears.

Select SolidWorks DCI from the Files of type list.

Navigate to the directory containing the SolidWorks file.

Select the SolidWorks part (a file with a .SLDPRT or .SLDASM extension).

Click Import. This dialog box closes.

PC-DMIS imports the selected file.

Use PC-DMIS as usual.

Nogokwd

AIMS Direct CAD Interface

Follow the procedures in this section to install PC-DMIS and configure your system to use the
AIMS Direct CAD Interface. The AIMS Direct CAD Interface is used to connect to TDF files.

Step 1: Installing PC-DMIS
First, you need to install PC-DMIS. To install PC-DMIS, follow this procedure:

1. Plug your PC-DMIS portlock (also known as a dongle) into the printer port of your PC.

2. Insert the PC-DMIS CD-ROM into your CD-ROM drive.

3. Using Windows Explorer, open the directory containing the CD-ROM and then navigate
to the setup.exe application for PC-DMIS.

4. Double click (execute) the file setup.exe.

5. This will activate the PC-DMIS installation sequence.

6. Follow the on-screen instructions until PC-DMIS is installed.

This completes the PC-DMIS installation.

Step 2: Test the AIMS Direct CAD Interface

This final step imports an AIMS part file and tests the Direct CAD Interface.
Follows these steps the test your AIMS DCI:

Launch PC-DMIS

1. From the Start menu, select Programs | PC-DMIS for Windows | Online. PC-DMIS
launches. You may also test this by running PC-DMIS in Offline mode following the
same steps below.

2. If the Open File dialog box appears, cancel it.
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Create a New Part Program

Select File | New to create a new part program. The New Part Program dialog box
appears.

Type a name for the part program in the Part Name box and fill in the other boxes if
desired.

Select the units of measurement from the Measurement Units area. This should match
the units used in the CAD file you will import.

Click OK. This dialog box closes and the Probe Utilities dialog box opens.

Click Cancel on the Probe Utilities dialog box to close it.

Click OK.

Calibrate the probe if you wish. If you choose not to calibrate the probe PC-DMIS may display a
message stating that the probe has not been calibrated. Simply click OK to continue.

Import an AIMS Part File

N

Nogahkw

Select the File | Direct CAD Interfaces ® | AIMS menu option. An Open dialog box
appears.

Select AIMS DCI Files (tdfa*) from the Files of type list. Typically the directory will
contain several TDF files.

Navigate to the directory containing the TDF files.

Select any TDF file (any file inside the TDF directory that starts with tdfa).

Click Import. This dialog box closes.

PC-DMIS imports the selected file.

Use PC-DMIS as usual.
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Setting Advanced Ini / Registry Options

This chapter allows advanced users to further customize the Direct CAD Interface by setting
certain options within the Pcdlirn.ini file (for PC-DMIS versions prior to 3.5) or the PC-DMIS
Settings Editor (for PC-DMIS version 3.5 and later).

Setting Advanced I-DEAS Options in the [Ideas]Section of the PcdlIrn.ini
File

For advanced users with PC-DMIS version 3.2 or 3.25, this topic provides additional Pcdlrn.ini
entries allowing you to customize the interface between PC-DMIS and I-DEAS.

These entries include:
O O bixPort

O OrbixIIOPProtocol

O Server

O ConnectActiveServer

O Verbose

O Ft pUser Nane and Ft pPassWr d

Note: Normally, you don't need to use any of these entries to successfully operate PC-DMIS with
I-DEAS.

For users with PC-DMIS version 3.5, these entries are controlled from the PC-DMIS user
interface.

Warning: Incorrectly editing the registry may damage your computer system. For this reason we
supply the PC-DMIS Settings Editor. We suggest you use this application to change your settings
in PC-DMIS. However if you decide to edit the registry directly, be sure to back up important data
on the computer before making your changes to the registry.

Using the OrbixPort Entry

I-DEAS uses a software product called Orbix as an information broker between applications over
a network. PC-DMIS uses Orbix™ to send and receive information from the I-DEAS server. By
default, I-DEAS uses TCP/IP port 1570 for Orbix communications across a network. If I-DEAS
does not use the default port, then you need to specify the port using the Or bi xPor t entry in the
Pcdlirn.ini file.
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To Determine the Orbix Port
You can determine the port that I-DEAS uses for Orbix communications by doing the following:

1. Start a session of I-DEAS on the computer where you want to determine the Orbix port.
2. From the I-DEAS Prompt window, open a command window by doing one of the
following:

e On Unix systems, type oaxx execute xterm then press ENTER.
e On PC systems, type oaxx execute cmd.exe then press ENTER.

#.1-DEAS Prompt Hl=
2

|\'.IdICH e omd Se slat emd

Opening a command window on a PC from the I-DEAS Prompt window
This will open a terminal window or DOS window into which you can type commands.

3. From the command window, type the following command:

orbixd -v

You should see output similar to the following:

Orbix daemon v3.0.1PATCH-11

s1474-3.0.1PATCH-11: Orbix Version v3.0.1PATCH-11 for Microsoft Visual C++ on AlX 4.3.2

Implementation Repository Path ...

Daemon Port 11570
Daemon Port Base :1570
Daemon Port Range :50

The 1570 value listed to the right of "Daermon Port " is the Orbix port you should use. If it
is not 1570, then you will need to edit the Pcdlrn.ini Or bi xPor t entry with the port
number.

If you get an error message when you type the or bi xd -v command, then the Orbix
version is less than version 3.0 and does not support the —v command line switch. You will
need to type the following command to determine the Orbix port:

I'sit -h yahoo.com

You should get some error messages similar to the following:

[341: Retrying connection to host “yahoo.com' port 1570]
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The port displayed in the error message is the Orbix port you should use.
To Modify the Or bi xPort Entry in the Pcdlrn.ini file

To customize which TCP/IP port Orbix communication uses in the PcdIrn.ini file, do the following:

1. Open the pcdirn.ini file in a standard text editor (such as Notepad). The file resides in
either your "C:\Windows" directory (for Windows 95, 98, and XP systems) or your
“C:\Winnt” directory (for Windows NT and 2000 systems).

2. Navigate to the [ | deas] section. If there is no [ | deas] section, type [ | deas] on a
new line at the end of the file to add it.

3. Addthe Or bi xPort entry on a new line in the [ | deas] section. Set Or bi xPor t equal
to the port Orbix is communicating on. For example, if Orbix is communicating on port
1770, you would type the following:

O bi xPort =1770

4. Save and close the Pcdirn.ini file when you are finished modifying it.

Caution: When viewing or editing the Pcdlrn.ini file, take care that you don't break up any other
PcdIrn.ini sections. Also, double-check any changes before saving them.

Using the OrbixIIOPProtocol Entry

Depending on the version of Orbix installed on the I-DEAS server computer, the network
communication will use one of two different communication protocols.

e For Orbix 3.0 and above, the network communications use the CORBA Internet Inter-
ORB Protocol (IIOP).

e For versions of Orbix older than 3.0, the network communications use the non-standard
Orbix communications protocol.

By default, if you are connecting to I-DEAS 8 or above, the IIOP protocol is used but you can
override the communication protocol using the Or bi xI | OPPr ot ocol entry in the Pcdlrn.ini file.

I-DEAS MS7 and I-DEAS MS6A can only use the non-standard Orbix protocol. Therefore, the
O bi xI | OPPr ot ocol entry is ignored when connecting to I-DEAS MS7 or I-DEAS MS6A.

Note: I-DEAS 8 on an SGI or IBM computer typically uses Orbix 2.2 for network communications.
Therefore, if you are connecting to I-DEAS 8 on an SGI or IBM computer, you will need to add the
O bi x1 | OPPr ot ocol =0 entry to the Pcdlrn.ini file.
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To Determine the Orbix Communication Protocol
You can determine the Orbix communication protocol on the host by doing the following:

1. Start I-DEAS on the computer where you want to determine the Orbix communication

protocol.
2. From the I-DEAS Prompt window, open a command window.

e On Unix systems, type oaxx execute xterm then press ENTER.
e On PC systems, type oaxx execute cmd.exe then press ENTER.

#.1-DEAS Prompt Hl=
2
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Opening a command window on a PC from the I-DEAS Prompt window

This will open a terminal window or DOS window into which you can type commands.

3. From the command window, type the following command:

orbixd -v

You should see output similar to the following:

Orbi x daenmon v3. 0. 1PATCH 11

s1474-3.0. 1IPATCH 11: O bix Version v3.0.1PATCH 11 for Mcrosoft Visual C++ on
Al X 4. 3.2

The first line of the output shows the Orbix version. In this case, it is version 3.0.1.

e If the version is 3.0 or higher, then Orbix uses the [IOP protocol.

e |If the version is less than 3.0, then you will get an error message when you type the
orbixd —=v command (versions of Orbix previous to version 3.0 do not support the —v
command line switch). If this is the case, then Orbix uses the non-standard Orbix protocol
and you will need to set the O bi xI | OPPr ot ocol entry to 0 in the PcdlIrn.ini file.

To Modify the O bi xI | OPPr ot ocol Entry in the Pcdlrn.ini file

To override the default communications protocol Orbix will use, do the following:

1. Open the pcdirn.ini file in a standard text editor (such as Notepad). The file resides in
either your "C:\Windows" directory (for Windows 95, 98, and XP systems) or your
"C:\Winnt" directory (for Windows NT and 2000 systems).

2. Navigate to the [ | deas] section. If there is no [ | deas] section, type [ | deas] on a
new line at the end of the file to add it.

3. Add the Or bi x1 | OPPr ot ocol entry on a new line in the [ | deas] section. Set
O bi x1 | OPPr ot ocol equal to 1 to have Orbix use IIOP communications or 0 to have
Orbix use the non-standard Orbix protocol. For example, to use the non-standard Orbix
protocol, you would type the following:
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Or bi xI 1 OPPr ot ocol =0

4. Save and close the Pcdirn.ini file when you are finished modifying it.

Caution: When viewing or editing the Pcdlrn.ini file, take care that you don't break up any other
Pcdlrn.ini sections. Also, double-check any changes before saving them.

Using the Server Entry

When connecting to an I-DEAS server, PC-DMIS parses the launch command found in the Orbix
OpenDesign server to determine the startup script for I-DEAS. Normally, PC-DMIS searches for
the OpenDesign server in the Orbix repository directory. The location of this directory differs from
version to version.

Consider this table:

Version Default Repository
Directory

MS8 /SDRC/I-DEAS 8

MS7 /SDRC/I-DEAS 7

MS6A /SDRC/I-DEAS_6

andsoon...

If the OpenDesign server is not located in this default directory, you can manually define where it
is located. To do this:

1. Open the Pcdirn.ini file in a standard text editor (such as Notepad). The file resides in
either your "C:\Windows" directory (for Windows 95, 98, and XP systems) or your
“C:\Winnt” directory (for Windows NT and 2000 systems).

2. Navigate to the [ | deas] section. If there is no [ | deas] section, type [ | deas] on a
new line at the end of the file to add it.

3. Addthe Server entry on a new line inthe [ | deas] section. Set Ser ver equal to the
Orbix OpenDesign server including its directory. For example, if the server is in the /I-
DEAS/MSS8 directory you would type the following:

Server =/ | - DEAS/ M58/ OpenDesi gn
4. Save and close the Pcdirn.ini file when you are finished modifying it.

Caution: When viewing or editing the Pcdlrn.ini file, take care that you don't break up any other
PcdIrn.ini sections. Also, double-check any changes before saving them.
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Using the Connect Acti veSer ver Entry

Normally, when you open an I-DEAS part program in PC-DMIS, an I-DEAS session will be
launched on the specified host. When you exit PC-DMIS, the session of I-DEAS will also shut
down.

You can customize this behavior so that instead of launching a new session of I-DEAS, PC-DMIS
connects to an active session of I-DEAS on the specified host, and when you exit PC-DMIS, the I-
DEAS session remains open. To do this:

1. Open the Pcdirn.ini file in a standard text editor (such as Notepad). The file resides in
either your "C:\Windows" directory (for Windows 95, 98 and XP systems) or your
“C:\Winnt” directory (for Windows NT and 2000 systems).

2. Navigate to the [ | deas] section. If there is no [ | deas] section, type [ | deas] on a
new line at the end of the file to add it.

3. Type Connect Acti veSer ver =1 on a new line inthe [ | deas] section. If this entry is
set to zero or if the entire entry is deleted, this option is turned off.

Note: If Connect Act i veSer ver =1, then the Ser ver entry (described in "Using the
Server Entry" on page 101) is ignored.

Save and close the Pcdlrn.ini file when you are finished modifying it.

Before starting PC-DMIS, manually start I-DEAS on the host. When starting I-DEAS,
make sure you start in master modeler mode. You can start with any model file as long
as |I-DEAS is at the main graphics. When you open an I-DEAS part program in PC-DMIS,
or import an I-DEAS model into a part program, PC-DMIS will look for an active session
of I-DEAS running on the host.

o s

Note: PC-DMIS always interfaces with the first available I-DEAS session on the host. So if you
run more than one session of I-DEAS on the host, PC-DMIS may start interfacing with an
unintended session of I-DEAS.

Caution: When viewing or editing the PcdIrn.ini file, take care that you don't break up any other
PcdIrn.ini sections. Also, double-check any changes before saving them.

Using the Verbose Entry

Using the verbose entry can provide additional information that will help you to diagnose a
problem. Set this entry to one to display more detailed messages related to the I-DEAS DCI.
These messages will generally provide messages as to why a procedure in the I-DEAS DCI
failed.

To Modify the Ver bose Entry in the Pcdlrn.ini file

To customize whether detailed diagnostic messages are displayed during the I-DEAS DCI import
process, do the following:

1. Open the pcdirn.ini file in a standard text editor (such as Notepad). The file resides in
either your "C:\Windows" directory (for Windows 95, 98, and XP systems) or your
“C:\Winnt” directory (for Windows NT and 2000 systems).

2. Navigate to the [ | deas] section. If there is no [ | deas] section, type [ | deas] on a
new line at the end of the file to add it.
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3. Type Ver bose=1 on a new line in the [ | deas] section. If this entry is set to zero or if
the entire entry is deleted, this option is turned off.
4. Save and close the Pcdirn.ini file when you are finished modifying it.

Caution: When viewing or editing the Pcdlrn.ini file, take care that you don't break up any other
Pcdlrn.ini sections. Also, double-check any changes before saving them.

Using the FtpUserName and FtpPassWordEntry

To increase the speed of file transfers from a remote I-DEAS host, PC-DMIS will attempt to use
File Transfer Protocol (FTP). If an FTP server is not available on the I-DEAS host, a slower
method of transferring the files through the communication protocol will be used. This slower
method is about ten times slower than using FTP.

To ensure that PC-DMIS can transfer files via FTP to the I-DEAS host successfully, there are
several items that must be checked:

e An FTP server must be running on the I-DEAS host. You can check that an FTP server is
running by using a Command Prompt window to FTP to the host.

e Using FTP, reading a file from the I-DEAS scratch directory must be possible. Again, you
can check this by using FTP from a Command Prompt window and try to read a file from
the I-DEAS scratch directory.

Here are the steps to determine the I-DEAS scratch directory:

1. From the I-DEAS session on the remote host, type the following command in the I-DEAS
prompt window:

/ MA | DM

2. After entering the above command, information should be displayed in the I-DEAS list
window. Near the bottom of the list window, you should see something similar to this:

DataMgmt.ScratchDirectory:

(null) -> e:\users\Dragon\

The text to the right of - > is the directory from which FTP must be able to read files. In this
example, the scratch directory is e:\users\Dragon\.

By default, PC-DMIS will attempt an anonymous FTP login to the I-DEAS host. If an anonymous
user cannot read files from the I-DEAS scratch directory, you can use the Ft pUser Nane and

Ft pPassWor d to specify which user and password to use for FTP login (see "To Modify the

Ft pUser Nanme and Ft pPassWr d Entries in the Pcdlirn.ini file" on page 104).

To Modify the Ft pUser Nane and Ft pPassWor d Entries in the Pcdlrn.ini file

To use an FTP login other than anonymous, do the following:

1. Open the pcdirn.ini file in a standard text editor (such as Notepad). The file resides in
either your "C:\Windows" directory (for Windows 95, 98, and XP systems) or your
“C:\Winnt” directory (for Windows NT and 2000 systems).
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2. Navigate to the [ | deas] section. If there is no [ | deas] section, type [ | deas] on a
new line at the end of the file to add it.

3. Add the Ft pUser Nare entry on a new line in the [ | deas] section. Set Ft pUser Nane
equal to the user name to login as to the FTP server. For example, if the user name is
PcdmisUser, you would type the following:

Ft pUser Name=Pcdmi sUser

4. Add the Ft pPassWor d entry on a new line in the [ | deas] section. Set Ft pPassWbr d
equal to the password of the user specified with the Ft pUser Nane entry. For example, if
the password for PcdmisUser is pcdmis1, you would type the following:

Ft pPassWor d=pcdmi s1
Remember that passwords are case sensitive.

5. Save and close the PcdIrn.ini file when you are finished modifying it.

Caution: When viewing or editing the Pcdlrn.ini file, take care that you don't break up any other
PcdIrn.ini sections. Also, double check any changes before saving them.

Setting Advanced Unigraphics Options in the PC-DMIS Settings Editor

For advanced users with PC-DMIS version 3.5 or higher, this topic provides additional registry
entries that allow you to further customize the interface between PC-DMIS and Unigraphics.

The entries discussed here include:

0 Option Section
o UGLoadOpti on

o0 Uni graphi cs Section (called Uni gr aphi csDCl in version 3.5)
o All owToRunW t hout CADFI | e
o DisplayUGi censeErrors

0 DebugDC

These options were added to the Uni gr aphi cs Section in PC-DMIS 3.6 and higher:

= UseAssenbl yConmponent Col or s
= | nportWrkLayer

= |nport Sel ect abl eLayers

= |lnportVisiblelLayers

= lnportlnvisiblelLayers

= Layer NUnber sTol nport

Note: Normally, you don't need to use any of these entries to successfully operate PC-DMIS with
Unigraphics.

Warning: Incorrectly editing the registry may damage your computer system. For this reason we
supply the PC-DMIS Settings Editor. We suggest you use this application to change your settings
in PC-DMIS. However if you decide to edit the registry directly, be sure to back up important data
on the computer before making your changes to the registry.
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Using the UGLoadOpt i on Entry

This option sets the rules for the loading of Unigraphics assembly component files when an
assembly is loaded.

Modify the UGLoadOpt i on value in the Registry

Before proceeding you will need to modify an entry in the registry.

1.

2.

3.

Select Start | Program Files | PC-DMIS for Windows, and then click Settings Editor.
The Settings Editor launches.

Find the OPTI ON section of the file, and click the plus sign (+) next to it. The list expands.
Find the UGLoadOpt i on, it should be equal to zero.

Replace the default value of zero with 0, 1, or 2 depending on the directory from which
you will import the UG component parts when you import a UG Assembly file.

Value |[Meaning

UF ASSEM load from_directory

UF ASSEM load from search dirs

UF ASSEM load as saved

0
1
2
4,
5
6

Click Save Setting to save your change.
Click OK, to close the Settings Editor.
Copy the load_options.def file, if one exists, from your UG home directory into your PC-

DMIS home directory.

Using the Al | owToRunW t hout CADFi | e Entry

This entry controls whether a dialog box appears asking you what to do if the original CAD file
can’'t be found.

Modify the Al | owToRunW t hout CADFi | e value in the Registry

1.

2.

Select Start | Program Files | PC-DMIS for Windows, and then click Settings Editor.
The Settings Editor launches.

Find the Uni gr aphi cs section of the file (or Uni gr aphi csDCl if using version 3.5),
and click the plus sign (+) next to it. The list expands. Find the

Al | owToRunW t hout CADFi | e

Replace the current value of True or False

VValue |[Meaning

None |The dialog box will be displayed, asking

the user what to do.

True The dialog box will not be displayed. The

part program will be loaded without the
Original Unigraphics CAD part file.

False |The dialog box will be displayed, asking

the user what to do.

4. Click Save Setting to save your change.
5. Click OK, to close the Settings Editor.
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Using the Di spl ayUGLi censeErrors Entry

This entry controls whether a warning dialog box appears when opening a part program with CAD
data imported with the UG DCI.

Note: Any UG License error dialog box will always be displayed when importing new CAD data
with the UG DCI. Additionally, if you've set the proper configuration option, UG license errors will
be sent to the UG DCI debug file. See "Using the DebugDCl Entry".

Modify the Di spl ayUGLi censeErr or s value in the Registry

1. Select Start | Program Files | PC-DMIS for Windows, and then click Settings Editor.
The Settings Editor launches.

2. Find the Uni gr aphi cs section of the file (or Uni gr aphi csDCl if using version 3.5),
and click the plus sign (+) next to it. The list expands. Find the
Di spl ayUGLi censeErrors.

3. Replace the current value with True or False.

Value |[Meaning

None |PC-DMIS displays the UG license error
warning dialog boxes.

True PC-DMIS will display any UG license
error warning dialog boxes.

False |PC-DMIS does not display any UG
license error dialog boxes when opening
an existing part program.

4. Click Save Setting to save your change.

5. Click OK, to close the Settings Editor.

Using the DebugDCl Entry

This entry controls whether a debug file, UG_DCI.txt, will be created in the PC-DMIS directory.
You can view this file and any debug information it contains in any standard text editor.

Modify the DebugDCl value in the Registry

1. Select Start | Program Files | PC-DMIS for Windows, and then click Settings Editor.
The Settings Editor launches.

2. Find the Uni gr aphi csDCl section of the file (or Uni gr aphi csDCl if using version 3.5),
and click the plus sign (+) next to it. The list expands.

3. Select the DebugDCl entry.

4. Replace the current value with True or False.

Value |[Meaning

None |No debug file will be created.

True A debug file of the UG DCI session will be
created.

False |No debug file will be created.

5. Click Save Setting to save your change.

6. Click OK, to close the Settings Editor.
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Using the UseAssenbl yConponent Col ors Entry

Use the UseAssenbl yConponent Col or s registry entry, available in PC-MIS version 3.6 or
later, to have PC-DMIS display the color for each component. The displayed color can either be
the original part color or a component color specified in the assembly.

This option only has an effect during a Unigraphics assembly import.

Note: Unigraphics does not currently provide a method of determining the actual display of the
assembly components as displayed in Unigraphics. This option provides the means to match the
actual Unigraphics assembly display colors.

Modify the UseAssenbl yConponent Col or s value in the Registry

1. Select Start | Program Files | PC-DMIS for Windows, and then click Settings Editor.
The Settings Editor launches.

2. Find the Uni gr aphi csDCl section of the file, and click the plus sign (+) next to it. The
list expands. Find the UseAssenbl yConponent Col or s.

3. Replace the current value with True or False.

\Value |[Meaning

None |Each assembly component will be
displayed using it’s original part color.
True Each assembly component will be
displayed using the component color as
specified within the assembly..

False |Each assembly component will be
displayed using it’s original part color.
4. Click Save Setting to save your change.

5. Click OK, to close the Settings Editor.

Using the | nport Wor kLayer Entry

This entry controls whether the CAD data on the Unigraphics file’s work layer is imported

Modify the | nport Wor kLayer entry value in the Registry

1. Select Start | Program Files | PC-DMIS for Windows, and then click Settings Editor.
The Settings Editor launches.

2. Find the Uni gr aphi cs section of the file, and click the plus sign (+) next to it. The list
expands.

3. Selectthe | nport Wor kLayer entry.

4. Replace the current value with True or False.

\VValue |[Meaning

None |CAD data on the work layer will be
imported

True CAD data on the work layer will be
imported

False |CAD data on the work layer will not be
imported

5. Click Save Setting to save your change.
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6. Click OK, to close the Settings Editor.
Using the | mport Sel ect abl eLayers Entry

This entry controls whether the CAD data on the Unigraphics file’s selectable layers is imported.

Modify the | nport Sel ect abl eLayer s entry value in the Registry

1. Select Start | Program Files | PC-DMIS for Windows, and then click Settings Editor.
The Settings Editor launches.

2. Find the Uni gr aphi cs section of the file, and click the plus sign (+) next to it. The list
expands.

3. Selectthe | nport Sel ect abl eLayers entry.
4. Replace the current value with True or False.

Value |[Meaning

None |CAD data on the selectable layers will be
imported

True CAD data on the selectable layers will be
imported

False |CAD data on the selectable layers will not
be imported

5. Click Save Setting to save your change.
6. Click OK, to close the Settings Editor.

Using the | mport Vi si bl eLayers Entry

This entry controls whether the CAD data on the Unigraphics file’s visible layers is imported.

Modify the | nport Vi si bl eLayer s entry value in the Registry

1. Select Start | Program Files | PC-DMIS for Windows, and then click Settings Editor.
The Settings Editor launches.

2. Find the Uni gr aphi cs section of the file, and click the plus sign (+) next to it. The list
expands.

3. Selectthe | nport Vi si bl eLayers entry.
4. Replace the current value with True or False.

\VValue |[Meaning

None |CAD data on the visible layers will be
imported

True CAD data on the visible layers will be
imported

False |CAD data on the visible layers will not be
imported

5. Click Save Setting to save your change.
6. Click OK, to close the Settings Editor.
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Using the I mport | nvi si bl eLayers Entry

This entry controls whether the CAD data on the Unigraphics file’s invisible layers is imported

Modify the | nport Vi si bl eLayer s entry value in the Registry

1.

Select Start | Program Files | PC-DMIS for Windows, and then click Settings Editor.
The Settings Editor launches.

Find the Uni gr aphi cs section of the file, and click the plus sign (+) next to it. The list
expands.

Select the | nport Vi si bl eLayers entry.

Replace the current value with True or False.

Value |[Meaning

None |CAD data on the visible layers will be

imported

True CAD data on the visible layers will be

imported

False |CAD data on the visible layers will not be

imported

5. Click Save Setting to save your change.
6. Click OK, to close the Settings Editor.

Using the Layer Nunber sTol nport Entry

This entry determines the layers and the CAD data that are imported from Unigraphics part files.

Modify the Layer Nunber sTol nport entry value in the Registry
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1. Select Start | Program Files | PC-DMIS for Windows, and then click Settings Editor.
The Settings Editor launches.
2. Find the Uni gr aphi cs section of the file, and click the plus sign (+) next to it. The list
expands.
3. Selectthe Layer sNunber sTol nport entry.
4. Replace the current value with a string specifying which layers to import the CAD data.
This string follows the same standard used by Unigraphics to specify layers by number.
Value Meaning
None Import CAD data on all layers (1-
256)
* Import CAD data on all layers (1-
256)
-15 Import CAD data on layers (1-15)
5-10 Import CAD data on layers (5-10)
200- Import CAD data on layers (200-
256)
-5,10-15,200- [Import CAD data on layers (1-5, 10-
15, and 200-256)

5. Click Save Setting to save your change.
6. Click OK, to close the Settings Editor.
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Setting Advanced SolidWorks Settings in the PC-DMIS Settings Editor

For advanced users with PC-DMIS version 3.5, this topic provides additional registry entries that
allow you to further customize the interface between PC-DMIS and SolidwWorks.

The entries discussed here include:

. SaveSol i dWor ksAttri but esl nPar t

Warning: Incorrectly editing the registry may damage your computer system. For this reason we
supply the PC-DMIS Settings Editor. We suggest you use this application to change your settings
in PC-DMIS. However if you decide to edit the registry directly, be sure to back up important data
on the computer before making your changes to the registry.

Using the SaveSol i dWor ksAttri but esl nPart Entry

The SolidWorks Direct CAD Interface creates attributes on the SolidWorks CAD entities in the
SolidWorks part. These attributes are used to associate the Solidworks CAD entity with its PC-
DMSI CAD representation. This option controls if these attributes are stores in the SolidWorks
part.

Modify the SaveSol i dWor ksAttri but esl nPart value in the Registry

1. Select Start | Program Files | PC-DMIS for Windows, and then click Settings Editor.
The Settings Editor launches.

2. Find the Opt i on section of the file, and click the plus sign (+) next to it. The list expands.
Find the SaveSol i dWor ksAt tri but esl nPart

3. Replace the current value of True or False

Value |[Meaning

None |The attributes will NOT be stored in the
SolidWorks part.

True The attributes will be stored in the
SolidWorks part

False |The attributes will NOT be stored in the
SolidWorks part

4. Click Save Setting to save your change.

5. Click OK, to close the Settings Editor.
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Setting Advanced Pro/Engineer Settings in the PC-DMIS Settings Editor

For advanced users with PC-DMIS version 3.5, this topic provides additional registry entries that
allow you to further customize the interface between PC-DMIS and Pro/Engineer.

The entries discussed here include:

ProCommMsgExe
ProEngineerApertureRadius
ProEngineerExecutableName
ProEngineerLoad
ProEngineerUseFeatureFilter
ProEngineerVersion

Warning: Incorrectly editing the registry may damage your computer system. For this reason we
supply the PC-DMIS Settings Editor. We suggest you use this application to change your settings
in PC-DMIS. However if you decide to edit the registry directly, be sure to back up important data
on the computer before making your changes to the registry.

Using the Pr oComriVsgExe Entry

This entry contains the full path of the executable to launch the communication tool used to
communicate with Pro/ENGINEER.

Modify the Pr oCommVsgExe value in the Registry

Before proceeding you will need to modify an entry in the registry.

1. Select Start | Program Files | PC-DMIS for Windows, and then click Settings Editor.
The Settings Editor launches.

2. Find the Pr oEngi neer section of the file, and click the plus sign (+) next to it. The list
expands. Find the Pr oComrivsgExe, the value should be set to None.

3. Replace the default value of None with the full path of the communication tool
executable.

e Inversion 3.25 and earlier, you had to create an environment variable called
Pro_Comm_Msg_Exe that pointed to the actual executable of the communication
tool.

e Inversion 3.5 and later if PC-DMIS cannot find this environment variable, it looks for
the pathway stored in this entry of the Settings Editor. If the proper pathway exists,
PC-DMIS creates the appropriate environment variable, allowing Pro/ENGINEER to
run in batch mode.

4. Click Save Setting to save your change.
5. Click OK, to close the Settings Editor.
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Using the Pr oEngi neer Aper t ur eRadi us Entry

This entry determines the aperture radius, in pixels, that controls whether a ray is close enough to
an edge for the edge to be selected from the ray hit.

Modify the Pr oEngi neer Apert ur eRadi us value in the Registry

Before proceeding you will need to modify an entry in the registry.

1.

2.

4,
5.

Select Start | Program Files | PC-DMIS for Windows, and then click Settings Editor.
The Settings Editor launches.

Find the Pr oEngi neer section of the file, and click the plus sign (+) next to it. The list
expands. Find the Pr oEngi neer Aper t ur eRadi us, the default value should be set to 7.
Replace the default value of 7 with the needed value in terms of pixels. If the value is less
than or equal to zero, then the function uses the default value of seven, or the current
value stored in the configuration file.

e The intersection algorithm used by the PC-DMIS Direct CAD Interface for selecting
and piercing Pro/ENGINEER part geometry returns a list of ray intersections with a
model. It computes the intersection points of both the original ray and its "negative"
with the geometry of the model. The output array is sorted in order of increasing
signed distance. You must determine whether the ray is inside or outside the model.

e If aray hits in the middle of a face on the model, the algorithm selects the face.
However, if the intersection point is very close (within an internally determined
selection aperture) to an edge, then the algorithm also selects the edge. Thus, more
than one entry of type surface or edge in the ProSelection array may correspond to
one actual piercing of the model by the ray. These multiple selections can decrease
computation and comparison time.

e The smaller the aperture radius, PC-DMIS will return fewer intersections. This can
improve computation and comparison time.

Click Save Setting to save your change.
Click OK, to close the Settings Editor.

Using the Pr oEngi neer Execut abl eNanme Entry

This entry contains the executable used to launch Pro/ENGINEER. See “Installing and Using
Pro/ENGINEER Direct CAD Interface for PC-DMIS”.

Modify the Pr oEngi neer Execut abl eNane value in the Registry

Before proceeding you will need to modify an entry in the registry.

1.

2.

Select Start | Program Files | PC-DMIS for Windows, and then click Settings Editor.
The Settings Editor launches.

Find the Pr oEngi neer section of the file, and click the plus sign (+) next to it. The list
expands. Find the Pr oEngi neer Execut abl eNane, the default value should be set to
proe2000i2.

Replace the default value of proe2000i2 with the value specifying the name used to
launch Pro/ENGINEER.

Click Save Setting to save your change.

Click OK, to close the Settings Editor.
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Using the Pr oEngi neer Load Entry

This entry allows you to specify whether or not PC-DMIS's Direct CAD Interface (DCI) attempts to
connect to Pro/ENGINEER.

Modify the Pr oEngi neer Load value in the Registry

Before proceeding you will need to modify an entry in the registry.

1. Select Start | Program Files | PC-DMIS for Windows, and then click Settings Editor.
The Settings Editor launches.

2. Find the Pr oEngi neer section of the file, and click the plus sign (+) next to it. The list
expands. Find the Pr oEngi neer Load, the default value should be set to TRUE.

3. Replace the default value with the needed value of TRUE or FALSE.

e If you set this to FALSE, then the Pro/ENGINEER DCI will not attempt to load
Pro/ENGINEER, but will instead display a message box and then will give you an
option to load the saved .CAD view.

e You should only set this to TRUE if you have a Pro/ENGINEER license that you're
connecting to.

4. Click Save Setting to save your change.
5. Click OK, to close the Settings Editor.

Using the Pr oEngi neer UseFeat ur eFi | ter Entry

This entry determines whether or not PC-DMIS filters the geometry types displayed in the
Graphics Display window. This filters out intermediate, inactive, or hidden geometry that is found
in the Pro/ENGINEER model.

Modify the Pr oEngi neer UseFeat ur eFi | t er value in the Registry

Before proceeding you will need to modify an entry in the registry.

1. Select Start | Program Files | PC-DMIS for Windows, and then click Settings Editor.
The Settings Editor launches.

2. Find the Pr oEngi neer section of the file, and click the plus sign (+) next to it. The list
expands. Find the Pr oEngi neer UseFeat ur eFi | t er, the default value should be set

to TRUE().
3. Replace the default value with the needed value of TRUE(1) or FALSE(O).

e If you set this entry to 1(TRUE), PC-DMIS will enable the feature filter.
e If you set this entry to O(FALSE), PC-DMIS will disable the feature filter and will
display all the geometry.

4. Click Save Setting to save your change.
5. Click OK, to close the Settings Editor.
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Using the Pr oEngi neer Ver si on Entry
This entry specifies the ProEngineer version that is installed for use with PC-DMIS.

Modify the Pr oEngi neer Ver si on value in the Registry

Before proceeding you will need to modify an entry in the registry.

1. Select Start | Program Files | PC-DMIS for Windows, and then click Settings Editor.
The Settings Editor launches.

2. Find the Pr oEngi neer section of the file, and click the plus sign (+) next to it. The list
expands. Find the Pr oEngi neer Ver si on, the default value should be set to
proe2002i2.

3. Replace the default value with the version of ProEngineer that you are using. Valid
strings are "proe2000i2", "proe2001", "proewildfire", "proewildfire2", and "proewildfire3".

4. Click Save Setting to save your change.

5. Click OK, to close the Settings Editor.

Using the UseW | df i reMet hods Entry

This entry allows you specify that PC-DMIS will use faster Wildfire methods to read the ProE
models. It has no effect if ProEngineerVersion is set to "proe2000i2" or "proe2001". If a model
cannot be read when this value is set to TRUE, then changing it to FALSE may resolve this
problem.

Modify the UseW | df i r eMet hods value in the Registry

Before proceeding you will need to modify an entry in the registry.

1. Select Start | Program Files | PC-DMIS for Windows, and then click Settings Editor.
The Settings Editor launches.

2. Find the Pr oEngi neer section of the file, and click the plus sign (+) next to it. The list
expands. Find the UseW | df i r eMet hods, the default value is TRUE.

3. Replace the default value with the needed value of TRUE or FALSE.

e If you set this entry to TRUE, PC-DMIS will use Wildfire methods to read models.
e If you set this entry to FALSE, PC-DMIS will use the slower pre-wildfire methods to
read the model.

Click Save Setting to save your change.
Click OK, to close the Settings Editor.

aks
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Setting Advanced AIMS Settings in the PC-DMIS Settings

For advanced users with PC-DMIS version 4.1, this topic provides additional registry entries that
allow you to further customize the interface between PC-DMIS and AIMS.

The entries discussed here include:
e MeasurementDeviceAccuracy

e MeasurementDeviceld
e MeasurementDeviceName

Warning: Incorrectly editing the registry may damage your computer system. For this reason we
supply the PC-DMIS Settings Editor. We suggest you use this application to change your settings
in PC-DMIS. However if you decide to edit the registry directly, be sure to back up important data
on the computer before making your changes to the registry.

Using the Measur enment Devi ceAccur acy Entry

This entry provides the absolute accuracy of the device that was used to measure the part. This
information will be saved to the TDF file on export.

Modify the Measur enent Devi ceAccur acy value in the Registry

1. Select Start | Program Files | PC-DMIS for Windows, and then click Settings Editor.
The Settings Editor launches.

2. Find the Al M5 section of the file, and click the plus sign (+) next to it. The list expands.
Find the Measur enent Devi ceAccur acy, the default value is None (0).

3. Replace the default value with the needed absolute accuracy value as a real number.

4. Click Save Setting to save your change.

5. Click OK, to close the Settings Editor.

Using the Measur enent Devi cel d Entry

This is an alphanumeric string used to identify the device that was used to measure the part. This
information will be saved to the TDF file on export.

Modify the Measur enent Devi cel d value in the Registry

1. Select Start | Program Files | PC-DMIS for Windows, and then click Settings Editor.
The Settings Editor launches.

2. Find the Al M5 section of the file, and click the plus sign (+) next to it. The list expands.
Find the Measur enent Devi cel d, the default value is None ().

3. Replace the default value with an alphanumeric string used to identify the device.

4. Click Save Setting to save your change.

5. Click OK, to close the Settings Editor.
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Using the Measur enent Devi ceNane Entry

This is the name of the device used to measure the part. This information will be saved to the
TDF file on export.

Modify the Measur enent Devi ceNanme value in the Registry

1.

Select Start | Program Files | PC-DMIS for Windows, and then click Settings Editor.
The Settings Editor launches.

Find the Al VS section of the file, and click the plus sign (+) next to it. The list expands.
Find the Measur enent Devi ceNane, the default value is None ().

Replace the default value with the name of the device as a string.

Click Save Setting to save your change.

Click OK, to close the Settings Editor.

Troubleshooting Direct CAD Interfaces

Use this troubleshooting guide to find solutions to your Direct CAD Interface problems.

Currently, this troubleshooting guide contains these topics:

"Troubleshooting Unigraphics DCI Errors”
"Troubleshooting CATIA DCI Errors"
"Troubleshooting Pro/ENGINEER DCI Errors"
"Troubleshooting I-DEAS DCI Errors"
"Troubleshooting SolidWorks DCI Errors"
"Troubleshooting CATIA 5 DCI Errors”
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Troubleshooting Unigraphics DCI Errors

The first thing you should do when troubleshooting the Unigraphics DCI is to run PC-DMIS with
the DebugDCl entry set to TRUE. This will creates a debug file named UG_DCI.txt in the

directory containing the PC-DMIS application executable.

To set this entry see "Using the DebugDCl Ent r y" under the "Setting Advanced Unigraphics

Options in the PC-DMIS Settings Editor" topic.

Problem: When importing a Unigraphics part file you get
this error message: "ERROR - Couldn't find the
UG execution file!",

Possible e Isthe UGII_ROOT_DIR environmental

Causes: variable set correctly?

The Unigraphics install process sets this
environmental variable. PC-DMIS uses it to
locate the UG execution file. To check the
value, open a Command Prompt window
and type echo %UGII_ROOT_DIR and
then press ENTER. If the environment
variable is installed correctly, the Command|
Prompt window will return the pathway
containing the environment variable.
c:\ugs180\UGII\ pathway.

e Is the UG executable file where it says it
is?

The UG executable file, Libfun.dll, should
be in the %UGII_ROOT_DIR% directory.
To check this, open a Command Prompt
window and type dir %UGII_ROOT_DIR%
and then press ENTER. You should see
the Command Prompt window display the
libufun.dll file information.

e Do you have the required Unigraphics
license features available?

The two required license features are
“gateway” and "ufunc_execute”. You can
check if the license manager is running and
if the required license features are available
by using a utility named LMTOOLS
provided by Unigraphics. You can run this
utility by opening Imtools.exe, located in the
UGFLEXLM directory. Once it's running,
click the Server Diagnostics tab, and in
the Feature Name box, type the license
feature you want to check (for example,
type ufunc_execute). Then click the
Perform Diagnostics button. LMTOOLS
will display the results of the diagnostics
test within the same tab. For more
information on using LMTOOLS, see your
“UG FLEXLM User Guide”.

e Is the UG part file corrupted?
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Unigraphics supplies a tool called
UG_INSPECT.EXE that checks if
Unigraphics part files are corrupted. This
tool is found in the Unigraphics UGII
directory and runs within a Command
Prompt window. To get information on
using this tool, open up a Command
Prompt window and type ug_inspect —help
and press ENTER.

Troubleshooting CATIA DCI Errors

Problem:

PC-DMIS is unable to connect to pcdcat.

Possible
Causes:

Is pcdcat running on the UNIX workstation?
The program pcdcat has to be running in
order to connect to PC-DMIS.

Do the pcdlirn.ini file or PC-DMIS Settings
Editor entries agree with the file pcdmis.dat
on the UNIX box?

In the PC-DMIS Settings Editor (or the
PcdIrn.ini file if you're using a version earlier]
than 3.5), the registry entry CatiaAddress
on the PC side should be the same as the
entry “IP” in the file pcdmis.dat, and should
be the IP address of the UNIX workstation.
Also, the entry CatiaPort on the PC side
should be the same as the entry PORT in
pcdmis.dat, and should be an open port on
both machines.

Is the PC-DMIS PC able to see the UNIX
workstation?

The PC needs to be able to reach the UNIX
workstation through the network. From a
Command Prompt window on the PC, type
the command "Ping IP_ADDRESS", where
IP_ADDRESS is the IP address that PC-
DMIS has for the UNIX workstation.

Problem:

PC-DMIS is able to connect, but unable to open
a folder.

Possible
Causes:

The directory name you gave in PC-DMIS
is not registered in the CATIA environment.
The directory that PC-DMIS reads the
models from must be registered in the
CATIA environment on the UNIX

workstation. You can do this by editing the

59



PC-DMIS - Direct CAD Interfaces and Translators

*.dcls files. For example, a full-path
directory like “/home/catadm/db” can be
registered with the line:

catia.MODEL = ‘$SHOME/db’;

Likewise, you can refer to the same
directory with the label "db" if you use the
following line:

catia.MODEL = “’$HOME/db”, “db”’;

e The directory does not have the correct
permissions. The user logged in and
running pcdcat needs to have read/write
permissions in the directory.

Problem: You can select a model, but it fails to open it,
possibly even saying that it has the wrong units.

Possible e Do you have read/write permissions on the

Causes: model? CATIA needs to have read/write

permissions to read the file.

Problem: You try to connect to a model and get an error
message stating: "Error loading CATIA 5 DCI
DLL 'CATIA 5' The specified module could not
be found."

Possible e Has your CATIA 5 bin directory been added

Causes: to your Path environment variable? If the

Path variable doesn't point to the
appropriate bin directory, then the program
probably won't be able to find the needed
dll files.

To find out if all the needed .dll files are getting
found, do the following:

1. Determine what version of CATIA 5 you
have installed. As of version 3.5 MR2,
PC-DMIS supports r8 and r10.

2. Use PC-DMIS Settings Editor to find the
release number (under Catia5 section).

3. Now look for the associated .dll file in
your PC-DMIS installation directory. For
example, if your release number is 10,
look for Catia5r10.dll.

4. Right click the file from within Windows
Explorer and select View
Dependencies. The program will show
you any .dll file that Catia5r10.dll is
looking for but hasn't found. If there
aren't any .dll files that start with CAT*,
then you probably haven't added your

60




Direct CAD™ |nterfaces and Translators

CATIA 5 bin directory to your path.

To modify your Path environment variable to
contain the CATIA 5 bin directory:

1. Select Start | Settings | Control Panel.
The Control Panel appears.

2. Double-click the System icon.

3. Select the Advanced tab.

4. Click the Environment Variables
button.

5. Under the System Variables area,
select the Path variable and then click
the Edit button. Add the intel_a\code\bin
directory to your Path variable (this is a
subdirectory usually found in the
c:\catia\b10\ directory for release
number 10 or c:\catia\b8\directory for
release number 8).

6. Once you've added this to your Path
variable, use View Dependencies to
make sure all DLLs are found.

Troubleshooting Pro/ENGINEER DCI Errors

The first thing you should do when troubleshooting the Pro/ENGINEER DClI is to run PC-DMIS
with the “/proedebug” command-line flag. This will make diagnostic messages appear.

To do this:

In Windows, right-click on the short-cut that launches PC-DMIS.
Click on Properties. The Properties dialog box appears.

Click the Shortcut tab.

In the Target box append to the existing string this flag: /proedebug
Use PC-DMIS as usual.

aghrwnNE

Problem: PC-DMIS is able to load the dll, but is unable to
get Pro/ENGINEER to successfully launch.
Possible e Is a process called xtop already running?
Causes: Check the Windows Task Manager. If there
is a process called xtop from a previous
session of Pro/ENGINEER or the
Pro/ENGINNER DCI, you should terminate
it before the Pro/ENGINEER DCI can run.
e IsPRO_COMM_MSG_EXE set properly?
In versions prior to PC-DMIS 3.5, the
environment variable
PRO_COMM_MSG_EXE must equal the
full path to the file pro comm. msg.exe in
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the Pro/ENGINEER installation.

e Are the ini file/registry entries correct?
In the [ProEngineer] section of the
Pcdrin.ini file or the PC-DMIS Settings
Editor, the ProEngineerExecutableName
entry should contain be the command used
to run Pro/ENGINEER from the command
line.

e Can Pro/ENGINEER be run from a
Command Prompt window?
The Pro/ENGINEER installation needs to
be set up so that it can be run from the
command line. This is done by default in
most installations.

e Does Pro/ENGINEER create a file called
std.out?
Check both the directories where the
pcdirn.exe file and the Pro/ENGINEER
model are located. If you find a find a file
named "std.out", it may contain diagnostic
information from Pro/ENGINEER.

Problem: When importing a DCI part program file on a
computer that doesn't have a Pro/ENGINEER
license, it takes a very time before giving a
timeout message.

Possible e Is the ProEngineerLoad registry entry is set
Causes: to TRUE.

You can find this entry in the [ProEngineer]
section of the PC-DMIS Settings Editor.
You should set this entry to FALSE if you
do not have a Pro/ENGINEER on the
computer that will be running the part
program.

Troubleshooting I-DEAS DCI Errors

To troubleshoot the I-DEAS DCI, use the OrbixInfo debug utility. This utility can be downloaded
from WAI's FTP site.
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Downloading the OrbixInfo Utility
For I-DEAS 10, for example, you can download:

ftp://ftp.wilcoxassoc.com/DCI/IDEAS/Test/OrbixInfo10.zip

or

ftp://ftp.wilcoxassoc.com/DCI/IDEAS/Test/OrbixInfol0.exe

Note: The links above are for I-DEAS 10. A different debug utility exists for each version. For
different versions, simply download the appropriate debug utility from the same directory:
ftp:/ftp.wilcoxassoc.com/DCI/IDEAS/Test/

Downloading OrbixInfo Utility Instructions
You can also download instructions for using the OrbixInfo utility from this location:

ftp://ftp.wilcoxassoc.com/DCI/IDEAS/Test/OrbixInfo Instructions.doc

When using the OrbixInfo utility to connect to I-DEAS, detailed error and status messages will be
displayed. These messages should help you locate and resolve PC-DMIS to I-DEAS connection
problems.

Once you can connect to I-DEAS using the OrbixInfo utility, you should be able to connect using
PC-DMIS's DCI capability.

Reinstalling Orbix E2A

Often the Orbix component of an I-DEAS installation will become corrupted. This is often the
cause of I-DEAS server connection errors. Reinstalling Orbix will fix this problem. To reinstall
Orbix E2A for I-DEAS 10 and up, do the following.

1. Make sure you are logged in with administrator privileges.

2. Open a command window.

3. Change directory to where I-DEAS is installed. For I-DEAS 10, the default installation
directory is c:\EDS\I-DEAS10.

4. Change directory into the bin subdirectory.

5. Enter the following:

call setup_varbs

From the I-DEAS installation directory, change directory into the install subdirectory.
Enter the following to remove Orbix E2A:

No

O bi xE2AI nstall /r /f
8. Once Orbix E2A has been removed, enter the following to install Orbix E2A:

O bi xE2AI nstal | /1
9. Once Orbix E2A has been installed, try connecting to I-DEAS again.

For I-DEAS 11 and up, do the following.
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Make sure you are logged in with administrator privileges.

Open a command window.

Change directory to where I-DEAS is installed. For I-DEAS 11, the default installation
directory is c:\EDS\I-DEAS11.

Change directory into the bin subdirectory.

Enter the following:

setup_varbs. cnd

Enter the following to remove Orbix E2A:

or bi x_r enove. cnd

Once Orbix E2A has been removed, enter the following to install Orbix E2A:

orbix_install.cnd

Make sure that the the Orbix services are started. To do this, go into Services (Start |
Settings | Control Panel | Administrative Tools | Services) and locate the services whose
names start with “IT iona”. Right mouse click each of these and select Start.

Once Orbix E2A has been installed, try connecting to I-DEAS again.

Troubleshooting Tips

When connecting to a remote I-DEAS computer, the network name of the computer must
be resolved from the PC-DMIS computer. That is, you must be able to ping the I-DEAS
computer using its network name, not its IP address. Conversely, the network name of
the PC-DMIS computer must be resolved from the I-DEAS computer.

When specifying the Host name, never use an IP address, even if you are connecting to
I-DEAS on the same computer. The Host name must be specified using the computer’s
network name.

Troubleshooting SolidWorks DCI Errors

Problem: When importing a SolidWorks part file you get

this erorr message: "Unable to connect to
SolidWorks session".

Possible e Can you run SolidWorks from the
Causes: workstation?

You must be able to run SolidWorks as the
SolidWorks Direct CAD Interface starts a
SolidWorks session in the background to
access the SolidWorks part.

e Do you have a supported version of
SolidWorks installed?
The SolidWorks Direct CAD Interface
supports SolidWorks 2001 Plus, version
10.0.0, or later.
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Problem: It takes an extremely long time (five minutes or
more) to open a part program where the
SolidWorks model has already been imported.

Possible e |s the SaveSolidWorksAttributesinPart
Causes: registry entry set to 1?

This registry entry, found in the [ OPTI ON|
section of the PC-DMIS Settings Editor,
allows you to determine whether or not PC-
DMIS saves SolidWorks part data inside
the part program. Setting this registry entry
to O will speed up loading times.

Troubleshooting CATIA 5 DCI Errors

If you get errors when trying to use the CATIA 5 DCI, there is a utility that you can download that
may help. This utility will test the connection to CATIA 5 and report the results.

Downloading the CATIA 5 Utility

There is a different utility for each release of CATIA 5. For example, for CATIA 5 R15, download
this file:

ftp://ftp.wilcoxassoc.com/DCl/Catia5/TestCatiaR15.zip

Note: The above link is for CATIA 5R15. A different utility exists for each CATIA 5 release. For
different releases, simply download the appropriate utility from the same directory:
ftp:/ftp.wilcoxassoc.com/DCl/Catia5

Using the CATIA 5 Utility
To use the CATIA 5 utility, follow these instructions:

1. Create a new shortcut to CATSTART.exe on your desktop. CATSTART.exe is located in
your CATIA 5 installation directory in the intel_a\code\bin sub-directory.

2. After creating the shortcut, modify its properties by right-clicking on it. Append the
following to the Target after CATSTART.exe (make sure there is a space between
CATSTART.exe and —run):

-run cnd. exe -env {environment file} -direnv {environment directory}

You will need to replace {environment file} with the CATIA 5 environment file you want to
use. It should correspond to the CATIA 5 release you are running.

You will also need to replace {environment directory} with the directory where the
environment file is located. By default, the CATIA 5 environment files are located in the
following directory (the directory will need to be surrounded by double quotes if the path
contains spaces):

"C:\ Docunents and Settings\Al | Users\Application
Dat a\ Dassaul t Syst enes\ CATEnv"

For example, if CATIA.V5R15.B15 was the name of your CATIA 5R15 environment file,
and all CATIA 5 files were installed in the default directories, the shortcut Target would
look like this:
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“C:.\ Program Fi | es\ Dassaul t Systenes\B15\i ntel _a\ code\ bi n\ CATSTART. exe” -run
cnd. exe -env CATI A V5R15.B15 -direnv "C:\Docunents and Settings\All
User s\ Appl i cati on Dat a\ Dassaul t Syst emes\ CATEnv"

3. Unzip the CATIA 5 utility you downloaded in section “Downloading the CATIA 5 Utility” to
any directory.

4. Run the shortcut you created in steps 1 and 2. It should open a command window with
the CATIA 5 environment initialized. This can be verified by entering the following at the
command prompt:

set CATD | Pat h
This should display the correct path to your CATIA 5 intel_a\code\bin directory.

6. Browse to the directory to where you unzipped the CATIA 5 utility.

7. Runthe CATIA 5 utility with a CATIA 5 CATPart or CATProduct file as a command line
parameter. For example, if you had a CATIA 5 file named model.CATPart, you would
enter the following at the command prompt:

Test Cati a. exe nodel . CATPar t

Note: if the CATIA 5 file is not located in the same directory where TestCatia.exe is
located, you will need to specify the fully qualified path to the CATIA 5 file.

If the utility completes successfully, it will output the following:

Creat e_Session() succeeded.

CATDocunent Ser vi ces: : OpenDocunent () succeeded.
CATLockDocunent () succeeded.

Docurment opened successful ly.
CATUnLockDocunent () succeeded.

Otherwise, the utility will display information that can help you fix the CATIA 5 DCI
problems.
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Introducing Direct CAD Translators

Direct CAD Translators import CAD system models by translating the native CAD system files
into PC-DMIS’ internal CAD format. The Direct CAD Translators differ from the Direct CAD
Interfaces in that an installation or license of the CAD system is not required to access the data.
Once the data is translated into PC-DMIS, the original file is no longer needed.

The benefits of the Direct CAD Translators compared to the Direct CAD Interfaces are the
following:

Installation or license of CAD system not needed.
Importing the CAD file is often faster.

Once imported, the original CAD file is not needed.
Working with the model in PC-DMIS is often faster.

The disadvantages of the Direct CAD Translators compared to the Direct CAD Interfaces are the
following:

e Possibility of errors and limitations associated with translation of data from CAD systems
into PC-DMIS’ internal CAD format.

e Geometry calculations performed using PC-DMIS mathematical routines, which may not
be ideally suited to original CAD system representation.
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Supported CAD Systems for DCT

This information applies to PC-DMIS version 3.5 and up, except where noted. The CAD systems
that are currently support through a Direct CAD Translator are the following:

CATIA 4
The CATIA 4 DCT supports CATIA model and export files from version 3.2 to 4.2.4.

CATIA S

The CATIA 5 DCT supports CATIA 5 part files (CATPart) and assembly files (CATProduct) from
release 6 through release 12.

The CATIA 5 DCT is not available in PC-DMIS 3.5.

Pro/ENGINEER

The Pro/ENGINEER DCT supports Pro/ENGINEER part and assembly files from version 18 to
Wildfire 2.

PC-DMIS 3.5 only supports Pro/ENGINEER part and assembly files from version 18 to version
2001.

Unigraphics
The Unigraphics DCT supports Unigraphics part and assembly files from version 15 to NX2.

Compressed files are supported.

PC-DMIS 3.5 only supports Unigraphics part and assembly files from version 15 to 18. PC-DMIS
3.5 does not support compressed Unigraphics files.

Parasolid
The Parasolid DCT supports Parasolid part and assembly files from version 11 to 16.

PC-DMIS 3.5 only supports Parasolid part and assembly files from version 11 to 14.
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Using the Direct CAD Translators
Using the Direct CAD Translators requires no special software setup or installation.

Using CATIA 4 Direct CAD Translator for PC-DMIS

The Direct CAD Translator for CATIA 4 imports native CATIA 4 files into PC-DMIS and allows you
to specify parameters for how the CAD file is translated. A new PC-DMIS part program should be
created before importing the CATIA 4 file.

Import a CATIA 4 File:

1. Selectthe File | Import | CATIA menu option. The File Open dialog box appears.
2. Browse through your hard drive, and select a CATIA file.
3. Click the Import button. The CATIA Import dialog box appears.

CATIA Impork

todel Selection:

Axiz Selection: I j
— Praceszing Options
¥ Process &l Entities ¥ Frocess &l Colors
Fointz Mo Caolor Azzigned
ke
Curves Red
Surfaces Green
Faces Blue
Yolumes el
Sking Black,
Ellipses ¥ Process all Layers
Farabaolaz Laper 1
Hyperbolas Laper 2
Planes Layer 3
Compozite Curves Laper B
Skdz Laper 10
Diittoz Layer 50
[ Process Hidden Entities
— Trim Freference oK
& | Trim

%2 Trim Cancel |

Catia Import dialog box

4. Inthe Model Selection box, select the model you want to import. Typically there is only
one model available.
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In the Axis Selection box, select the axis system you want to use. To use the default
axis system, leave the selection as blank.

In the Processing Options area, select the entities you want to import. Initially, the
entity types that exist in the file are selected. After selecting the entities to import, select
the entity colors you want to import. Finally select the layers your want to import. Only
the layers that exist in the model file will be displayed. Clicking the respective Process
All check box will process all of the available Entities, Colors or Layers as selected.
Use the Process Hidden Entities check box to change whether hidden entities will be
imported.

In the Trim Preference area, select how you want faces trimmed. UV Trim will use the
parameter-space curves that define the face boundaries. XYZ Trim will use the model-
space curves that define the face boundaries. It is usually sufficient to leave this as UV
Trim.

Select the OK button to import the model file into PC-DMIS. The imported model is ready
to be used with PC-DMIS.

Note: The minimum CATIA 4.0 licenses required in order for the PC-DMIS CATIA 4.0 DCI to
function properly with a model are the same that would allow the model to be opened, modified
and saved in CATIA. Any lesser licenses will not be sufficient.

The minimum licenses cannot be specifically defined because the ability to open, modify and
save a CATIA model will be somewhat dependent on the content of the model itself.

Using CATIA 5 Direct CAD Translator for PC-DMIS

The Direct CAD Translator for CATIA 5 imports native CATIA 5 files into PC-DMIS and allows you
to specify what entities are imported. A new PC-DMIS part program should be created before
importing the CATIA 5 file.

Import a CATIA 5 File:
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1. Selectthe File | Import | CATIA 5 menu option. The File Open dialog box appears.
2. Browse through your hard drive, and select a CATIA 5 file.
3. Click the Import button. The CATIA 5 Import dialog box appears.

CATIA 5 Import E x|

— Procezsing Ophions

[ Process Al Entities

Edge

Cancel

Catia 5 Import dialog box
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In the Processing Options area, select the entity types that you want to import. Click
the Process All Entities check box to process all of the available entities. Select the OK
button to import the model file into PC-DMIS. The imported model is ready to be used
with PC-DMIS.

Using Pro/ENGINEER Direct CAD Translator for PC-DMIS

The Direct CAD Translator for Pro/Engineer imports native Pro/Engineer files into PC-DMIS and
allows you to specify parameters for how the CAD file is translated. A new PC-DMIS part
program should be created before importing the Pro/Engineer file.

Import a Pro/ENGINEER File:

1.

2.
3

Select the File | Import | Pro/ENGINEER menu option. The File Open dialog box
appears.

Browse through your hard drive, and select a Pro/ENGINEER file.

Click the Import button. The Pro/ENGINEER Import dialog box appears.

Pro/ENGINEER Import E x|

— Proceszsing Options

¥ Process Solid Sufaces

Surfaces
Curves
Faintz
e
0k
Cancel

Pro/Engineer Import dialog box

In the Processing Options area, select the types of entities that should be imported.
Select the Process Solid Surfaces check box to import solid surfaces. Select the
Process All Datums check box if you want all datums imported. Alternatively, you can
clear this check box and select the datum types that should be imported.

Select the OK button to import the model file into PC-DMIS. The imported model is ready
to be used with PC-DMIS.

Using Unigraphics and Parasolid Direct CAD Translator for PC-DMIS

The Direct CAD Translator for Unigraphics and Parasolid imports native Unigraphics or Parasolid
files into PC-DMIS and allows you to specify parameters for how the CAD file is translated. A
new PC-DMIS part program should be created before importing the Unigraphics or Parasolid file.
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Import a Unigraphics or Parasolid File:

1. Selectthe File | Import | Unigraphics menu option. The File Open dialog box appears.
2. Browse through your hard drive, and select a Unigraphics or Parasolid file.
3. Click the Import button. The Unigraphics Import dialog box appears.

Unigraphics Impork . X|

— Procezsing Ophions

Solid Bodies

Sheet Bodies
Salid‘wire Bodies

YWire Bodies

[~ Process Hidden Entities

— Layer Optionz
[ Import Invisible Layers

¥ Import Selectable Layers
¥ Impart ‘Work Layer Ok
V¥ Import Yisible Layers

Cancel

Unigraphics Import dialog box

4. Inthe Processing Options area, select the types of entities that should be imported.
Click the Process All Entities check box to process all of the available entities. Select
the Process Hidden Entities check box if you want hidden entities to be imported.

5. Inthe Layer Options area, select the layer types that should be imported.

6. Select the OK button to import the model file into PC-DMIS. The imported model is ready
to be used with PC-DMIS.
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D

DCI: Direct CAD Interfaces allows you to directly interface with a CAD system
without translating the CAD data. This unique functionality actually uses
the CAD system's native mathematical routines to obtain the requested
information. A Direct CAD interface also uses the CAD system's native
API to access the CAD database for displaying and interacting with the
geometry.

DCT: Direct CAD Translators import CAD system models by translating the
native CAD system files into PC-DMIS’ internal CAD format.

Direct CAD Interfaces: Direct CAD Interfaces allows you to directly interface
with a CAD system without translating the CAD data. This unique

functionality actually uses the CAD system's native mathematical routines

to obtain the requested information. A Direct CAD interface also uses th

e

CAD system's native API to access the CAD database for displaying and

interacting with the geometry.

Direct CAD Translators: Direct CAD Translators import CAD system models by

translating the native CAD system files into PC-DMIS’ internal CAD
format.
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