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Inspection Planner: Introduction

PC-DMIS™ Inspection Planner (IP) works in conjunction with your CAD software package and
PC-DMIS to aid the Design Engineer or Quality Engineer in designing a plan that determines
which features of the geometry and GD&T/dimension to use in the inspection process.

[Note: PC-DMIS Inspection Planner, or IP, only works with PC-DMIS Version 3.6 and above. |

Inspection Planner (IP) uses the PC-DMIS CAD engine, providing access to IGES, STEP, and
the other translators, as well as PC-DMIS'’s supported Direct CAD Interfaces™. This gives you
wide coverage of available CAD engines and systems. You can save the Inspection Plan directly
into a CAD file or you can output it to a text file. PC-DMIS then imports the plan and automatically
generates a part program from it for either a CMM or CNC machine tool for in-process inspection.

Inspection Planner supports these CAD packages:

e CATIAVS
e SolidWorks
e Unigraphics
This manual will walk you through the steps to get IP running with your CAD package and will

discuss how to use IP commands inside PC-DMIS to automatically generate the PC-DMIS part
program.

This documentation covers these topics:

e Using PC-DMIS Inspection Planner for CATIA V5

e Using PC-DMIS Inspection Planner for SolidWorks
e Using PC-DMIS Inspection Planner for Unigraphics
e Using Inspection Planner within PC-DMIS

e Inspection Planner Parameters and Rules
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Using PC-DMIS Inspection Planner for CATIA V5

This topic describes how to install and use PC-DMIS Inspection Plan within CATIA V5. IP allows
you to perform various sub tasks needed to create an Inspection Plan that you can either store
with your CAD data or export as a text file.

\g The Inspection Planner option must be enabled on your portlock to use the Inspection
Planner capabilities for CATIA 5.

Installing Inspection Planner for CATIA V5

1. Log on to the Wilcox ftp site: ftp.wilcoxassoc.com. Browse to the Inspection
Planner/CatiaV5/ directory. Download the required CATIA V5 Inspection Planner install
file. Download the InspectionPlanner_CATIA_V5_R13.exe for CATIA V5 version 13
for CATIA V5 release 13 or InspectionPlanner_CATIA_V5_R14.exe for CATIA V5
release 14 to a specified directory on your hard drive.

2. Double-click on the InspectionPlanner_CATIA_V5_ R1X.exe for CATIA V5 version 13 or
14 file to begin the installation of IP for CATIA V5

3. The Setup program will prompt you to select the location of the CATIA V5 installation
directory. Browse to the CATIA installation directory (e.g. C:\Program Files\Dassault
Systemes\B14), and click OK.

4. You will then be prompted to select the location of the PC-DMIS installation directory.
Browse to the PC-DMIS installation directory, and click OK.

5. The Setup program will then prompt you to select the location where PC-DMIS Inspection
Planner for CATIA V5 will be installed. The default directory might look something like
this: C:\PCDMISW\InspectionPlanner\CatiaV5.

6. Next, setup will prompt you to verify the location of the CATIA install and the directory for

the IP installation.

Click OK if everything is correct.

The Setup program now copies files for PC-DMIS Inspection Planner for CATIA V5 to

this newly created directory.

© N

\’?g The Setup program will check to see if the needed file structure and files for CATIA V5 are
properly installed in the directory you previously specified. An error will occur if the files do not
exist. If everything installs correctly, then an InspectionPlannerTest shortcut will be added to the
desktop.

Important: The new shortcut must be used to start CATIA V5 to set up the proper environment
for Inspection Planner to work within your CATIA V5 install.

To start the PC-DMIS Inspection Plan application

To start a PC-DMIS Inspection Plan session from within your CATIA V5 session, follow this
procedure:

1. Start CATIA V5 using the InspectionPlanner_R** shortcut which should be on the
desktop. You must use this shortcut rather than the regular CATIA V5 shortcut for
Inspection Planner to work correctly
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2. Within CATIA's Product Structure or Part Design workbenches, you should see three new
toolbars; IP_Tools, IP_Features, and IP_Commands.

o
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IP Toolbars for CATIA V5

Once you have started the PC-DMIS Inspection Planner application, you may create, list, and edit
IP features, commands, and Inspection Plans.

IP_Tools Toolbar

The IP_Tools toolbar contains a number of miscellaneous tools for use in creating, editing,
exporting, and using Inspection Plans.

Creating a New Inspection Plan

To create a new PC-DMIS Inspection Plan, follow this procedure:

1. Selectthe New Inspection Plan icon on the toolbar.
2. The Plan dialog box appears.

Plan (B
EF - |
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Plan dialog box

3. Type a name for the Plan in the Label box.

4. Click OK to save the Plan’s name. This creates a new InspectionPlanner node in the
feature tree. This node has two children, Plans and IP Features. The new plan is placed
under the Plans node.
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= = | InspectionPlanner
= B Plans

L = B Plani

E IF Features
CATIA Feature tree

Changing the order of the Items in a Plan

To change the order of the commands in a selected plan, follow this procedure:

1. Select the Reorder Commands icon on the toolbar. E>
2. The Re-Order Commands dialog box appears.

@ 0K I *ﬂCanceI_I

Re-Order Commands dialog box

3. Select the plan to edit from the Plan drop-down list.

4. All the items in the plan will appear in the list.

5. To change the order of the items, select an item, and the click the up arrow to move it up
in the list, or click the down arrow to move it down in the list.

6. Select the OK button to apply the changes to the plan.
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Exporting a Plan to a File

To Export a previously created Inspection Plan for use within PC-DMIS, follow this procedure:

-
1. Select the Text Output icon on the toolbar. ‘=
2. The Plan Selection dialog box appears.

Select & Plan
Plan 1
Flan 2
Plan 3
Plan ¢
Plan 5

|ﬂ oK I @ Cancel |

Plan Selection dialog box

3. Select the plan to export.
4. Click the OK button. A standard Windows Save File dialog box appears.

Gave As _ P
o RS 3 ~Bon
b ] hure_fatures_catpart_Flan 1o
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Places
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Windows save file dialog box

5. Browse to the location where you would like to save the file. Type a name for the
Inspection Planner file in the File name box

6. Click Save to export the file. This text file can be imported into PC-DMIS. See “Importing
the Inspection Plan”.
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Updating Features

Select the Update icon on the toolbar. @ This will update all of the features if the model
geometry or assembly has changed.

Activating a Plan

To ensure that all Features or Commands are added to the appropriate plan, follow these steps:

1. Select the Activate Plan icon on the toolbar. @
2. Select a plan from the feature tree (As discussed in “Creating a New Inspection Plan”).
3. The selected plan is now the active plan.

IP_Features Toolbar

Using the IP_Features toolbar you can create and add features to an existing plan. Or, if you
don’t have a plan yet, you can create a feature and IP will automatically create a new plan for
you.

Once you have created a new Inspection Plan, you can create features for that Inspection Plan.
The general method of creating features is as follows:

1. From the IP_Features toolbar, select the feature type you want to create (listed below). A
dialog box, specific to the feature you selected, appears. Inspection Planner supports the
following features:

e Edge Point 2

e Plane ﬁ

e Cylinder .
e Sphere )

o Circle

e Round Slot

mm
e Square Slot =

2. Using the mouse, select the face, edge, or vertex from the CAD display that will be used
for the feature. You may be asked to select with the mouse again, depending on the type
of feature you are defining and the CAD object first selected. The Open Feature dialog
box will display the correct values provided from the CAD data. You can edit these values
as needed.
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3. Click the OK button to accept your changes and create the feature. This feature will be

added to the IP Features node in the Inspection Planner tree as well as to the currently
active plan.

:g If no plan has been created, then creating any feature or command will automatically create
a new plan and place that feature or command in that plan.

The dialog box for each specific type of feature is explained below:

Creating a Point Feature

wp e

Select the Point icon on the toolbar. 22

The IP Point Feature dialog box appears.

Indicate the location of the point feature by clicking on any surface. The X, Y, and Z
values for the selected point appear in the dialog box.

Point F =15 x]

Label| pri

Insert In Plan|plan 2

—Paink
[Jwx |134.08
[y |11.037
Oz [21

— Mormnal
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Reverse I

a conskrain ko geometry

Find Paink I
| & 0K I @ Cancel |
-

IP Point Feature dialog box

Change the Label for the point if needed.

Select the needed plan from the Plans section of the InspectionPlanner Node in the
feature tree. The selected plan is displayed in the Insert In Plan box.

Change the values for the XYZ coordinates and the 1JK vector values as needed.
Selecting Reverse will reverse the direction of the vector.

If you select the constrain to geometry check box, IP will tie this feature to the selected
geometry. If the geometry changes, then so will the feature.

If you change the values, then the values no longer reflect the model geometry. You must
either select the Find Point button to find the closest point on the geometry, or deselect
the constrain to geometry check box before you can create the point.
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10.

Click OK to accept the current values and add the point feature to the current Inspection
Plan.

Creating a Line Feature

10.

11.

Select the Line icon on the toolbar. 22

The IP Line Feature dialog box appears.

Indicate the location of the start point of the line feature by clicking the first point on any
surface. IP inserts that start point location into the dialog box.

Indicate the location of the end point of the line feature by clicking a second point on any
surface. IP inserts that end point location into the dialog box.

i

Labell L1

Insert In Plan|plan 2

—Stark Point
Al100.4
U
Z]-3.911
—End Point
Al231.63
Y0
Z|-7.6489

— Surface Vector
Ilo
-1
Kjo

Reverse I

o conskrain ko geometry
Find I

@ ok | @ cancal|

IP Line Feature dialog box

Change the Label for the line if needed.

Select the needed plan from the Plans section of the InspectionPlanner Node in the
feature tree. The selected plan is displayed in the Insert In Plan box.

Change the values for the XYZ coordinates and the 1JK vector values as needed.
Selecting Reverse will reverse the direction of the vector.

If you select the constrain to geometry check box, IP will tie this feature to the selected
geometry. If the geometry changes, then so will the feature.

If you change the values, then the values no longer reflect the model geometry. You must
either select the find button to find the closest point on the geometry, or deselect the
constrain to geometry check box before you can create the line.

Click OK to accept the current values and add the line feature to the current Inspection
Plan.



Creating an Edge Point Feature

wN e

10.

Select the Edge Point icon on the toolbar. -
The IP Edge Feature dialog box appears.

PC-DMIS Inspection Planner

Indicate the location of the edge point feature by clicking on any surface near an edge.
The point will snap to the nearest edge of the surface. IP inserts the point’s location into

the dialog box.

=101 x|
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IP Edge Feature dialog box

Change the Label for the edge point if needed.

Select the needed plan from the Plans section of the InspectionPlanner Node in the
feature tree. The selected plan is displayed in the Insert In Plan box.

Change the values for the XYZ coordinates and the 1JK vector values as needed.
Selecting Reverse will reverse the direction of the vector.

If you select the constrain to geometry check box, IP will tie this feature to the selected
geometry. If the geometry changes, then so will the feature.

If you change the values, then the values no longer reflect the model geometry. You must
either select the find point button to find the closest point on the geometry, or deselect
the constrain to geometry check box before you can create the point.

Click OK to accept the current values and add the edge point feature to the current

Inspection Plan.
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Creating a Plane Feature

10

wn e

© N

10.

Select Plane icon on the toolbar. 5

The IP Plane Feature dialog box appears.

Indicate the location of the plane feature by clicking any surface. IP inserts the plane’s
location and vector data into the dialog box.

i

Label| pin1

Insert In Plan|plan 2

—Poink ——————
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Z| 21
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Find I

@ ok | @ cancel |

IP Plane Feature dialog box

Change the Label for the plane if needed.

Select the needed plan from the Plans section of the InspectionPlanner Node in the
feature tree. The selected plan is displayed in the Insert In Plan box.

Change the values for the XYZ coordinates and the 1JK vector values as needed.
Selecting Reverse will reverse the direction of the vector.

If you select the constrain to geometry check box, IP will tie this feature to the selected
geometry. If the geometry changes, then so will the feature.

If you change the values, then the values no longer reflect the model geometry. You must
either select the find button to find the closest point on the geometry, or deselect the
constrain to geometry check box before you can create the plane.

Click OK to accept the current values and add the plane feature to the current Inspection
Plan.
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Creating a Cylinder Feature

wn e

S

HoOoo~NO®

11.

12.

Select the Cylinder icon on the toolbar. '

The IP Cylinder Feature dialog box appears.

Indicate the location of the cylinder feature by clicking the cylindrical surface of a cylinder.
IP inserts the cylinder’s origin and axis into the dialog box.

=

Labelf Cyl1

Insert In Plan|plan 2

¥ Internal Cylinder

() External Cvlinder
—2rigin
Alo3.772
| 19,594
Zlz21

—Bxis
Ilo

Jjo
k|1

Reverse I

Diameter| 15

Length| 35

Top Offset [
Botkom Offset|g

d conskrain ko geomekry

@ ok | @cancel |
Arice

IP Cylinder feature dialog box

Change the Label for the cylinder if needed.

Select the needed plan from the Plans section of the InspectionPlanner Node in the
feature tree. The selected plan is displayed in the Insert In Plan box.

Select either an Internal Cylinder or External Cylinder.

Change the values for the XYZ coordinates and the 1JK vector values as needed.
Selecting Reverse will reverse the direction of the vector.

Specify the Diameter and Length of the cylinder.

. Specify the Top Offset. The Top Offset value will increase or decrease the length of the

cylinder on the end where the vector is defined. A positive value will increase the length of
the cylinder in the direction of the vector.

Specify the Bottom Offset. The Bottom Offset value will increase or decrease the length
of the cylinder on the opposite end from where the vector is defined. A positive vector will
decrease the length of the cylinder in the direction of the vector.

If you select the constrain to geometry check box, IP will tie this feature to the selected
geometry. If the geometry changes, then so will the feature.

11
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13. If you change the values, then the values no longer reflect the model geometry. You must

deselect the constrain to geometry check box before you can create the cylinder.

14. Click OK to accept the current values and add the cylinder feature to the current

Inspection Plan.

Creating a Sphere Feature

12

ok

©oNo

Select the Sphere icon on the toolbar. )

The IP Sphere Feature dialog box appears.

Indicate the location of the sphere by selecting a circular edge or spherical face of the
sphere. IP calculates the sphere’s location and vector from where you clicked.

i

Label| sph1
Insert In Plan|plan 3

() Internal Sphere
¥ External Sphere

—Cenker
W 168,65
| 45,659
2|21
—Wector
Lo
Jlo
k|1

Diameter| 12.7

d conskrain bo geometry

|'ﬂ Ok I HCanceII

IP Sphere feature dialog box

Change the Label for the sphere if needed.

Select the needed plan from the Plans section of the InspectionPlanner Node in the
feature tree. The selected plan is displayed in the Insert In Plan box.

Select either an Internal or External Sphere.

Change the values for the XYZ coordinates and the 1JK vector values as needed.
Specify the Diameter of the sphere.

If you select the constrain to geometry check box, IP will tie this feature to the selected
geometry. If the geometry changes, then so will the feature.

. If you change the values, then the values no longer reflect the model geometry. You must

deselect the constrain to geometry check box before you can create the sphere.
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:’g The vector is never tied to the geometry, and can be modified while keeping the sphere
constrained to the model geometry. Therefore, constraining to geometry has not effect on Vector
values.

11. Click OK to accept the current values and add the sphere feature to the current Inspection

Plan.

Creating a Circle Feature

wn e

o ks

©oNo

Select the Circle icon on the toolbar. |"'1

The IP Circle Feature dialog box appears.

Indicate the location of the circle feature by clicking a circular edge or cylindrical surface
of the circle feature. IP inserts the circle’s axis and center into the dialog box.

il

Label| iyt

Insert In Plan

@ Tternal Circle
i1 External Circle

'l—Center

Reverse I
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IP Circle feature dialog box

Change the Label for the circle if needed.

Select the needed plan from the Plans section of the InspectionPlanner Node in the
feature tree. The selected plan is displayed in the Insert In Plan box.

Select either an Internal or External Circle.

Change the values for the XYZ coordinates and the 1JK vector values as needed.
Selecting Reverse will reverse the direction of the vector.

Specify the Diameter and Offset. The Offset value will transform the center of the circle
along the feature's vector by the specified positive or negative amount.

. If you select the constrain to geometry check box, IP will tie this feature to the selected

geometry. If the geometry changes, then so will the feature.

13
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11. If you change the values, then the values no longer reflect the model geometry. You must
deselect the constrain to geometry check box before you can create the circle.

12. Click OK to accept the current values and add the circle feature to the current Inspection
Plan.

Creating Round or Square Slot Features

1. Selectthe Round Slot n or Square Slot r~—l icon on the toolbar.

2. The IP Slot Feature dialog box appears. The selected slot type will be selected based on
the icon that was clicked. You can change the slot type inside the dialog box as well.

3. Indicate the location of the slot by selecting the face that the slot is cut out of. Select near
the edge of the slot. IP will insert the location and vector data into the dialog box.

=

Label| 5z

Insert In Plan|plan 2

—Slak Twpe
@ Square Slot _—
(2 Round Slot
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IP Slot Feature dialog box

14
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Change the Label for the slot if needed.

Select the needed plan from the Plans section of the InspectionPlanner Node in the
feature tree. The selected plan is displayed in the Insert In Plan box.

Select either Round or Square Slot.

Change the values for the XYZ coordinates and the 1JK vector values as needed.
Selecting Reverse will reverse the direction of the vector.

Specify the Width and Length of the slot.

. Select either Internal or External Slot.
. If you select the constrain to geometry check box, IP will tie this feature to the selected

geometry. If the geometry changes, then so will the feature.

. If you change the values, then the values no longer reflect the model geometry. You must

deselect the constrain to geometry check box before you can create the slot.
Click OK to accept the current values and add the slot feature to the current Inspection
Plan.

IP_Commands Toolbar

Using the IP_Commands toolbar, you can create, translate and rotate alignments. Adding
location dimensions and constructed features as well as inserting comments into your part
program is also done from the IP_Commands Toolbar.

Creating Alignments

Once you have created your features, you can create or modify alignments.

1.
2.

3.

Select the Alignment icon on the toolbar. 2
The IP Alignment Command dialog box appears.

IP Alignment Command 2 x|

Label| a1
Insert in Plan|plan 1
—Primary
Feature! Fln1 Remu:uve_l
Lewvel tDl"'z ;I
—Secondary
Feature A1 Remowve
Rokate tof 4 l‘
About 7 e e
& Crriging pr1 Remove I
Y Origing Lnd Remove !
£ Criging Plnl Femove I

W oK I ﬂCanceI_I

—

IP Alignment Command dialog box

If needed, type an ID for this alignment in the Label box.

15
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10.

11.

Select the needed plan from the Plans section of the InspectionPlanner Node in the
feature tree. The selected plan is displayed in the Insert In Plan box.

In the Primary alignment area, indicate the axis you want to Level to for the primary
alignment IP Feature. Select the proper axis in the drop-down list. The default axis is +Z.
Next, select the primary alignment IP Feature by selecting the label for it from the model
window or by selecting it from the feature tree.

In the Secondary alignment section, indicate the axis to Rotate to and the axis to rotate
About for the secondary alignment IP feature. Select the proper axes in the drop-down
lists.

Select the secondary alignment IP Feature by selecting the label for it in the model
window or by selecting it in the feature tree.

As you select the primary and secondary IP features, they are also set, as appropriate, in
the X, Y, and Z Origin boxes.

You can change any of the IP features by first selecting the edit box for that feature and
then selecting a new IP feature.

Click OK to accept the current values and add the IP Alignment command to the current
Inspection Plan.

Translating Alignments

You can translate (or move) your Inspection Plan’s current alignment by an offset distance.

16

Select the Translation icon on the toolbar. ’E
The IP Translation Command dialog box appears.

IP Translation Comi 2 x|

Label Alnt
Insert in Planiplan 1
¥ Axis [

Y Axis 10

Z Bxis i 12.5|

@ oK | o Cancel
- |

IP Translation Command dialog box

If needed, type an ID for the alignment you want to translate in the Label box.

Select the needed plan from the Plans section of the InspectionPlanner Node in the
feature tree. The selected plan is displayed in the Insert In Plan box.

Type the values for the translation along the X, Y, and Z axes in the X, Y, and Z Axis
boxes.

Click OK to accept the current values and add the IP translation command to the current
Inspection Plan’s alignment.
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Rotating Alignments

You can rotate your Inspection Plan’s current alignment by a specified angle.

1. Select the Rotation icon on the toolbar.
2. The IP Rotation Command dialog box appears.

IP Rotation Commar 21xl

gt

Label alnl

Insert in Plan|plan 1
Angle a0
Auis % fxis

- Cancel_l

IP Rotation Command dialog box

3. If needed, type an ID for the alignment you want to rotate in the Label box.

4. Select the needed plan from the Plans section of the InspectionPlanner Node in the
feature tree. The selected plan is displayed in the Insert In Plan box.

Type the angle of the rotation in the Angle box.

Select the axis (X, Y, or Z) you want to rotate about in the Axis box.

Click OK to accept the current values and add the IP Rotation command to the current
Inspection Plan.

No o

Creating Location Dimensions

If you want to create a location dimension for any feature, you can use the Location icon.

i
1. Select the Location icon on the toolbar. =<
2. The IP Location Command dialog box appears.

17
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18

IP Location Comman il |
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Imsert in Plan| plan 1

—5elect Tolerance Axis

1 angle
o ¥ Axis [ Length
3 v axis [ Height
d Zaxis [ Polar Radios
[ Diameter [ ] Polar Angle
L radius & T Yeckar

— Tolerance

Aadsi [y g |

+ Tall o

- Tol [
Set Tolerance to ALL I
Set Default Tolerance i

& Cancel l

IP Location Command dialog box

If needed, type an ID for this location in the Label box.

Select the needed plan from the Plans section of the InspectionPlanner Node in the
feature tree. The selected plan is displayed in the Insert In Plan box.

Select the IP feature to be used for this IP Location from the model window or by selecting
it from the feature tree. It will appear in the Feature box. Additionally, the appropriate
default axes will be selected. For example, if an IP point is selected, then the X, Y, Z, and
T Vector axes will be selected.

For each axis selected, type appropriate positive and negative tolerances. There is a
different set of positive and negative tolerances for each axis. Select the needed Axis
from the drop-down box and change the values in the + Tol and —Tol boxes.

If the same tolerances are wanted for more than one axis, click the Set Tolerance to ALL
button. This sets the specified tolerances for all selected axes.

If more than one IP Location command will be created, then click the Set Default
Tolerances button. This sets the default tolerances for all axes to the currently specified
values. Next time a new IP Location is created, it will start out with the default tolerance
values that were set.

Click OK to accept the current values and add the IP Location command to the current
Inspection Plan.
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Inserting Comments

Comments come in three types: Operator, Programmer, or Report. This allows you to insert a
specific type of comment into your Inspection Plan, providing instructions to operators,
programmer notes, or notes that will show up on your Inspection Plan reports.

oo

7.

Select the Comment icon on the toolbar.
The IP Comment Command dialog box appears.

2l

Labed [T
Comment] This is a comment
Insert in Plan|plan |1

Type |01:-e-|atl:t 5

—

IP Comment Command dialog box

If needed, type an ID for this comment in the Label box. The default is C1 meaning the
first comment in the plan. Additional comments will be C2, C3, etc. Modify these comment
labels as needed.

Select the needed plan from the Plans section of the InspectionPlanner Node in the
feature tree. The selected plan is displayed in the Insert In Plan box.

Edit the comment in the Comment box.

Select the type of comment to create (Operator, Programmer, or Report) from the Type
box.

e Operator comments appear as message boxes whenever the resulting part program is
executed. They are useful for giving instructions to the operator at the measuring
machine.

e Programmer comments will not be visible to the operator in the resulting part program.
But if someone opens up the part program and looks at the code they will be able to
see the programmer comments.

e Report comments send the specified comments into the report that gets generated
once the part program finishes execution.

Click OK to accept the current values and add the IP Comment command to the current
Inspection Plan.
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Constructing Features

If you want to construct features from other features, you can use the Construction icon.

o)

1. Select the Construction Feature icon on the toolbar. &=
2. The IP Construction Feature Command dialog box appears.

x|

Label CF1

Insert in Plan [pPlan 1

IP Features |pr1
PEz

Remove Feature
Feature Type Point -

Operation | b
[~ OK_I ﬂCanceI_I

-

IP Construction Feature dialog box

3. If needed, type an ID for this constructed feature in the Label box.

4. Select the needed plan from the Plans section of the InspectionPlanner Node in the
feature tree. The selected plan is displayed in the Insert In Plan box.

5. Select the IP features to be included in this construction feature from the model window or
by selecting them from the feature tree. As you select features, IP adds them to the IP
Features list. To remove a feature from the list, select that feature in the list, and then
click the Remove Feature button.

6. Select the feature type to construct from the Feature Type drop down list and select the
type of operation to be performed for that feature from the Operation drop down list.

:’g See “Appendix A: Constructed Features” for more information about the construction
operations that can be performed and the related feature types that can be created.

7. Click OK and the constructed feature will be added to the Inspection Plan.

Adding an Existing Feature to the Current Plan

To add an existing CATIA V5 feature to the active Inspection Plan, follow these steps:

1. Select the Feature icon on the toolbar. 2 No dialog box appears.
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2. Select the IP feature to be added to the Inspection Plan from the model window, or select
it from the feature tree.

Editing your Inspection Plan in CATIA 5

-8 InspectionPlanner To edit commands of your Inspection Plan you have already created
B Flans you will need to use the feature tree for CATIA 5. This will gllow you
’ F'I-'r ) to go back and make changes to the values of your Inspection Plan.
- =10
B Flan 2 You can also use the Reorder Commands button to change the
- B Plan 3 order of the commands in your Inspection Plan.
1ol _ _
o To Edit your Inspection Plan:
M Edgl 1. Double-click on any of the features in the IP Features list,
&= Fin1 or Alignments, Translations, Rotations, Locations,
| Cwlt Comments, or Constructions in the Plan list.
- 5pht
R Note: You may also double-click on the feature label in the graphics
bd Cirl . .
display to edit the values.
N
i 5i2 2. Edit values in the applicable dialog box to the needed
= e values. For example, edit the nominal information in the
o Circle Feature dialog box for a Circle.
- 3. Click OK to save the changed values or click Cancel to
S abort any changes that have been made.
BN LS E-
255 P4 4. Click the Reorder Commands button k-fto change the
41 order of commands in your Inspection Plan. See the
= "Changing the order of the Items in a Plan" topic for more
Locl information.
- B IP Features 5. To rename the plan, double-click the Plan name and
— change the name in the Plan dialog box. Click OK to save.
[IFf
&Ln1 6. Click the Text Output button ' to save your changed

g Edgl Inspection Plan. See the "Exporting a Plan to a File" topic
5 Flnl for more information.
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Using PC-DMIS Inspection Planner for SolidWorks

This topic describes how to install and use PC-DMIS Inspection Planner with SolidWorks. It
shows how to perform various sub tasks needed to create an Inspection Plan that you can either
store with your CAD data or export as a text file.

@ The Inspection Planner option must be enabled on your portlock to use the Inspection
Planner capabilities for SolidWorks.

Installing Inspection Planner for SolidWorks

1. Log on to the Wilcox ftp site: ftp.wilcoxassoc.com. Browse to the
InspectionPlanner/SolidWorks directory. Enter the directory of the desired version and
download the install executable, Install_ PCDMIS xxx_IPSolidWorks.exe, file to a
specified directory on your hard drive.

2. Double-click on the downloaded .exe file to begin the installation of IP for SolidWorks

3. The Setup program will then prompt you to select the location where to install PC-DMIS
Inspection Planner for SolidWorks. The default directory might look something like this;
C:\PCDMISW\InspectionPlanner\SolidWorks.

4. The Setup program will then copy files for PC-DMIS Inspection Planner for SolidWorks
to this newly created directory.

@ The Setup program will verify that the needed file structure and files for SolidWorks are
installed where you previously specified. An error will occur if the files do not exist.

To start the PC-DMIS Inspection Plan application

To start a PC-DMIS Inspection Plan session from within your SolidWorks session, follow this
procedure:

Start SolidWorks.

Open the SolidWorks Add-Ins dialog box by selecting Tools | Add-Ins...
Ensure that the PC-DMIS Inspection Planner check box gets selected.
Click OK to activate Inspection Planner inside SolidWorks.

PoNE
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Add-Ins 7| x|
[#] 30 control J |

[1DrawCompare

[CIFeaturabsfark s J Cancel |

[ IMaldilowipress
[w]PC-DMIS Inspection Plann
[C1PDMwiarks 2004

SolidWorks Add-Ins dialog box.

5. There should now be an Inspection Planner menu option in the SolidWorks menu bar.

£¥ SolidWorks 2005 - ip_block3.5LDPRT
File Edit View Insert Took at)cunlmr Window  Help

DPEHEI QR D-F | [REFEHE B-®|2

Inspection Planner in SolidWorks toolbar.

Once you have started the PC-DMIS Inspection Planner application, you may create, list, and edit
IP features, commands, and Inspection Plans.

Inspection Planner Menu Items

Selecting the Inspection Planner menu in the SolidWorks menu bar displays the Inspection
Planner sub-menus and menu items. These menu items contain the tools for creating, editing,
exporting, and using Inspection Plans.
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| Inspection F'ipner Wing

| =3
j Delete

Feature s
Datum

Alignrent »
GOT Selection
Location
Construction
Comment

Show Plan
Export

Customize Menu
Inspection Planner menus

Creating a New Inspection Plan
To create a new PC-DMIS Inspection Plan, follow this procedure:

1. Select New from the Inspection Planner menu.
2. |IP displays a check mark in front of the New menu item indicating that an Inspection Plan
exists in the SolidWorks part.

| Inspection Planner  Winde

Delete

Inspection Plan exists.

@ If a plan already exists in the SolidWorks part, you will be asked if you want to replace the
existing plan.

Deleting the Inspection Plan
To delete the current Inspection Plan from the SolidWorks part:

1. Select Delete from the Inspection Planner menu.
2. |IP deletes the current Inspection Plan.

Showing the current Inspection Plan
To display the current Inspection Plan in the SolidWorks part:

1. Select Show Plan in the Inspection Planner menu.
2. The Inspection Plan dialog box appears.
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Clinspection Plan =10 x|

FLDHP irnpechon Planl 1.0

LERETS

FIEAT FPLANE F10 87 D850 000 20 826067 0UD.-1 0,00,
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*OATUMF1Z DATIC)
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Show Inspection Plan dialog box

3. You can edit the Inspection Plan using this dialog box.

e Insert After — Select a line in the plan, and click the Insert After button. This sets the
insertion point in the plan. IP inserts all new objects after this line.

e Edit — Select a line in the plan, and click the Edit button. IP displays the dialog box for
that object, allowing you to edit its contents

o Delete — Select a line in the plan, and click the Delete button. IP deletes the selected
line from the plan.

o Close — Selecting the Close button closes the Inspection Plan dialog box.

Exporting the current Plan to a File
To Export the current Inspection Plan for use within PC-DMIS, follow this procedure:

1. Select Export from the Inspection Planner menu. The Save As dialog box appears.

Save AS 2| x|
Save inc | L) Sohdworks R B 5 s v

_Jold

|2]ip_test].ip

File name: { | Save I
Save ac type: [IP Filex [“in) -] Cancel

Save As dialog box.

2. Browse to the location where you would like to save the file. Specify a name for the
Inspection Planner file in the File name box.

3. Click Save to export the file. This text file can then be imported into PC-DMIS. See
“Importing the Inspection Plan”.

25



PC-DMIS Inspection Planner

Creating Features

Once you have created a new Inspection Plan, you can create features for that Inspection Plan.
To create features, use this general method:

1. From the Inspection Planner menu, select the Feature sub-menu, and then select the
feature that you want to create. A dialog box, specific to the feature you selected,
appears. Inspection Planner supports the following features:

e Point

e Edge Point
e Line

e Plane

e Circle

e Cylinder

e Round Slot

e Square Slot

e Sphere
Feature Paint
Daturm EdgeFoint
Aligrirnent » Line
GOT Selection Plane
Location Circle
Construction Cylinder
Carmment Found Slot

Square Slot
Shiow Plan th

ere

Export F
Thicthrmiza Mann CUSU:ImiZE MEr-ILJ

Feature menu

2. Using the mouse, select the face, edge, or vertex from the CAD display that will be used
for the feature. IP may ask you to select with the mouse again, depending on the type of
feature you are defining and the CAD object first selected. The Open Feature dialog box
will display the correct values provided from the CAD data. You can edit these values as
needed.

3. Click the OK (the green check mark) button to accept your changes and create the
feature. This feature will be added to the Inspection Planner tree as well as to the
currently active plan.

\\g You must create an Inspection Plan before you can create any features.

The dialog box for each specific type of feature is explained below:
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Creating a Point Feature

1.
2.
3

©ONo o

Select Point menu item from the Feature sub-menu.
The IP Point dialog box appears.

PC-DMIS Inspection Planner

Indicate the location of the point feature by clicking on any surface. IP will put the XYZ
coordinate and IJK vector information for the point into the dialog box.

A

Port Infoemation .~
% oo
I e W
I = [uTmm
Fnd |
1 E—
J W
K: [loooooo
Flip Veclor
Clea I
Raarmetete | i
D |n7
I™ Sample Hits

IP Point dialog box

Change the values for the XYZ coordinates and the 1JK vector values as needed. If you
change the values, then the values no longer reflect the model geometry. You must select
the Find button to find the closest point on the geometry before you can create the point.
Clicking Flip Vector will reverse the direction of the vector.

Clicking Clear will clear the values from the dialog box.
Change the ID if needed.

Select the Sample Hits check box if you want samples hits taken during the

measurement of this feature.

Click OK (green check mark) to accept the current values and add the point feature to the

current Inspection Plan.
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Creating a Line Feature

Select the Line menu item from the Feature sub-menu.

The IP Line dialog box appears.

Indicate the location of the start point of the line feature by clicking the first point on any
surface. IP inserts that start point location into the dialog box.

4. Indicate the location of the end point of the line feature by clicking a second point on any
surface. IP inserts that end point location into the dialog box.

wN e

Stast Fomt

Lt |nu:u:m
¥: |uo:u:-m

2 [Eﬁm""”"—

End P
% 0000000

T ||1|3:um
Z: |umxm

Suface Vector

| |uu:lma

POBWEEE i

i0: ||:g

IP Line dialog box

o

Change the values for the XYZ coordinates and the 1JK vector values as needed.
Selecting Flip Vector will reverse the direction of the vector.

Selecting Clear will clear the values from the dialog box.

Change the ID if needed.

Click OK (green check mark) to accept the current values and add the line feature to the
current Inspection Plan.

©CENO O
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Creating an Edge Point Feature

1.
2.
3

NG~

PC-DMIS Inspection Planner

Select the EdgePoint menu item from the Feature sub-menu.

The IP Edge Point dialog box appears.

Indicate the location of the edge point feature by clicking on any surface near an edge.
The point will snap to the nearest edge of the surface. IP inserts the point’s location into

the dialog box.

IP Edge Point

M m—
Y [oooooo0
2: oo
I° [oooeos
45 [1.000000
K: [oooooos
Fiip Vechor
Mormal Veciod

EE 1 000000

Flip Vechor
_ Ges |

"

LS ]

-

IP Edge dialog box

Change the values for the XYZ coordinates and the 1JK vector values as needed.
Selecting Flip Vector will reverse the direction of the vector.
Selecting Clear will clear the values from the dialog box.

Change the ID if needed.

Click OK (green check mark) to accept the current values and add the edge point feature

to the current Inspection Plan.
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Creating a Plane Feature

1. Select Plane menu item from the Feature sub-menu.

2. The IP Plane dialog box appears.

3. Indicate the location of the plane feature by clicking any surface. IP inserts the plane’s
location and vector data into the dialog box.

><:|n|:|:um

_ Cex |

A

etk
10: |Fd

#

IP Plane dialog box

Change the values for the XYZ coordinates and the 1JK vector values as needed.
Clicking Flip Vector will reverse the direction of the vector.

Clicking Clear will clear the values from the dialog box.

Change the ID if needed.

Click OK (green check mark) to accept the current values and add the Plane feature to
the current Inspection Plan.

NG~

30



PC-DMIS Inspection Planner

Creating a Cylinder Feature

1. Select Cylinder menu item from the Feature sub-menu.

2. The IP Cylinder dialog box appears.

3. Indicate the location of the cylinder feature by clicking the cylindrical surface of a cylinder.
IP inserts the cylinder’'s XYZ and IJK information into the dialog box.

IF Cylinder

Cyinde Information &
®: W
i W
2 oo
F ]&u:tmn
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IP Cylinder dialog box

Change the values for the XYZ coordinates and the 1JK vector values as needed.
Selecting Flip Vector will reverse the direction of the vector.

Specify the Diameter and Height of the cylinder.

Selecting Clear will clear the values from the dialog box.

Change the ID if needed.

Select either Hole or Stud to determine whether it's an internal or external cylinder.

0. Click OK (green check mark) to accept the current values and add the Cylinder feature to
the current Inspection Plan.

BOO~NO O A
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Creating a Circle Feature

32

1. Select Circle menu item from the Feature sub-menu.

2. The IP Circle dialog box appears.

3. Indicate the location of the circle feature by clicking a circular edge or cylindrical surface
of the circle feature. IP inserts the circle’s XYZ center and 1JK vector into the dialog box.

H 000000
L T )
Z: [0000000

o |_F'5
* Hole
™ Stud

IP Circle dialog box

Change the values for the XYZ coordinates and the 1JK vector values as needed.
Selecting Flip Vector will reverse the direction of the vector.

Type the Diameter of the circle.

Selecting Clear will clear the values from the dialog box.

Change the ID if needed.

Select either Hole or Stud.

0. Click OK (green check mark) to accept the current values and add the Circle feature to
the current Inspection Plan.
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Creating Round or Square Slot Features

1. Select either Round Slot or Square Slot from the Feature sub-menu.

2. The IP Slot dialog box appears. The selected slot type will be selected based on the
menu item that was clicked. You can change the slot type inside the dialog box as well.

3. Indicate the location of the slot by selecting the face that the slot is cut out of. Select near
the edge of the slot. IP will insert the center point and vector information into the dialog
box.

Slollnformation &

Fip Vector [
Width W-i.‘i]_
Lecght [o000000

1+ Flound Slot
1~ Squars Skt

_ Cear |
Focomotete . .. &

o 15

 Hole
" Ehad

4

IP Slot dialog box

Change the values for the XYZ coordinates and the IJK normal vector values as needed.
Change the values for the 1JK orientation vector values as needed.

Selecting Flip Vector will reverse the direction of the normal or orientation vectors.
Specify the Width and Length of the slot.

Select either Round or Square Slot.

ONO O~
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9. Selecting Clear will clear the values from the dialog box.

10. Change the ID if desired

11. Select either Hole or Stud.

12. Click OK (green check mark) to accept the current values and add the Slot feature to the
current Inspection Plan.

Creating a Sphere Feature

1. Select Sphere menu item from the Feature sub-menu.

2. The IP Sphere dialog box appears.

3. Indicate the location of the sphere by clicking a circular edge or spherical face of the
sphere. IP calculates the sphere’s location and vector from where you clicked.

IF Sphere

i
(" Dut

IP Sphere dialog box

Change the values for the XYZ coordinates and the 1JK vector values as needed.
Selecting Flip Vector will reverse the direction of the vector.

Type a Diameter for the sphere.

Selecting Clear will clear the values from the dialog box.

Change the ID if needed.

Select either In or Out to specify whether or not the feature is an internal or external
sphere.

10. Click OK (green check mark) to accept the current values and add the Sphere feature to
the current Inspection Plan.

©CENOO A
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Constructing Datum Features
If you want to construct datum features, you can use the Datum menu option,

1. Select Datum from the Inspection Planner menu.
2. The IP Datum feature dialog box appears.

IP Datum x|

k. | Cancel |
Dratum Letter : |B

Feature ;

IP Datum feature dialog

3. Specify the datum by:

e Selecting the datum from the graphic window, or...
e Selecting the IP features to be included in this IP datum feature by selecting them from
the feature list at the bottom of the dialog box.

4. Change the Datum Letter if needed.
5. Click OK to add the Datum feature to the Inspection Plan.

Creating Alignments

The Alignment sub-menu provides you with menu items to create, rotate, and translate
alignments.

Alignment M
GOT Selection Rotate
Lacation Translate
Construction

CLstamize Menu
mhrmmrant

Alignment menu.
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Creating New Alignments

Once you have created your features, you can create or modify alignments.

36

1. Select New from the Alignment menu.
2. The IP Alignment dialog box appears.

IP Alignment x|
ok | Concel |

Label  [A1

PRIMARY

Featue FFH] -Flans
Level To: [ZPLUS =]

SECOMDARY
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F10 Plane
F11DAT[A) Plane

IP Alignment dialog box

If needed, type an ID for this alignment in the Label box.

In the Primary alignment section, indicate the axis you want to Level to for the primary
alignment IP feature. Select the proper axis from the drop-down list. The default axis is
ZPLUS.

Select the primary alignment IP feature by selecting the proper feature in the Datum /
Feature list. Click in the Primary Feature box, and then press your keyboard’s Enter
key.

In the Secondary alignment section, indicate the axis to Rotate to and the axis to rotate
About for the secondary alignment IP feature. Select the proper axes in the drop-down
lists.

Select the secondary alignment IP Feature by selecting the proper feature in the Datum /
Feature list. Click in the Secondary Feature box then press your keyboard'’s Enter key.
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8. As you select the primary and secondary IP features, they are also set, as appropriate, in
the X, Y, and Z Origin boxes.

9. Selecting Clear will clear the values from the dialog box.

10. Any of the IP features can be changed by selecting the proper feature in the Datum /
Feature list. Simply click in the Feature box then press the Enter key.

11. Click OK to accept the current values and add the IP Alignment command to the current
Inspection Plan.

Rotating Alignments
You can rotate your Inspection Plan’s current alignment by a specified angle.

1. Select Rotate from the Alignment menu.
2. The Rotate Alighment dialog box appears.

Rotate Alignment x|

Ok, | Cancel |

Label: |.-'1‘-.2
Angle: |E|

" Raotate about ¥ Axis

" Rotate about ' Axis

{+ Fotate about £ Axis

Rotate Alignment dialog box

If needed, type an ID for the alignment you want to rotate in the Label box.

Type the angle of the rotation in the Angle box.

Select the axis (X, Y, or Z) you want to rotate about in the Axis box.

Click OK to accept the current values and add the Rotate Alignment command to the
current Inspection Plan.

o0~

Translating Alignments
You can translate (or move) your Inspection Plan’s current alignment by an offset distance.

1. Select Translation from the Alignment menu.
2. The Translate Alignment dialog box appears.
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Translate Alignment x|

Ok, | Cancel |
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(" Move in the 2 direction

Translate Alignment dialog box

3. If needed, type an ID for the alignment you want to translate in the Label box.

4. Type the values for the translation along the X, Y, or Z axes in the Distance box.

5. Specify which axes direction to move along by selecting Move in the X direction, Move
in the Y direction, or Move in the Z direction.

6. Click OK to accept the current values and add the Translate Alignment command to the
current Inspection Plan’s alignment.

Constructing GD&T Features

If you want to construct features from tolerances (GD&T), you can use the GD&T Selection

menu option,

1. Select GD&T Selection from the Inspection Planner menu.
2. Select a GD&T feature from the graphic window.
3. The IP GD&T dialog box appears. The feature for the GD&T feature will be highlighted in

the feature list.

IP GD&T x|

QF. | Cancel |
Label: |01

Features:

F10 :Plane
F11 :Plane
F12 :Plane
T

IP GD&T dialog box
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4. If needed, type an ID for this alignment in the Label box.
5. You may change the associated feature by selecting a new feature from the Features list.
6. Click OK to add the GD&T constructed feature to the Inspection Plan.

Creating Location Dimensions

If you want to create a location dimension for a feature, you can use the Location menu option.

1. Select Location from the Inspection Planner menu.

2. ThelP Loc

IF Location

ation dialog box appears.
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IP Location dialog box

3. Select the IP feature to be used for this IP Location from the model window or by selecting
it from the feature tree. IP adds it to the Feature box.

4. When you select the IP feature, IP uses the appropriate default axes. For example, if you
select IP point, then the IP selects the X, Y, Z, and T Vector axes.

5. For each axis selected, type appropriate positive and negative tolerances. There is a
different set of positive and negative tolerances for each axis. Select the needed Axis
from the drop-down box and change the values in the + Tol and —Tol boxes.
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6. If the same tolerances are wanted for more than one axis, click the Set Tolerance to ALL
button. This sets the specified tolerances for all selected axes.

7. If more than one IP Location command will be created, then click the Set Default
Tolerances button. This sets the default tolerances for all axes to the currently specified
values. Next time a new IP Location is created, it will start out with the default tolerance
values that were set.

8. Click OK to accept the current values and add the IP Location command to the current
Inspection Plan.

Constructing Features

If you want to construct features from other features, you can use the Construction menu
option.

1. Select Construction from the Inspection Planner menu.
2. The Constructed Feature dialog box appears.

Constructed Feature x|

oK | Cancel |

Labet [F1-
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Constructed Feature dialog box

3. Select the IP features to be included in this IP Construction Feature by selecting them
from the Feature list.

4. Select the feature type to construct from the Feature Type drop down list and select the
type of operation to be performed for that feature from the Operation drop down list.

:g See “Appendix A: Constructed Features” for more information about the construction
operations that can be performed and the related feature types that can be created.
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5. Click OK and the Constructed feature will be added to the Inspection Plan.

Inserting Comments

Comments come in three types: Operator, Programmer, or Report. This allows you to insert a
specific type of comment into your Inspection Plan, providing instructions to operators,
programmer notes, or notes that will show up on your Inspection Plan reports.

1. Select Comment from the Inspection Planner menu
2. The IP Comment dialog box appears.

Comment x|

ok | Careel 1+ Dperstn
i Ropad
- Pragyanires

IP Comment dialog box

3. Edit the comment in the Comment box.
4. Select the type of comment to create: Operator, Report, or Programmer.

e Operator comments appear as message boxes whenever the resulting part program is
executed. They are useful for giving instructions to the operator at the measuring
machine.

e Programmer comments will not be visible to the operator in the resulting part program.
But if someone opens up the part program and looks at the code they will be able to
see the programmer comments.

e Report comments send the specified comments into the report that gets generated
once the part program finishes execution.

5. Click OK to accept the current values and add the IP Comment command to the current
Inspection Plan.
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Using PC-DMIS Inspection Planner for Unigraphics

This topic describes how to install and use PC-DMIS Inspection Planner within Unigraphics. IP
allows you to perform various sub tasks needed to create an Inspection Plan that you can either
store with your CAD data or export as a text file.

\g The Inspection Planner option must be enabled on your portlock to use the Inspection
Planner capabilities for Unigraphics.

To install the PC-DMIS Inspection Planner

To install the PC-DMIS Inspection Planner for access from within the Unigraphics CAD system
(NX 2.0 and later), follow this procedure:

1. Log on to the Wilcox ftp site: ftp.wilcoxassoc.com. Browse to the
/InspectionPlanner/Unigraphics/ directory. Enter the directory of the desired version and
download the install executable, Install_PCDMIS_370_IPUnigraphics.exe, file to a
specified directory on your hard drive.

2. Double-click on the Install_ PCDMIS_370_IPUnigraphics.exe file to begin the installation
of IP for Unigraphics. Follow the instructions to install IP for Unigraphics.

\g The Setup program will verify the proper installation of Unigraphics on your system. It will
fall if it does not find the Unigraphics installation.

3. Start Unigraphics and you should see Inspection Planner... in the Application menu.

The PC-DMIS Inspection Plan application will now be available from within your Unigraphics
sessions.

To start the PC-DMIS Inspection Plan application

To start a PC-DMIS Inspection Plan session from within your Unigraphics session, follow this
procedure:

1. Start Unigraphics software.

2. Open your part file.

3. Switch to the Inspection Planner application by selecting Application | Inspection
Planner...
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Application Window Help

o Modeling. .. Corl+d
9 shape Studio... CErl+Ale+T
b9 pratring. .. CErl+Shifc+D

ofF Manufacturing. .. CErl+Ale+M
[ﬂ' Machine Tool Builder

E‘ Structures. ..
Moldflow Part Adwviser...
B MasterFEM+. ..

E& Motiomn. ..

Sheet Metal 4
[g& Bouting Mechanical. ..
E Bouting Electrical. ..

v Assemblies Ctrl+ale+ir
Enowledge Fusion

ﬂ Gateway. . . Ctxr 141

User Interface Btyler...

Inspection Plammer. ..

Start Inspection Planner Application

4. Inspection Planner launches and the Inspection Planner toolbar appears.

HEEE . | yonno mN
PC-DMIS Inspection Planner Toolbar — only New Plan enabled

Once the PC-DMIS Inspection Planner application launches you may create, list, and edit
Inspection Plans.

:g Except for the New Plan icon, the Inspection Plan menu and the other toolbar icons will
remain grayed out until you create an Inspection Plan.
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To Create a New PC-DMIS Inspection Plan
To create a PC-DMIS Inspection Plan, follow this procedure:

1. Start a new Inspection Plan by selecting the Inspection Planner | New menu option or
select the New Inspection Plan icon in the toolbar. This displays the IP Name dialog box.

#,IP Name x|

Mew Inspection Plan Marme

Ok | Cancel |

IP Name dialog box

2. Type the name for the new Inspection Plan and Click OK. This creates a new Inspection
Plan and adds the default header information to it. The rest of the Inspection Plan menu
and toolbar icons become available for selection.

IHEE R Lrks A EESsRneDND B
Active PC-DMIS Inspection Planner Toolbar

If you ever want to start over, select the Inspection Planner | Delete menu option to delete the
current Inspection Plan.

Creating Features

Once you have created a new Inspection Plan, you can create features for that plan. To create
features, use this general method:

1. From the Inspection Planner menu, select the Feature sub-menu, and then select the
feature that you want to create. A dialog box, specific to the feature you selected,
appears. Inspection Planner supports the following features:

e Point

e Line

e Edge Point
e Plane

e Cylinder

e Sphere

e Circle

e Round Slot

e Square Slot
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Using the mouse, select the face, edge, or vertex from the CAD display that will be used
for the feature. IP may ask you to select with the mouse again, depending on the type of
feature you are defining and the CAD object first selected. The Open Feature dialog box
will display the correct values provided from the CAD data. You can edit these values as
needed.

Click the OK button to accept your changes and create the feature in the Inspection Plan.

The dialog box for each specific type of feature is explained below:

Creating a Point Feature

1.
2.

o0k w

~

Select Inspection Planner | Feature | Point or the Point icon on the toolbar.

Indicate the location of the point feature by clicking on any surface. The IP Point feature
dialog box appears. IP will put the XYZ coordinate and IJK vector information for the point
into the dialog box.

¥, IP Point x|
Feature ID :
% | 96.0499
¥ | 96.1582
z: | 22.0000
Show Point i
| | 0.0000
J | 0.0000
K [ 1.0000
Flip Yector I

[ Sample Hits

Find values along given &xis
|'_ X Axis
[ ¥ Axis
[ 2 Axis

Find l

ok | conce |

IP Point dialog box

Change the values for the XYZ coordinates and the 1JK vector values as needed.

Click the Show Point button to display the point 3D CAD view.

Click the Flip Vector button to flip the currently assigned vector.

Click the Sample Hits option if you want sample hits to be taken for the point. These hits
are taken around the nominal point.

Select the check boxes next to the X, Y, and Z Axis options to find values along these
axes.

Click OK to accept the current values and add the point feature to the current Inspection
Plan.
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Creating a Line Feature

=

Select Inspection Planner | Feature | Line or the Line icon on the toolbar.

2. Indicate the location of the start point of the line feature by clicking the first point on any
surface. IP inserts that start point location into the dialog box.

3. Indicate the location of the end point of the line feature by clicking a second point on any

surface. IP inserts that end point location into the dialog box.

P Line x|

Feature ID: |38

Start Paint

X: | 84.3820

Y | 98.4131

z: | 2z.0000

End Point

% | 75.5873

¥ | 78.9419

z7 | 22.0000
Show Points

Surface Vector

I | 0.0000

E | 0.0000

K: | 1.0000
ITI Cancel [

IP Line dialog box

4. Change the values for the XYZ coordinates and the 1JK vector values as needed.

5. Click the Show Point button to display the point 3D CAD view.

6. Click OK to accept the current values and add the line feature to the current Inspection
Plan.
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Select Inspection Planner | Feature | Edge Point or the Edge Point icon on the toolbar.
Indicate the location of the edge point feature by clicking on any surface near an edge.
The point will snap to the nearest edge of the surface. The IP Edge Point dialog box

appears containing the point’s location.

¥,IP Edge Point x|

Feature ID FZ

o | 156.0342

Y: | 0.0000

z: | 22.0000
Show Point

Edge Vector

| | 0.0000

J | -1.0000

K | 0.0000

Mormnal Wector

I [ 0.0000

) | 0.0000

K | 1.0000

I 0] 4 | Cancel [

IP Edge Point dialog box

Change the values for the XYZ coordinates and the 1JK vector values as needed.
Click the Show Point button to display the point 3D CAD view.
Click OK to accept the current values and add the edge point feature to the current

Inspection Plan.
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Creating a Plane Feature

=

Select Inspection Planner | Feature | Plane or the Plane icon on the toolbar.
2. Indicate the location of the plane feature by clicking any face. The IP Plane dialog box
appears containing the plane’s location and vector data.

2P Plane X|

Feature D :

5 | 11.1980

¥: | 11.4448

2: | 0.0000
Shoad Vector

I | 0.0000

I | 0.0000

K. | 1.0000
[ ok | cancer |

IP Plane dialog box

3. Change the values for the XYZ coordinates and the 1JK vector values as needed.

4. Click the Show Vector button to display the vector 3D CAD view.

5. Click OK to accept the current values and add the plane feature to the current Inspection
Plan.
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Creating a Cylinder Feature

=

Select Inspection Planner | Feature | Cylinder or the Cylinder icon on the toolbar.

2. Indicate the location of the cylinder feature by clicking the circular edge or cylindrical
surface of the cylinder. The IP Cylinder dialog box appears containing the cylinder's XYZ
and 1JK information.

,IP Cylinder x|
Feature D : @
Center Point
% | 154.5835
Y | 80.4055
z: | 22.0000
Show Feature
Axis
| | 0.0000
J | 0.0000
K: | 1.0000
Diameter | 15.0000
Helght ; | l.DDUET
Type
® Hole { Stud
ITI Cancel [

IP Cylinder dialog box

Change the values for the XYZ coordinates and the 1JK vector values as needed.
Click the Show Feature button to display the Cylinder 3D CAD view.

Type the Diameter and Height of the cylinder.

Select the Type of feature: Hole or Stud.

Click OK to accept the current values and add the cylinder feature to the current
Inspection Plan.

NoO~®
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Creating a Sphere Feature

50

=

o0~

N

Select Inspection Planner | Feature | Sphere or the Sphere icon on the toolbar.
Indicate the location of the sphere by clicking a circular edge or spherical face of the
sphere. The IP Sphere dialog box appears containing the sphere’s location and vector
information.

¥, P Sphere x|
Feature |D: @
b | 168.6780
Y | 45.6600
Z: | 22.0000
Show Sphere
I | 0.0482
I [ -0.4214
K: | 0.9055
Diameter = | 12.7000
CIN @ ouT
[oe| il

IP Sphere dialog box

Change the values for the XYZ coordinates and the 1JK vector values as needed.

Click the Show Sphere button to display the Sphere 3D CAD view.

Type a Diameter for the sphere.

Select either In or Out to specify whether or not the feature is an internal or external
sphere

Click OK to accept the current values and add the sphere feature to the current Inspection
Plan.



Creating a Circle Feature
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Select Inspection Planner | Feature | Circle or the Circle icon on the toolbar.

Indicate the location of the circle feature by selecting a circular edge or cylindrical surface
of the circle feature. The IP Circle dialog box appears containing the circle’s XYZ center
and 1JK vector.

¥, P Cirlce k3

Feature ID : @

Centér Point

x: | 154.5835

Y | 80.4055

2 | 22.0000

Show Circle

Axis

| | 0.0000

) | 0.0000

K | 1.0000

Diameter . | 15.0000
Type

W Hole  Stud

I OF | Cancel [

IP Circle dialog box

Change the values for the XYZ coordinates and the 1JK vector values as needed.
Click the Show Circle button to display the Circle 3D CAD view.

Type the Diameter of the circle.

Select either Hole or Stud to specify whether or not the feature is an internal or external

circle.

Click OK to accept the current values and add the circle feature to the current Inspection

Plan.
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Creating Round Slot or Square Slot Features

1. Selectthe Inspection Planner | Feature | Round Slot or Square Slot menu items. Or
select the Round or Square Slot icon on the toolbar.

2. Indicate the location of the round slot by selecting a face or edge of the round slot feature.

3. IP may ask you to select the opposite edge or face of the round slot.

4. The IP Slot dialog box appears.

¥, P Slot x|
Feature [D: (I3
Centér Point
%: | 191.1780
& | 73.0000
Z: | 22.0000
Show Location
Mormal Wector
: | 0.0000
F | 0.0000
K | 1.0000
Orientation Vector
| | 1.0000
j | 0.0000
K | 0.0000
Width - | 7.0000
Length | 47.0000
% Round Slot
(" Square Slot
i Hole
 Stud
ITI Cancel [
IP Slot dialog box

Change the values for the XYZ coordinates and the 1JK vector values as needed.
Click the Show Location button to show the location of the slot 3D CAD view.

Type the Width and Length of the slot.

Select either Round or Square Slot.

Select either Hole or Stud to determine whether the slot is an internal or external slot.
0. Click OK to accept the current values and add the slot feature to the current Inspection
Plan.
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Creating Commands for Datum
If your CAD has datum items defined, you can create Inspection Planner commands for them.

1. Select Inspection Planner | Datum menu or the Datum icon.
2. The Select Datum Feature dialog box appears.

¥, Select Datum Feature x|

Marme

a].4 | Back | Car‘n:el|

Select Datum Feature dialog box

3. Select the appropriate datum symbol from the 3D CAD view.
4. The IP Datum definition dialog box appears.

¥, IP Datum x|
Datum Letter |g
Features :

FZ :Plane

F3 :Plane

Ok | Cancel

IP Datum dialog box

IP highlights the feature associated with the datum in both the 3D CAD view and the
Features list in the IP Datum dialog box.

5. If you want to change the Datum Letter, select the datum letter in the dialog box and
enter the new letter.

6. If you want to change the feature associated with the datum, select the new feature in the
Features list. The newly selected feature will be highlighted in the 3D CAD view.

@ This only changes the feature associated with the datum for the Inspection Plan. It does not
affect the datum’s association in the CAD file in any way.
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7. Click OK to add the datum to the Inspection Plan. The associated feature will also be
added to the Inspection Plan if it was not already in the plan.

Creating Alignments

Once you have created your features and datum commands, you can create or modify
alignments.

1. Select the Inspection Planner | Alignment | New menu option, or the New Alignment
icon on the toolbar. The IP Align dialog box appears.

¥, 1P Align x|
Label : a6

PRIMARY

Feature ID: |FZ
Level To [zrus =

SECONDARY

Festure D [F3

Fiotate To [HFLE =
About : |zaxs -

* Origin : [F?‘

¥origin:  |F3

Zorigin:  |F2

Feature List:

FZ Plane
F3 Plang

I oK | Carncel

IP Align dialog box

2. If needed, type an ID for this alignment in the Label box.

3. From the Feature List, select the feature required to Level To. Click in the PRIMARY
Feature ID box. Press Enter and IP adds the highlighted feature to the Feature 1D box.
Choose the needed axis from the Level To box

4. From the Feature List, select the feature required to Rotate To. Click in the
SECONDARY Feature ID box. Press Enter and IP adds the highlighted feature to the
Feature ID box. Choose the needed axes from the Rotate To and About boxes.

5. From the Feature List, select the feature required to establish an Origin. Click in the (X,
Y, or Z) Origin box. Press Enter and IP adds the highlighted feature to the specified
Origin box. Continue the process until each of the XYZ boxes are filled with the needed
features.

6. Click OK and the specified Alignment will be entered into the current Inspection Plan.
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Translating Alighments

You can translate (or move) your Inspection Plan’s current alignment by an offset distance.

1. Selectthe Inspection Planner | Alignment | Translate menu option, or the Translate
Alignment icon on the toolbar. The IP Translate dialog box appears.

Y|P Translate x|
Label :
Distance : | 0.0000

Mowve along axis : HaXIS -
Ok | Cancel |

IP Translate dialog box

Type the required distance to move the alignment in the Distance box, and select the axis
from the Move along axis box.

Click OK and the specified alignment will be translated to the distance specified along the
chosen axis and added to the Inspection Plan.

Rotating Alignments

You can rotate your Inspection Plan’s current alignment by a specified angle.

1. Selectthe Inspection Planner | Alignment | Rotate menu option, or the Rotate
Alignment icon on the toolbar. The IP Rotate dialog box appears.

¥, IP Rotate x|
Label :
Angle | 0.0000

Fotate About : ZAXS w
Ok | Cancel |

IP Rotate dialog box

Type the required angle (in degrees) in the Angle box, and select the axis from the
Rotate About box.

Click OK, and IP will rotate the Inspection Plan’s alignment about the specified axis
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Creating Tolerances

The Tolerance menu option allows you to select GD&T Feature Control Frame symbols to create
IP tolerances.

1. Select Inspection Planner | GDT Selection from the menu.
2. The Select Tolerance Feature dialog box appears.

. Select GDT Tolerar x|

Mame

I Back Cancel

Select GDT Tolerance Feature dialog box

3. Select the appropriate Feature Control Frame symbol from the 3D CAD view.
4. The IP GD&T definition dialog box appears.

¥ IP GD&T 1 X|
Label i

Features ;

F1.DAT(AY Plane

F2:DAT(E) Flane

F3.DAT(C) Plane
inder

Ik Cancel

IP GD&T dialog box

IP highlights the feature(s) associated with the tolerance in both the 3D CAD view and the
feature list in the IP GD&T dialog box.

5. If you want to change the Label, select the label in the dialog box and type a new letter.
6. If you want to change the feature(s) associated with the tolerance, select the new
feature(s) in the Features list. The newly selected feature(s) will be highlighted in the 3D

CAD view.
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@ This only changes the feature(s) associated with the tolerance for the Inspection Plan only.
It does not effect tolerance’s association in the CAD file in any way.

7. Click OK to add the Tolerance Feature Control Frame to the Inspection Plan. IP also adds
the associated feature(s) to the Inspection Plan if not already in the plan.

Creating Location Dimensions

If you want to create a location dimension for any features, you can use the Location menu
option.

1. Select Inspection Planner | Location from the menu or the Location icon from the
toolbar. The IP Feature Location dialog box appears showing a list of all the IP features.

&, IP Feature Location X
Label - b2

Feature List:

FZ Plane
F3 Plame
F7 Plang

Select Tolerance Axis

[+ Auto [~ Angle

[ xAxis [ Length

[ Axis [ Height

[ & Axis | Polar Angle
[ Diamerer [~ Polar Radius
[ Radius [ Tweeror
Tolerance

Axis ALL -

Flus Tolerance ; 0.0000
Minus Tolerance : 0.0000

et Tolerance to ALL I

Set Default Tolerance I

I 8] 4 | Cancel |

IP Feature Location dialog box

2. Select the feature from the List or select the feature’s label from the 3D CAD view. It will
be added to the Feature List box.
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3. When the IP feature is selected from the Feature List, the appropriate default axes will be
selected. For example, if an IP point is selected, then the X, Y, Z, and T Vector axes will
be selected.

4. For each axis selected, type appropriate positive and negative tolerances. There is a
different set of positive and negative tolerances for each axis. Select the needed Axis
from the drop-down box and change the values in the Plus Tolerance and Minus
Tolerance boxes.

5. If the same tolerances are wanted for more than one axis, click the Set Tolerance to ALL
button. This sets the specified tolerances for all selected axes.

6. If more than one IP Location command will be created, click the Set Default Tolerances
button. This sets the default tolerances for all axes to the currently specified values. Next
time a new IP Location is created, it will start out with the default tolerance values that
were set.

7. Click OK to accept the current values or changes that have been made.

Constructing Features

If you want to construct features from other features, you can use the Construction option.

1. Select the Inspection Planner | Construction menu option or Construction icon in the
toolbar. The IP Feature Construction dialog box appears letting you construct the
desired feature from the list of features in the current Inspection Plan.

¥, P Feature Construction. x|

Feature [D Iﬁ

Feature Type : Paint it
Operation : INTERSECTION -

Feature List :

FZ Plane
F3 :Flane
F7 Flane

Cancel |

IP Feature Construction dialog

2. Select the features that are needed for the construction from the Feature List box.
3. Select the Feature type to construct from the Feature Type drop down list and select the
type of operation to be performed for that feature from the Operation drop down list.

:g See “Appendix A: Constructed Features” for more information about the construction
operations that can be performed and the related feature types that can be created.

4. Click OK and the Constructed feature will be added to the Inspection Plan.
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Inserting Comments

Comments come in three types: Operator, Programmer, or Report. This allows you to insert a
specific type of comment into your Inspection Plan, providing instructions to operators,
programmer notes, or notes that will show up on your Inspection Plan reports.

If you want to insert comments into the Inspection Plan, select the Inspection Planner |
Comment menu option or Comment icon in the toolbar. A Comment dialog box appears.

¥, Commen x|
Tiwd
@ Opeayion
Hinpart
i Pyogearener
CoaTHEng |
O Appty | Cance i

Comment dialog box

Use the Comment dialog box to select the type of comment (Operator, Report, or Programmer),
type the comment, and click OK to insert it into the Inspection Plan.

e Operator comments appear as message boxes whenever the resulting part program is
executed. They are useful for giving instructions to the operator at the measuring
machine.

e Programmer comments will not be visible to the operator in the resulting part program.
But if someone opens up the part program and looks at the code they will be able to
see the programmer comments.

e Report comments send the specified comments into the report that gets generated
once the part program finishes execution.

Displaying the Inspection Plan

At any time you can display the entire Inspection Plan. To do this, select the Inspection Planner
| Show Plan menu option. Your CAD package will display a dialog showing the Inspection Plan.

|rl"_-..ll?-\.|:ll"'.'| Plan

= MLAN: Indpection Plan |

PCDIPHipection Plan 1,100

AT M

FEAT fPLANEF 1,9 0421 | 7 &00668,.0.0,0.0,00,1.0

FEAT (PUGNEF 2 42 SE5e5 0002 ANI856,0.0,-1.0.0.0;

FEAT [PLANEFY, 00,26 21247 -3 FBI567 - 1.0, 00,000,

BLICH TR B DPULE P P DPLLES, F2 00RIC R 3, ORICF 2 JORICF 1D

FEATCRRCLEFL 124178, %0.0,22.0,0.0,0 0, § 060 5, INNER,

TEAT|C‘ILHDE‘ FE NS4 58F592 B0 405552, 22 0,0, i, l:l 50,7 0,IRNER,
I r3

FEAT/PLANEF 9 6421127 £20668.00,0.0,0.0,1.0;

FEAT/PLANEF2 42 SFESE50 0.2 433556.0.0,-1 0,0.0;

FEAT /PLANEFS,0.0,26 21247 <9, 731587 = 1,0,0.0,0. 0

FEAT(CHCLEFS V24178 5000,22 0,000,000, B 0 &0 5 INNER,

FEAT (CYUNDERFE VG4 S350, 80 40550223 0,000,000, 1.0 150,10, IkNER,

FEATRESLOTRG V0.1 P87 300, 22 0,000,000, 8 0,0.000.0,0.0.7.0,47. 0 INNEF,

FEAT (SO OT P 60 B69550, 23 334524.22.0,000,000, 10,0707 107 0 R0F LAF,000,1 1.0,57 QUNNER,

Iriert Afeer Edr | Dietete

Inspection Plan display dialog box

The statements include:
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Header
Comments
Measured features
Datum features
Dimensions
Alignments

Rules

O O O 0O O O O o

Report options

e You can edit any command by selecting the command line and clicking the Edit button in
the display dialog

e You can delete any command by selecting the command line and clicking the Delete
button in the display dialog.

e You can set the insert position by selecting the command line and clicking the Insert
After button in the display dialog. Any new commands will get inserted at that point.

e You can keep this plan open during the entire planning process.

Exporting Your Inspection Plan

The Inspection Planner | Export menu option, or the Export icon on the toolbar, allows you to
specify a text file to which IP will save the current Inspection Plan. You can import this text file
into PC-DMIS. See “Importing the Inspection Plan”.

Using Inspection Planner within PC-DMIS

The following topics describe how to use the new functionality added to PC-DMIS for Windows to
automatically create a part program from your Inspection Plan. To create your part program you
need to do the following:

e Import the Inspection Plan you exported from your CAD package.
e Perform an optimization step on the imported plan,
e Ensure that the probe won't collide with the part by inserting proper move commands.

Once you have completed these simple tasks, you can then execute your imported inspection
plan as a newly created PC-DMIS part program.

\g If you have problems using the Inspection Planner commands inside PC-DMIS, ensure that
there is an InsPlan.dll file located in the directory where you installed PC-DMIS.

Inspection Planner Default File (IPD)

You must have an Inspection Planner Default file, or (IPD) to import an Inspection Plan into PC-
DMIS. The "Creating and Modifying an Inspection Planner Default (IPD) file" provides more
information on this file.
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@ The IP Measure option must be enabled on your portlock to use the Inspection Planner
capabilities that are discussed in this section.

Importing the Inspection Plan

You can import the Inspection Plan and any rules by either importing a CAD file that has the
Inspection Plan tied to it, or by importing a previously exported Inspection Plan.

To import the Inspection Plan tied to a CAD model:

1. Select File | Import and then select the menu item to import that CAD data.
2. Follow any on-screen instructions.

For specifics on importing CAD data, see the “Using Advanced File Options” chapter in the main
PC-DMIS manual.

To import the textual, exported Inspection Plan:

1. Select File | Import | Inspection Plan. An Open dialog box appears letting you select a
file with an “.IP” filename extension.

op=n 20
Lock e | 5 PCCMISW = +~ @B

T LIROL
AIME ) Translste
Ersvir Works Ui Dol it Filie
s gt R ules e Vimor Dt gl Pl
ioatias_do ¥imonTubona
|_Cstshecsivizand [} Wizards
Englsh
s

ProTubonal
ireporting

Fill puame: [5 1P

Filies of et |I'1:p-eclmP'Iﬂ1FIe: I".1F}

Lef Lef

Il'mtl
_ Cored |

Open dialog box

2. Browse to the directory containing your Inspection Plan.
3. Select the Inspection Plan, and click Import.
4. Follow any on-screen instructions.

e Select the IPD file that will be applied to the imported Inspection Plan if you have not
previously selected it. See the "Creating and Modifying an Inspection Planner Default
(IPD) file" topic for more information.

e If the insertion point is not at the end of the part program, you will be prompted to move
the cursor to the end of the part program before continuing.

e Specify the Optimize Path options and click OK, or click Skip to ignore this step. See
the "Performing the Path Optimization" topic for more information. Review the "Path
Optimization Summary" and click OK.
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e Specify the options for "Automatically Inserting Move Commands" and click OK to
complete this process or click Cancel to skip this step.

Your imported Inspection Plan will be proceeded by a start comment that provides basic
information for the imported Inspection Plan (date/time, IP file name with path, IPD file name and
path). An end comment is also added to indicate the end of the translated Inspection Plan.

Performing the Path Optimization

Once PC-DMIS finishes importing your inspection plan, you will see that the PC-DMIS edit
window contains the commands needed to measure the desired features. Next, you need to
optimize the order PC-DMIS takes to measure the features and what tip angles to use and when.
This is called a “path optimization”.

To perform a path optimization:

1. Select Edit | Optimize Path. the Optimize Path dialog box appears.

Optimize Path i x|

—Feature Range ——————— [~ Tip Changes
¥ Saort Features I¥ &dd Tip Changes
Al Features [T oy Defined Tips
{* Selected Features [ Minimize Murmber of Tips
Starking Feature: Sallest Search Increments

(im dearees)

=

| CIR1 = CIRCLE (CONTACT) = |

—Dimensions : : .
Ol e [T askif can't find Tip
(" Insert as soon as possible Conical Range of Tip Sharnk:

tcone half angle in degrees)

—Dual arms
I 5

H fssign Arms

Sort penalty in seconds For :

100
%aCwerlap o MIPMIH I 10

— Wision PH3/PH1O
Sart penalty in seconds Faor
Magnification change
3

i

PHS WRIST

Hlurnination change |

I 3
88 I 3KIP

Optimize Path dialog box

2. Determine what features you want to optimize. you can choose the All Features option
button or the Selected Features option from the Features Range area. All Features
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sorts all the features, Selected Features only sorts those features selected in the edit
window.

\g The Selected Features option only becomes enabled if you select multiple features from
the edit window before accessing the Optimize Path dialog box.

3. Choose a feature from the Starting Feature drop-down list. Path optimization will start
from this selected feature.

4. Decide when to insert dimensions from your inspection plan into the part program by
selecting the appropriate options from the Dimensions area. You can insert dimensions
at the end of all the measured features by selecting Insert at end or as soon as possible
after each measured feature by selecting Insert as soon as possible.

5. Determine whether or not you want to allow PC-DMIS to insert tip changes. If so, select
the Add Tip Changes check box. The items in the Tip Changes area become enabled
for selection and you should follow the bullet list here:

e Select the Only Defined Tips check box if you want PC-DMIS to assign only defined
tips to features. If an appropriate tip can not be found to measure a feature, then the
feature will be assigned T?A?B?. This feature will be added to the list of Features
without tips which is displayed to the user in the summary dialog at the completion of
the Optimize Path process. If you clear this check box, PC-DMIS will also use
undefined tips. Prior to execution, PC-DMIS will require that you calibrate any
undefined tips.

e Select the Minimize Number of Tips check box if you want PC-DMIS to use a
minimal amount of tips to measure the features in your part program. PC-DMIS wiill
only change the tip’s angle when absolutely necessary. A progress bar at the bottom
of the dialog box appears when you select this check box.

e Select the Ask if can’t find Tip check box if you want PC-DMIS to prompt you when it
cannot determine the optimal tip for a given feature. This will allow you to manually
specify the most appropriate tip.

e Type an angle value into the Conical Range of Tip Shank box. This determines the
conical tolerance for added tip changes. This allows PC-DMIS to utilize a tip that has a
shank vector that is within the tolerance of the optimal vector angle for a given feature.
For features such as points, lines, and planes there is a built in conical range of 90
degrees since a plane with a vector of 0, 0, 1 could be measured by t1a0b0 or
t1a90b0. In the case of these features, PC-DMIS adds the user entered value to the
built-in range. The proposed tip angle is also checked by running collision detection
(silently) to determine if the tip will actually work.

e Sort penalty in seconds for: MIP/MIH, PH9/PH10, PHS WRIST — These values in
seconds are an approximation of the time taken by a CMM to change tips for various
categories of probes. The default penalties mean that all features measured with a
given tip will be grouped together and sorted within that tip group. For example, If the
penalty were set to zero, this would allow the Optimize Path process to sort features
solely based on the distance travelled between features while completely ignoring tip
changes.

e Vision/ Sort penalty in seconds for: Magnification Change, lllumination Change
— These values in seconds are an approximation of the time taken by a Vision Probe
to change magnification or lllumination for a given feature. The default penalties mean
that all features that use the same magnification or illumination will be grouped
together and sorted within that group. For example, If the penalty were set to zero,
this would allow the Optimize Path process to sort features solely based on the
distance travelled between features while completely magnification or illumination
changes.
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6. Click OK to perform the path optimization; PC-DMIS does the following:

e Takes the tip vector and the cone tolerance and determines the best tip angle for each
feature. For example, the optimal tip angle for a cylinder will be based on the cylinder
vector, which may or may not correspond to an exact tip angle.

e Sorts the features by the tips used to measure them.

e Determines the best path for the probe to take based on distances between features
and the tip change.

e Adds dimensions either at the end of the program or after each feature.

e Adds constructed features as soon as possible.

See the "Dual Arm Path Optimization" topic for information on Dual Arm programs.

\’?g PC-DMIS will not sort across alignment or loadprobe commands. Additionally, PC-DMIS
removes all MOVE/POINT commands, but preserves any motion commands or other parameters
that may affect measurement, such as retract distance, prehit distance, etc.

Path Optimization ensures that features that have the RMeas option will not be measured prior to
the features to which their measurement is relative.

Dual Arm Path Optimization

Path Optimization for dual arm programs are similar to single arm programs with a few
exceptions. The Dual Arms area of the Optimize Path dialog box is enabled and the Starting
Feature pull-down list is hidden. To complete Path Optimization for dual arms, follow the
procedure described in "Performing the Path Optimization" and then complete the following steps:

1. Selectthe Assign Arms check box. The Optimize Path process will assign arms to each
of the Selected Features (or All Features ).

o |If all probe hits of a feature can be measured by Arm1, then it will be assigned to
Arml.

e |If Arm1 cannot measure a feature, but Arm2 can reach all of the probe hits that
feature, then it is assigned to Arm2.

o |If neither arm can measure the feature, then Arm1 is assigned and the feature is
added to the list of Dual Arm Errors / Features that cannot be measured
which is displayed to the user in the summary dialog at the completion of the
Optimize Path process.

Dual Az

v Azzign Az

E0verlap to use: I 26

Dual Arms from the Optimize Path dialog box

2. Specify the Overlap percentage in the %Overlap to use. This controls how the machine
volume is divided between the two arms. At 0%, each arm would only be allowed to
measure features that are within the half of the machine volume that is accessible to that
arm. At 100%, Arm1 would be assigned to all the features.
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Starting Features dialog box. This allows you to specify the starting feature for each arm

Optimize Path Starting Features

arml Starting Feature ;

| CIR1 = Auto Circle |

Arm2 Starking Feature :

|CIRz = Auto Cirde =]

Optimize Path Starting Features dialog box

Path Optimization Summary

Once the Path optimization has completed, the Optimize Path Summary dialog box shows the

results of the path optimization.

x|

- Path Length % Shorter after Optimization
2163 %

~Probe T Erors
Faatures vathout tips

Uncalbested tips

(1] 4 |

Optimize Path Summary dialog box

The dialog box reports the following
information:

Path Length % Shorter after
Optimization — This value refers to
the percent reduction of the
optimized path length compared to
the normal path length. For dual
arm machines, it gives a percentage
for both arms.

Probe Tip Errors — Features that
were not assigned to a probe tip are
listed in the Features without tips
list. You may need to define new
probe tips to ensure that each
feature has a tip that can measure
it. The Uncalibrated tips list shows
the uncalibrated probe tips that you
plan to use to measure features in
your part program. You may need to
calibrate these tips before executing
the part program.

Dual Arm Errors — Features that
the program was unable to measure
by either arm will be included in this
list.
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Void Detection

Void Detection prevents hits from being taken in empty spaces (such as holes). This functionality
has been added to these Auto Features:

e Auto Vector Point
e Auto Surface Point
e Auto Edge Point

e Auto Line

e Auto Plane

e Auto Circle

¢ Auto Round Slot

e Auto Cylinder

Without Void Detection, an auto feature may place hits in holes and other empty spaces in the
CAD surface and the part.

PC-DMIS uses void detection if your hardware key (or portlock) has been programmed with the
IP measure item. PC-DMIS automatically applies void detection to the generation of the probe
hits when you create a supported auto feature by using the parameters from corresponding Auto
Feature dialog box (such as # hits, Start Angle and End Angle for an auto circle). Any probe
hits that would normally fall into a void are moved so that they reside on the surface of the
selected feature, at least, a probe radius distance from any edge of that surface. Requested
sample hits for Auto Circles or Auto Cylinders are also automatically generated with void
detection.

The following examples show when Void Detection would be useful for accurately and safely
measuring an Auto Feature. Hits denoted with an “X” are determined to be Voids and are
corrected to the edge of the auto feature surface.

Void Detection for an Auto Plane Feature
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Void Detection for an Auto Cylinder Feature

Automatically Inserting Move Commands

Once you import your part program and have finished Path Optimization, you should ensure that
when the probe moves to measure your features, it will not collide with your part. Collision
Avoidance is accomplished by inserting move commands. To do this, use PC-DMIS’s Auto
Insert Move menu option to automatically create clearance moves for a range of features:

Note: Move commands can be placed between the range of features specified, but not prior to
the first feature. A clear path is assumed to the probe start position and the first feature.

1. Select the Operation | Graphics Display Window | Auto Insert Moves menu option.
The Automatically create clearance moves dialog box appears.

Automatically cieate cleatance m,.. B

Stel COMT -
End CIR2 -
Colltion talaly &

Automatically create clearance moves

2. Select the first feature for the range of features from the Start list.

3. Select the last feature for the range of features from the End list.

4. Type a value in the Collision safety box. This value provides a buffer zone around the
probe tip so that PC-DMIS considers close misses as collisions.

5. Type avalue in the Insert clearance moves box. This value defines the distance that the
probe moves away from the part when it detects a collision while trying to move the probe
to the next feature. PC-DMIS attempts to go directly to the next feature, but compensates
for collisions by inserting clearance move commands. It continues this process until it
defines a collision free path to the next feature. More than one move command may be
inserted between features.

6. Select the Delete existing moves check box if you want to delete any pre-existing move
commands in the part program.
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:’g For Dual Arm programs, PC-DMIS will insert “Move Exclusive” commands as necessary to
guard against the two arms colliding during execution.

Inspection Planner Parameters and Rules

The Inspection Planner Default (IPD) file is used to define the parameters for Inspection
Planner within PC-DMIS. This file allows you to determine how to take hits from features within
the Inspection Plan. Feature parameters are specified for Auto Features, Constructed Features,
and Dimensions. You can also specify how you want to display comments and features.

The Inspection Planner Rules (IPR) script is used to specify rules for how automatic processes
are performed on the Inspection Plan. Rules can be modified for certain criteria. For example,
the number of hits taken on a circle based upon the diameter of the circle and so forth.

Creating and Modifying an Inspection Planner Default (IPD) file
To create a new IPD file or make changes to an existing IPD file, follow this procedure:

1. Select the Edit | Preferences | Inspection Plan Defaults menu option. The Modify
Default Parameters dialog box appears.

The Modify Default Parameters dialog box is password protected if password protection has
been enabled for other settings in PC-DMIS. See the "Setup Options: General Tab" topic in the
core PC-DMIS reference manual for more information.

= =
#» Modify Default Parameters x|

Default Pasameters File Mame
IE:"dnspseclin:nnPIanr-eereﬂaLﬂ.ipd EI

Set As Default | Open | Create |

Modify Default Parameters — Inspection Planner Default File

2. From the Default Parameters File Name drop-down select or browse to the file you want
to modify or open. Click Browse... to open a select file dialog box if the IPD file is not
already listed.

Default Parameters File Nams

C:\InzpechionPlannerdefault ipd

nspectionPlannerdelault ipd

File Name list box - IPD
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Click the Open button to modify or open an existing IPD file. Or if you want to create a
new IPD file, click Create. The Default Parameters dialog box opens for the selected or
new IPD file.

x|
Lizt of properties uo
= Auto Line -
Drizplay Hitz YES
Show Details MO
Coordinate Type RECT
Bound Type MHBMD
Auto Move MO
Auto Move Distance 0.0000000000
Mumber of Hits 2
Depth 0.0000000000
Thickness Type THEO_THICEM...
Thickness 00000000000
Hit Type BASIC
Auto Plane
Auto Circle
Auto Cylinder]
= Auto Edge
Drizplay Hitz MO
Show Details MO
Coordinate Type RECT
Iritial Hits n
Perrnanent Hitz n
Measure Order SURFACE
Read Position On Emror MO
Auto Move MO
Auto Move Distance 0.0000000000 ;I
Collapes/E xpand &l | k. I Cancel |

Default Parameters for IP

To edit a parameter, from the right column, click on that parameter’s value. A drop-down
list becomes visible.

Select the drop down list, and finally choose a different value. These values may
represent distance, amount, or some measured value. You can select values from option
lists or toggle fields.

e Option lists provide a list of choices relevant to the associated item.
e Toggle fields provide only two choices, such as ON/OFF, YES/NO, or TRUE/FALSE.

Click the Sort check box if you want to sort the List of properties alphabetically.

Click the Collapse/Expand All button to collapse or expand the List of properties.

Click OK to open the Save As dialog box, or Cancel to abort any changes that have been
made.

Click Save to save the IPD file.
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10. Click Set as Default if you want to make the file listed in the Default Parameters File
Name box the default file.
11. Click Exit when finished.

Inspection Planner Rules (IPR) script

IPR scripts are basic scripts that determine how features are measured within your part program.
This script is applied as your Inspection Plan is imported into your part program.

The PC-DMIS Basic Script Editor can be used to create IPR scripts.

Dislal s ul dlvial-| <]
‘Use the Command Object passed To determine what the dedault
‘parameter For the supplicd DataType And Typelndex should be

Thit lunction should returs the emply Sting by default

Sub DefaultParam|ByVal DataType As Inteqger. ByVal Typelndex As Ineger, ByRel Comima)
' Example Implementation:
' This example shows the implementation For setfing the number of hits of a cirde
' based on the diameter of the circle
Il DataType = M_HITS Then * Asking For defaull number of hits®
I Command.lsFeature And Command, Feature = F_CIRCLE Then " I it |z & circle leatuee
Dim FeatCmd As Object
Eet FeatCmd = Command FeatureCommand * hypecast To feature commanid
DefaultValue = "4 ' Sel default To 4 hits
i FestCmd. TheoDiam > 10 Then * I diameler is greater than 10
DetaultValue ="6" * Sct default To 6 hits
End I
i FealCmd. TheoDiam > 20 Then * N diameter is greater than 20
DelaultValue = "8 * Sel delfaull To B hits
Emd
I FeatCmd. TheoDiam > 30 Then * i diameter is greater than 30
Defavitalpe = "10" ' Set defaull To 10 hits
End H
End H
Emd i

End Sub
Basic Script Editor containing sample code for IP rules

The example in the above figure shows rules that will change the number of hits that are taken
depending on the diameter of the circle.

To make changes to the Inspection Planner Rules (IPR) script, follow this procedure:

1. Select the Edit | Preferences | Inspection Plan Defaults menu option. The Modify
Default Parameters dialog box appears.

The Modify Default Parameters dialog box is password protected if password protection has
been enabled for other settings in PC-DMIS. See the "Setup Options: General Tab" topic in the
core PC-DMIS reference manual for more information.
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[ I s O I T =L 1= =] |

[ Use Rules Script
Rules Scnpt Fie Name
|C:‘-.P1:D bl S Riles.ips ﬂ

Set As Default Open Creale |

Modify Default Parameters — Rules Scripts Section

Select the Use Rules Script check box.
From the Rules Script File Name drop-down select or browse to the file you want to
modify. Click Browse... to open a select file dialog box if the IPR file is not already listed.

Rulez Scrpt File Mame

File Name list box - IPR

Click Open to modify an existing IPR file or click Create to open the default IPR script.
This will open the selected file in the Basic Script Editor. When using Create a new
script will be populated with a default IPR script inside of the Basic Script Editor.
Edit your IPR script using the Basic Script Editor.

Click the Save Icon |E| to save your finished script.
Click Close ilto exit the Basic Script Editor.

Setting the Default IPR Script

1.

Select the Edit | Preferences | Inspection Plan Defaults menu option. The Modify
Default Parameters dialog box appears.

From the Rules Script File Name drop-down select or browse to the needed file.

Click Set as Default to make the file listed in the Rules Script File Name box the default
file.

Click Exit when finished.
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Appendix A: IP - Constructed Features

This section in the Inspection Planner documentation provides guidelines and information about
the construction of features. For each CAD package, you have the ability to construct features
based on existing Inspection Plan features.

The list below shows available construction operations. It discusses possible feature types under
each operation section.

1. Best Fit - Constructs a Best Fit feature from the inputs. Using the Best Fit operation, you
can create a line, plane, circle, cylinder, cone, or sphere. The following table lists how
many inputs you will need to construct your feature.

Best Fit Feature To Number of Input Features
Construct Needed

Line 2

Plane 3

Circle 3

Cylinder 6

Cone 6

Sphere 5

2. Best Fit with Recomp- Constructs Best Fit with Recomp feature using inputs. At least
one input must be a point Using the Best Fit with Recomp operation you can create a
line, plane, circle, cylinder, cone, or sphere. The following table lists how many inputs you
will need to construct your feature.

Best Fit Recomp Feature To [Number of Input Features
Construct Needed

Line 2

Plane 3

Circle 3

Cylinder 6

Cone 6

Sphere 5

\\g Best Fit and Best Fit with Recomp cylinders can be constructed from two circles. The
input circles must be of type Constructed Best Fit (BF), Best Fit Recompensate (BFRE), or
Measured circles. The total amount of hits in each circle must be at least three.

3. Cast - Constructs the specified feature type at centroid of the input feature. Only one input
feature of any type is needed. Using the Cast operation you can create a point, line,
plane, circle, cylinder, cone, or sphere.

4. Drop — Constructs a point feature when first feature is dropped onto the second line
feature. Two input features are needed. The 1% feature can be any type. The 2" feature
must be a cone, cylinder, line, or slot.

5. Intersect - Constructs the specified feature intersection of the 2 input features. Using the
Intersect operation, you can create a point, line, or circle.
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e Intersect Point - Constructs a point at the intersection of the linear attributes of 2
features. The input types for either input feature should be a circle, cone, cylinder,
line or slot.

e Intersect Line — Constructs a line at the intersection of two planes. The input
features must be planes.

e Intersect Circle — Constructs a circle at the intersection of a circle, cone, cylinder,
or sphere feature with a plane, cone or cylinder feature.

Mid - Constructs a point, line, or plane midway between the two input features..

e Midpoint or Midplane — Constructs the point or plane feature midway between the
centroids of any input feature.

¢ Midline — Constructs the line midway between line, cone, cylinder, slot, or plane
input features.

Offset - Constructs the specified feature based on the centroids of the input features and
moved by the offset distance specified. The offset distance is given in terms of XYZ
values. Using the Offset operation, you can create a point, line, or plane. The following
table lists how many inputs you will need to construct your feature.

Offset Feature To Construct [Number of Input Features
Needed

Point 1

Line 2

Plane 3

Origin - Constructs a point, line, or plane at the alignment origin. No input features are
needed.

Parallel - Constructs a line or plane feature parallel to first input feature and passing
through the second input feature.

Perpendicular - Constructs a line or plane feature perpendicular to first input feature and
passing through second input feature.

Pierce - Constructs a point feature where the 1% input feature pierces the 2" input
feature. The order that the input features are selected is important. The 1% feature can be
a cone, cylinder, line, slot, circle or ellipse. The 2" feature can be a cone, cylinder, plane,
sphere, circle or ellipse. If the 1% feature is a line, than the direction is important.

Project — Constructs a point, line, plane, circle, cylinder, cone, or sphere onto the
selected plane, or the current work plane, when no plane is specified.

Reverse - Constructs a line, plane, circle, cylinder, cone or sphere with the same centroid
and the same feature type as the input feature with the vector reversed.

73



PC-DMIS Inspection Planner

Appendix B: Using the Generic Parser to Import ASCII Files

The Generic Parser (GP) is designed to parse the ASCII output from other CMM systems (like
Metrolog). The ASCII output (file) may contain file header, comments, feature commands, file
footer, etc. As long as the info is written line by line in the ASCII file, GP can parse it according to
the user-defined rules provided through the Rule Set Wizard. After parsing it, GP will make calls
to Inspection Planner to translate all the filtered-through info (like feature commands) and import
into the active part program.

Note: Nine PC-DMIS feature types are supported by GP because they are also supported by
Inspection Planner. The supported features are: POINT, EDGEPOINT, LINE, PLANE, CIRCLE,
CYLINDER, SPHERE, SQSLOT (Square Slot) & RDSLOT (Round Slot). See "Step 3: Feature
Field Assignment and Mapping" topic.

To begin importing an ASCII file as an Inspection Plan:

1. Select File | Import | ASCII File. An Open dialog box appears letting you select the
needed ASCII file.

2. Browse to the directory containing your ASCII file.

3. Select the ASCII file, and click Import.

The Importing dialog box for your ASCII file opens. Create a rule set and complete process of
parsing your ASCII file with the following steps:

¢ Importing an ASCII File

e Step 1: Excluding Data

e Step 2: Defining Delimiters

e Step 3: Feature Field Assignment and Mapping
e Previewing Your ASCII File
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Importing an ASCII File

Importing "C:) PCDMISW SW.IP™ El
Rule st lisk |
SWRules] Default]
Ruleset1 Create. .. |
Rulesetz i
Ruleset Edit... |
Add. ..
Delete |
Set as u:IeFauItl
Irnport ko Park Program Cancel
* Directly ¢ By wizard

Importing dialog box for selected ASCII file

The Importing dialog box allows you to create, edit, add, or delete rule sets that can be used to
evaluate your ASCII file. The selected rule set determines which information will be imported into
your part program. Use the following options to select and apply rules for parsing your ASCI| file.

Create - Opens Step 1 of the Rule Set Wizard. See "Step 1: Creating a Rule Set". Values of
the selected Rule Set will be displayed, but if no Rule Set is selected, then no values will be
displayed.

Edit - Allows you to edit the rule set selected from the Rule Set List.

Add - Browse via an Open dialog box and click Open to add a preexisting rule set. The rule
set file will be copied into the designated rule file directory and a new entry will be displayed in
the list box

Delete - Removes the selected rule set from the Rule Set List.

Set as default - Set the default rule set that will highlighted from the Rule Set List. This rule
set will be used unless another rule set is selected. If no rule set is newly selected, the last
used rule set is set as the default and is highlighted in the list box. The next time that you
import an ASCII file the default rule set is highlighted.

Import to Part Program - The opened ASCII file is imported into the current part program:

e Directly - Imports the ASCII file using the selected rule set without using the Rule Set
Wizard.
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e By wizard - Opens Step 1 of the Rule Set Wizard. When you click finish on Step 3, the
file will be imported using any newly specified rules.

Cancel - Aborts the ASCII Import process

All rule set files are stored in the same directory designated by the GP. The directory is named
“AscimportRules”, where the rule set files are named “*.ascimportrule”.

Step 1: Excluding Data

The Rules for parsing lines provided in this step determines which lines of your ASCII file will
included for importing into your part program. Use the following options to exclude data from
import:

rRules For parsing lrnes
[« Skips fibe bemader Humber of lines: [ = _:IJ
[# Skip File focker Mumber of lines: |71 :II

[+ For lires containing |

Conkaining Afber Before

fdd >> SPHERE

(% Skip the gntire line

™ Truncate the strings after

™ Truncate the strings before

" Truncabe the strings until I

Rule Set Wizard - Step 1

Skip file header - When this option is selected the specified Number of lines from the top of
the ASCII file will be skipped. Therefore they will not be evaluated or imported into your part
program.

Skip file footer - When this option is selected the specified Number of lines from the bottom
of the ASCII file will be skipped. Therefore they will not be evaluated or imported into your part
program.

For lines containing - Lines containing the text specified to the right will be evaluated on the
following criteria:

[Note: Qualifying search text is CASE specific

e Skip the entire line - Entire line is excluded from being evaluated if qualifying text is
present.

e Truncate the strings after - Anything after the qualifying text will be excluded from
being evaluated.

e Truncate the strings before - Anything before the qualifying text will be excluded
from being evaluated.

e Truncate the strings until - Anything after the first qualifying text and prior to the text
specified to the right of this option will be excluded from being evaluated.
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Important: Use Add and Remove to update the criteria to the table on the right side of
this dialog box. Multiple criteria can be used to evaluate your ASCII file.

Preview and Refresh - See the "Previewing the ASCII File" topic.
Next - Continue with Step 2.
Cancel - Returns to the Importing dialog box.

Step 2: Defining Delimiters

The Delimiter information provided in this step determines the columns for each of the parsed
lines. Use the following options to parse your data and define units:

By column - Use this option for ASCII files that use fixed lengths for fields. This allows you to
separate each field based on the length of the field. This may require a little trial and error to
define the correct lengths for each field.

Col Mo, |Eieginning| Ending |
Beginning: | 1 ill 1 1 10
_ 2 11 17
Ending:  [yp =l |3 18 2z
= 4 23 27
5 28 32
Add ==
<< Remove
Change ==

Delimiters - By column

e Add - Specify the Beginning and Ending characters of the field and click Add. The
next column number will be assigned with a the Beginning and Ending values.
Continue this process of adding columns until all the needed data is included in the
appropriate columns.

e Remove - Select the column you need to remove and click Remove. The column is
removed from the list.

e Change - Select the column you need to change, alter the Beginning and Ending
values for the column and click Change. The column is updated with the new
information.

By character - Use this option for ASCII files where fields are separated by tabs, spaces,
commas or other characters. Select the separating character, tab or space.
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.............................. Character List.

{* Specific character
i~ Tab
" Spacels)

Add ==

== Remove

Delimiters - By character

Specific character - Select this option and specify the one or more Specific
characters that separate the fields in your ASCII file. Type the desired character and
click Add to add it to the Character List. Select a character from the Character List
and click Remove to remove a character.

Tab- Select this option and click Add if the fields of your ASCII file are separated by
tabs. Tab is added to the character list.

Space(s) - Select this option and click Add if the fields of your ASCII file are separated
by one or more spaces. Space is added to the character list.

Unit - This area is used to specify the units that are used for measured values:

MM - Millimeter

CM - Centimeter
DM - Decimeter
Inch - Inch

Preview and Refresh - See the "Previewing the ASCII File" topic.

Back - Returns to Step 1.

Next - Continue with Step 3.

Cancel - Returns to the Importing dialog box.
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Step 3: Feature Type Mapping and Field Assighment

This step allows you map Feature Types to the features in your ASCII file. Additionally you can
assign the field names to the delimited columns.

— Feature Type — Featuwe Figlds
In PC-DMIS Ir ASCI| File Freld List Feeld Mame Fizld Diner
= FOiNT FEAT/FOINT Feat Type
[ EDGEPDINT FEAT/EDGEPOINT FealID FeallD e
THED X, THED_X, 3
LINE FEAT/LINE THED % THED 4
[ FLanE FEAT/PLANE THED Z Add 33 THED 2 5 -
CIRCLE FEAT/CIRCLE THED_| THED_| E j
[ CYLMDER FEAT/CYLINDER THEC_J St Tiemave || THED ) 7
B SPHERE FEAT/SPHERE THED X THED K 8
[ sasLat FEAT/SOSLOT T
[F FOsLOT FEAT/ROSLOT #fTal
AT
+2Tal
2Tl
Skip

Rule Set Wizard - Step 3

Feature Type - Select the checkbox(es) of the feature type(s) that are to be imported. All of
the available feature types are provided in the Feature Type list.

To map the feature type name:

1. Select the feature type to highlight the line.

2. Click in the list box under the heading "In ASCII file" on the same highlighted line.

3. Type the feature type name exactly as it appears in the ASCII file in the edit box. For
example, the circle feature type name is "FEAT/CIRCLE" the example shown above.

Note: Without a feature type name defined in the ASCII file, there is NO way to differentiate
which feature is point, circle, etc. if there are multiple feature types in the file. However, if there is
only one feature type in the ASCII file, it is not necessary that the feature type name exists in the
file, so the user does not have to specify it. The user just needs to check the check box to the left
of the feature type and GP will apply that feature type to all of the lines in the ASCII file.

Feature Fields - The available fields for the selected Feature Type are displayed for
assignment. Each field represents a valid PC-DMIS value for the selected feature type.

To assign a feature fields to the columns of the ASCII file:

1. Select a Feature Type.

2. Select the needed field name(s) from the Field List. To select consecutive fields, click
the first item, press and hold down SHIFT, and then click the last item. To select
nonconsecutive fields, press and hold down CTRL, and then click each item.

3. Click Add to add the field name to the list box on the right.

Note: You may also ADD or REMOVE fields by double-clicking the item in the Field List
or the list box on the right.
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4. Use the UP and DOWN arrows to ensure that the field values appear in the order that
the corresponding values appear in the ASCII file.

5. Select any unneeded field(s) from the list on the right and click Remove to remove
that field name(s). To select consecutive fields, click the first item, press and hold
down SHIFT, and then click the last item. To select nhonconsecutive fields, press and
hold down CTRL, and then click each item.

Note: PC-DMIS may not accept certain fields in the ASCII file that may be proprietary to a third-
party CMM system provider's software. For such a field, the user can add the field called “Skip” to
inform the GP to skip the column that contains this field.

Preview and Refresh - See the "Previewing the ASCII File" topic.

Back - Returns to Step 2.

Finish - This button will function according to how the Rule Set Wizard was started.

e Create - The Create new rule set dialog box is opened. Provide the name of the new
rule set in the Rule Set Name box.

e Edit - The Rule Set Wizard is closed and any changes are applied to the rule set file.

e Import to Part Program (By wizard) - The rule set is applied and the parsed ASCII file
is imported into PC-DMIS as an Inspection Plan. If any changes have been made to
the rule set, then you will also be prompted to save your changes.

Cancel - Returns to the Importing dialog box.

Previewing the ASCII File

As you make changes in each step of the Rule Set Wizard you can preview the affect that the
rules will have on your ASCII file.

Preview - Selecting this checkbox will display the results of the evaluated file.

Refresh - Updates the view of your file based on the changes that you have made to the
evaluation criteria.

No Rule Set Applied

Below is an example Preview of an ASCII Inspection Plan file where no rules have been applied.
Any ASCII file that contains features can be used to import.

Note: The file used as an example is an Inspection Plan from SolidWorks with a .ip extension.
The Generic Parser can work with any ASCII file with any extension.
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Mo, |FeatType |C|:||1

L T L oy [ O T o )

v

10
11
1z
13
14
15

nknown
nkniown
nkmown
nknown
nknown
nkniown
nkmown
nknown
nkmown
Iniknicn
nkniown
nknown
nkmown
Iniknicn
nkniown

PCDIP/{Inspection Plan}, 1.0;
LMITS/MM;
FEAT/PCINT,F1,14.75512,0.0,-27.61744,0.0,-1.0,0.0;

FEAT/EDGEPOINT,F2,46.729153,0,0,0.0,0.0,0.0,1.0,0.0...
FEAT/LINE,F3,92,487095,0.0,-27.319991,114,180011,0...

FEAT/PLANE, F4,9,506558,11.536392,-21.0,0.0,0.0,1.0;
FEAT/CIRCLE,FS,0.0,0.0,0.0,0.0,0.0,1.0,0.0, INMER;
FEAT/CIRCLE,F6,0.0,0.0,0.0,0.0,0.0,1.0,0.0, INNER;
FEAT/CIRCLE,F7,0.0,0.0,0.0,0.0,0.0,1.0,0.0, INNER;
FEAT/CIRCLE,F8,0,0,0.0,0,0,0,0,0,0,1.0,0,0,INNER;

FEAT/CYLINDER,F9,0.0,0.0,0,0,0,0,0.0,1.0,0.0,0.0,INM. ..
FEAT/RDSLOT,F12,188.135396,76.5,-2.060396,0.0,-1.0...
FEAT/SQSLOT,F13,63.529346, 24950494 ,-3,481529,0.7. ..

FEAT/SPHERE,F14,0.0,0.0,0,0,0.0,0.0,1,0,0,0, 0UTER;
EMDIF;

ASCII File with NO Rules applied

Application of Step 1 of Rule Set Wizard

Below is an example of the ASCII file after the values shown in Step 1 were defined and Refresh
was clicked. Lines 1, 2, 14 & 15 are excluded based on the defined criteria.

Mo, | FeatType | Cal 1

Lo I Uy I UV T S

L[]

10
11
12
13
14
15

Skip

Skip

IInknovn
IInkniosn
Inknowr
LInknown
IInknovn
IInkniosn
Inknowr
LInknown
IInknovn
IInkniosn
Inknowr
Skip

Skip

FEAT/POINT,F1,14,75512,0.0,-27.61744,0.0,-1.0,0.0;

FEAT/EDGEPCINT,F2,46,729163,0,0,0.0,0,0,0.0,1.0,0.0.,.,
FEAT/LINE,F3,92.467095,0.0,-27.319991,114.180011,0...

FEAT/PLANE,F4,9.506558, 11,536392,-21.0,0.0,0.0,1.0;
FEAT/CIRCLE,FS,0.0,0.0,0.0,0.0,0.0,1.0,0.0,IMNER;
FEAT/CIRCLE,F6,0.0,0,0,0,0,0,0,0,0,1.0,0,0,INNER;
FEAT/CIRCLE,F7,0.0,0.0,0.0,0.0,0.0,1.0,0.0,INNER;
FEAT/CIRCLE,FS,0.0,0.0,0.0,0.0,0.0,1.0,0.0,IMNER;

FEAT/CYLIMDER,F9,0.0,0.0,0.0,0.0,0.0,1.0,0.0,0.0,INM. .
FEAT/RDSLOT,F12,158,135396,76.5,-2,060396,0,0,-1,0.,.,,
FEAT/SQSLOT,F13,63.529348,24,950494,-3,481529,0, 7. ..

ASCII File with Step 1 Rules applied

Application of Step 2 of Rule Set Wizard

Below is an example of the ASCII file after the values shown in the By character area in Step 2
were defined and Refresh was clicked. Columns have been added based on the comma
separator (Col1-Col14).
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M| FeatT... | colt | colz | col3 | col4 | cols | cols

1 skip

2  Skip

3 Urknown  FEAT/POINT FI 1475512 0.0 2761744 0.0

4  Urknown FEAT/EDGEPOINT F2  46.729183 0.0 0.0 0.0

S  Unknown  FEATILINE F3  92.487095 0.0 -27.319991  114.180011
& Unknown FEAT/PLANE F4  9,506838  11.536392 -21.0 0.0

7 Urknown FEAT/CIRCLE Fs 0.0 0.0 0.0 0.0

& Unknown FEAT/CIRCLE F& 0.0 0.0 0.0 0.0

9 Urknown FEAT/CIRCLE F7 0.0 0.0 0.0 0.0

10 Urknown FEAT/CIRCLE F& 0.0 0.0 0.0 0.0

11 Urknown FEAT/CYLINDER F3 0.0 0.0 0.0 0.0

12 Unknown  FEAT/RDSLOT Flz  188.135.. 765 -2.0603%6 0.0

13 Unknown  FEAT/SQSLOT FI3  ©3.529348 24950494 -3.481529  0.707107
14 Skip

15 Skip

ASCII File with Step 2 Rules applied
Application of Step 3 of Rule Set Wizard

Below is an example of the ASCII file after the features types and field names have been
assigned in Step 3 and Refresh was clicked. Feature types have been assigned based on the
Feature Type field (Coll). Lines that have been successfully assigned to be imported as a feature
type are displayed with blue text.

No. | Feature | Cald |calz |caz  |cod4  |cos | cos |
1 Skip

2 Skip

1 POINT  FEAT/POINT F1 1478512 0.0 27EIT44 00

4  EDGEF.. FEAT/EDGEPOINT F2 467291 0.0 00 0.0

5 LINE FEAT/LINE Fa 924870 0.0 27319, 114180,
E PLAME  FEAT/PLANE F4 O50EE22 115363 -21.0 0.0

7 CIRCLE  FEAT/CIRCLE F& 00 0.0 00 0.0

8  CIRCLE  FEAT/CIRCLE FE 00 0.0 00 0.0

9  [CIRCLE  FEAT/CIRCLE F7 00 0.0 00 0.0

10 CIRCLE  FEAT/CIRCLE Fa 00 0.0 00 0.0

11 CYLIMD.. FEAT/CYLINDER — F9 00 0.0 00 0.0

12 RDSLOT  FEAT/RDSLOT F12 188195 765 2060396 0.0

13 SOSLOT  FEAT/SESLOT Fi3 E315293.. 249504 3481529 0707107
14 Skip

15 Skip

ASCII File with Step 3 Rules applied
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Inspection Planner: Refers to the stand-alone appplication that is used to
prepare CATIA V5 files to import into PC-DMIS for inspection. It should
not be confused with the Inspection Planner componants that exist within
PC-DMIS.

IP: This is the acronym for PC-DMIS Inspection Planner. It is also used to refer to
the stand-alone Inspection Planner application.

IPD: This is the acronym for Inspection Planner Defaults. Defaults are defined in
a file that contains the parameters that are applied to the Inspection Plan.

IPR: This is the acronym for Inspection Planner Rules. A rules script is created
using Basic Script Editor within PC-DMIS. Rules are applied to the
Inspection Plan.
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